
FEDERAL	  PUBLIC	  SERVICE	  MOBILITY	  AND	  TRANSPORT	  

CO-‐ORDINATION	  COMMISSION	  FOR	  THE	  TRANSPORT	  

OF	  DANGEROUS	  GOODS	  

CERTIFICATE	  OF	  APPROVAL	  

The	  packaging	  of	  type	  31A	  metal	  IBC	  manufactured	  by	  PETRO	  INDUSTRIAL	  PTY	  LTD	  -‐	  	  
NARANGBA	   (AUS)	   and	   described	   in	   report	   number	   IBC-‐09.009	   issued	   by	   IBE-‐BVI	   is	  
accepted	   for	   the	   transport	   by	   land	   (road	   and	   rail)	   and	   by	   sea	   for	   the	   transport	   of	  
dangerous	  goods	  mentioned	  in	  the	  following	  annex,	  within	  the	  limited	  prescribed	  in	  that	  
annex.	  

Size	  Range	  includes	  450L	  |	  950L	  |	  2000L	  |	  3000L	  |	  4500L	  |	  6300L | 8000L | 10000L	  

Type-‐series	  packaging’s	  shall	   in	  every	  way	  be	   in	  conformity	  with	   the	  approved	  design	  
type	   described	   in	   the	   above	   mentioned	   report	   and	   successfully	   pass	   all	   the	   tests	  
specified	  in:	  

-‐ the	  IMDG	  Code	  –	  Part	  6	  
-‐ the	  European	  ADR	  Agreement	  –	  Part	  6	  
-‐ the	  International	  RID	  Regulation	  –	  Part	  6	  

The	  packaging’s	  shall	  bear	  the	  following	  identification	  marking:	  

The	   identification	   marking	   shall	   be	   indelible	   and	   preferably	   inscribed	   on	   one	   of	   the	  
lateral	  sides	  of	  the	  packaging.	  	  The	  affixing	  of	  the	  marking	  shall	  not	  weaken	  the	  strength	  
of	  the	  packaging.	  

The	   marking	   shall	   be	   completed	   on	   a	   metal	   plate	   permanently	   attached	   to	   the	   body	  
having	  the	  following	  marking:	  

	  -‐	  Capacity	  in	  Litres	  at	  20deg	  C	   :	  

	  -‐	  Tare	  Mass	  in	  KG	   :	  

	  -‐	  Date	  of	  Last	  Leak	  Proofness	  Test	   :	  

	  -‐	  Date	  of	  Last	  Inspection	   :	  

	  -‐	  Maximum	  filling	  and	  discharge	  pressure	  (in	  kpa)	   :	  28	  

	  -‐	  Shell	  material	  and	  its	  minimum	  thickness	  in	  mm	   :	  

	  -‐	  Serial	  Number	  of	  the	  Manufacturer	   :	  



The	   closing	   devices	   of	   the	   approved	   packaging’s	   shall	   be	   in	   accordance	   with	   those	  
described	   in	   the	   report	   and	   bear	   the	   identification	   marks	   as	   outlined	   above.	   	   	   If	   the	  
closing	   devices	   are	   manufactured	   by	   subcontractors,	   the	   manufacturer	   to	   whom	   the	  
certificate	  of	  approval	  was	  assigned	  remains	  directly	  responsible	  for	  the	  conformity	  of	  
the	  whole	  packaging.	   	  Any	  alteration	  of	   the	  above	  mentioned	  packaging	  (including	  the	  
closing	  devices)	  or	  of	  it	  operating	  conditions	  implies	  the	  automatic	  cancellation	  	  of	  this	  
certificate.	  

The	  Commission	  reserves	  at	  any	  time	  the	  right	  to	  invalidate	  this	  certificate.	  

Brussels,	  04/01/2012	  

For	  the	  Administration	  

of	  Transport	  

Ir.Cl	  RENARD	  

For	  the	  Maritime	  

Administration	  

Ing.	  P.	  VAN	  LANCKER	  
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