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Thunderbird Airbox Elimination Kit 

Tools Required: 
 Metric Ball End Allen Wrench Set 

 Socket Wrench 

 Metric Socket Set 

 Torx Bit Set 

 Philips Screwdriver 

 Flat Blade Screwdriver  

Kit Includes: 
 British Customs Airbox 

 K&N Air Filter 

 Air Filter Adapter 

 K&N Crank Case Breather 

 Mounting Hardware 

 

WARNING: It is recommended that this kit be installed by a certified Triumph technician, following the Triumph service manual to aid in proper fitting. Verify all torque 
specs in Triumph service manual. 

 

THIS PRODUCT CANNOT BE INSTALLED ON A VEHICLE REGISTERED IN THE STATE OF CALIFORNIA 

Please be advised that in California, this product is intended for “Racing vehicles” only.  A “Racing Vehicle” is defined to mean “a competition vehicle not used on public 
highways.” It is not enough that the vehicle will be used for off-road use.  It must be for “competition use only” and for “closed-course competition use only.” 

The manufacturer and retailer assume no responsibility for any use or application of this product in violation of any applicable law. Before installing this product, please 

check your state/province and local/municipal laws and regulations. 

This is a high performance product and intended for race use applications!  

Fits The Following Motorcycles: 
 Triumph Thunderbird 1600 

 Triumph Thunderbird Storm 

Other Items We Think You May Like 

Hog Slayer Exhaust Retro Turn Signals Four Bolt Risers Side Mount License Plate 
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Thunderbird Airbox Elimination Kit 

Remove the seat bolts with a 5mm Allen Wrench 

Remove the Passenger Seat Bolt with a 5mm Allen Wrench 

Disconnect the battery 

Remove battery from bike and set aside. 

 
Note: Take care when storing your battery. It is best to store it in a secure 

place on top of a piece of wood, thick plastic or cardboard. 

Step 1: 

Step 2: 

Step 3: 

Step 4: 
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Thunderbird Airbox Elimination Kit 

Remove the belt guard, start by removing the front bolt using a 5mm Allen 

Use a 10mm socket to remove the rear bolt then remove the guard and set 

aside 

Remove side covers  

Unplug the tail light connection 

Step 5 

Step 6: 

Step 7: 

Step 8: 



4 

  

Thunderbird Airbox Elimination Kit 

Using a 12mm socket remove the 2 rear bolts that hold the fender in place. 

Repeat this step on the other side of the bike 

While supporting the fender with one hand remove the 2 remaining bolts with 

a 14mm socket, then remove the rear fender. 

 

 

 

 

Loosen the heat shields on the exhaust with a 5mm Allen 

Use a 12mm socket to loosen the muffler clamp 

Step 9: 

Step 10: 

Step 11: 

Step 12: 
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Thunderbird Airbox Elimination Kit 

Use a 12mm socket and a 12mm open end wrench to remove the remaining 

bolts of the main muffler bracket. Remove your muffler and set it aside 
 

 

DIY Mechanics Tip: You can use zip ties to hold the muffler up while you re-

move the remaining bolts. This way you do not have to support the muffler 

while simultaneously maneuvering 2 different wrenches, then just cut the zip 

ties and slide your muffler off  

Using a 27mm Socket loosen the axle nut. 

 

Note: You only want to break the torque value on the nut. Do not remove it 

until later. 

Jack up the rear tire then use a 14mm open end wrench to loosen the belt ten-

sioner on both sides of the swingarm. (take note of the position of the belt ten-

sioners for reassembly purposes.) 

 

 

Remove the axle nut and slide the axle out of the rear hub assembly.  Once 

the tire is free, roll it forward to relieve the tension on the drive belt, then slide 

the drive belt off to the side.  

Step 13: 

Step 14: 

Step 15: 

Step 16: 
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Thunderbird Airbox Elimination Kit 

Slide the rear tire out the back of the bike.  

 

 

 

 

DIY Mechanics Tip:  You can use a zip tie to hold the rear caliper up to the 

swing arm until you are ready to reassemble it 

Use an 8mm socket to remove the rear brake line holding tab. This will allow 

the swing arm the necessary movement needed to remove the airbox assem-

bly. 

Use a 7mm Socket and remove the tip over switch from bottom of battery box 

Remove the relays and hoses then unbolt the ECU from the left side of  

airbox letting the wires hang off to the side.  

 

Sensor = T20 torx bit 

ECU Plate =T30 torx bit 

Step 17: 

Step 18: 

Step 19: 

Step 20: 
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Thunderbird Airbox Elimination Kit 

Remove the relays and unbolt the relay bracket from the right side of the air-

box. 

 

Bracket = T-30 Torx Bit 

Sensor = T-20 Torx Bit 

Fuse Block = Flat Blade Screwdriver 

Use an 8mm socket to remove the airbox mounting bolts from both sides of 

the airbox 

Use an 8mm socket to remove the mounting bolts from the rear of the airbox 

Use a 3mm Allen to loosen the collar clamp on the airbox.  

Step 21: 

Step 22: 

Step 23: 

Step 24: 
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Thunderbird Airbox Elimination Kit 

Remove the four screws holding the snorkel on the top of the airbox using a 

Philips head screwdriver, then remove the snorkel and airfilter. 

Remove the top shock mount bolts using a 12mm Socket, Then slide the 

shock off of the perch 

Lower the swingarm and remove the airbox by pulling it out the back of the 

bike. 

Install the new air filter mounting sleeve and tighten with a Ball End 3mm 

Allen Wrench 

Step 25: 

Step 26: 

Step 27: 

Step 28: 
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Thunderbird Airbox Elimination Kit 

Slide the new battery box into place and bolt the rear of the airbox to the 

frame first using the provided hardware as shown. Tighten with a 4mm Allen 

Wrench 

Bolt on the new side bracket as shown, re-use the collet from the stock airbox 

and one of the screws provided, tighten with a 4mm Allen Wrench 

Bolt the stock relay bracket to the new bracket installed in the last step 

Re-install the relays and fuse block back onto the stock relay bracket 

Step 29: 

Step 30: 

Step 31: 

Step 32: 
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Thunderbird Airbox Elimination Kit 

Re-use the stock bolts and install the tip over switch to the mounting tab on 

the front of the new airbox, tighten with an 7mm socket and a 7mm open end 

wrench 

Bolt the ECU onto the side of the new airbox using the hardware provided, 

tighten with a 4mm Allen Wrench 

Install the breather filter and tighten with a flat blade screwdriver 

 

Note: You can trim the breather hose to fit into the location you would like it 

to mount, this is an optional step and not required  

Install the air filter and tighten with a flat blade screwdriver 

Step 33: 

Step 34: 

Step 35: 

Step 36: 
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Thunderbird Airbox Elimination Kit 

Re-install rear tire, leave axle nut hand tight until belt tensioners are adjusted 

 

 

 

 

Align belt tensioners back into position and tighten with the 14mm open end 

wrench Adjust belt per the triumph service manual specifications 

Lower bike to put pressure on rear tire and torque rear axle nut to ____NM or 

____Ft Lbs 

Re-Install the Belt Guard 

Step 37: 

Step 38: 

Step 39: 

Step 40: 
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Thunderbird Airbox Elimination Kit 

Re-Install the Mufflers 

 

 

 

 

Bolt on rear fender and re-connect the tail light harness 

Re-Install the Side Covers 

Install Battery and Re-connect the wires, tighten down the screws with a 

10mm wrench 

 

Step 41: 

Step 42: 

Step 43: 

Step 44: 
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Thunderbird Airbox Elimination Kit 

Re-Install the passenger seat and tighten with a 5mm Allen Wrench 

Re-Install the seat and tighten with a 5mm Allen wrench 

Place Power Commander on mounting tab located on the right side of the air 

box. Use zip ties to secure the unit as shown. 

 

Note: Please refer to the DynoJet instructions included with the Power Com-

mander for wiring harness installation help. Installation instructions can also 

be found online at http://www.dynojet.com/downloads. 

Congratulations you have completed the installation of your British Customs 

product. 

 
IMPORTANT NOTICE: 
Please be advised that in California, this product is intended for “Racing vehicles” only.  A “Racing Vehicle” is 

defined to mean “a competition vehicle not used on public highways.” It is not enough that the vehicle will be used 

for off-road use.  It must be for “competition use only” and for “closed-course competition use only.” 
The manufacturer and retailer assume no responsibility for any use or application of this product in violation of any 

applicable law. Before installing this product, please check your state/province and local/municipal laws and regula-

tions. 

Step 45: 

Step  46: 

Installing The DynoJet Power Commander 

THE END


