
18426 South Broadway
Gardena, CA 90248

Toll Free: +1 (877) 999-BRIT  support@british-customs.com

Tools Required: 5mm Allen Socket  Microfiber Cloth
   6mm Allen Socket  Rubbing Alcohol
   Torque Wrench
   Medium Strength Thread Lock Compound

Optional:  Zip-Ties

Fork Brace Solid / Retro
PART NUMBERS: BC601-012-B

BC601-013-B
BC601-014-B

BC601-016-B
BC601-018-B
BC601-020-B
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WARNING: Always properly support 
vehicle with a stand and/or lift when 
servicing or performing any work.

Unstable vehicles may present 
dangerous conditions and may cause 
property damage and/or personal 
injury.

NOTE: Read through all instructions 
before beginning installation.

British Customs Fork Brace can be 
installed with or without fork boots. Fork 
Brace includes insert for either option.

If retaining fork boot, leave the inserts in 
the fork brace.
 

 

If removing fork boots, remove the 
inserts. 

 

 
 
 

Installation 

1. With clean microfiber cloth and 
rubbing alcohol, wipe down the tops 
of the fork legs. 

2. Using 6mm allen and 5mm allen, 
remove the four screws, and 
separate the two halves. 
 

 

 
 
NOTE: Smooth side of the brace 
faces forward for a clean 
appearance. 

3. Un-clip the front brake lines rubber 
grommet from the hooks. 
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 PRO-TIP 
Use a zip tie to hold the boots up 
and out of the way. Makes 
installation a lot easier.

4. Place the back half of the fork brace 
onto the fork legs.

5. Place the front half of the fork brace 
onto the legs, mating it to the rear 
half.

6. With 6mm allen wrench, apply 
medium strength thread locker, 
insert and lightly tighten the screws 
on the outside of the fork brace to 
hold it in place. It helps to pinch the 
two halves together.

7. With 5mm allen wrench, apply 
medium strength thread locker and 
insert the inner two screws and snug 
down.

8. Use 6mm allen and tighten the 
outside screws. Do not torque at this 
time.

9. With 5mm allen wrench, tighten 
inside screws. Torque to
10 Nm (7 ft-lbs.)

10. With 6mm allen wrench, tighten the 
outside screws. Torque to
24 Nm (17 ft-lbs.)

Wipe down the fork brace, fork 
legs, and surrounding area with a 
microfi ber cloth and rubbing alcohol 
to remove any fi ngerprints or oils.

If any problem is found, please 
carefully follow through the 
installation steps again. If problem 
still persists, please call British 
Customs Customer Support at 
(877) 999-2748.


