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A/S Exposed Air Box Kit 

Tools Required: 
 Flat Head Screwdriver 

 Phillips Head Screwdriver 

 Metric Socket Set 

 Metric Allen T-Handles 

 Ratchet 

Kit Includes: 
1. British Customs Storage Box 

2. 2 K&N Filters 

3. Jet Kit Carb Models 

4. 2 Support Brackets 

5. Crankcase Breather Filter 

6. Carburetor Support Brace 

WARNING: It is recommended that this kit be installed by a certified Triumph technician, following the Triumph service manual to aid 

in proper fitting. Verify all torque specs in Triumph service manual. 

WARNING: Laws concerning this product vary from state/province to state/province. Your state/province may prohibit its use on public 

roads or restrict its use to novelty, show use, off-road areas, or race facility areas only. In some states/provinces off-road uses are also 

prohibited. The manufacturer and retailer assume no responsibility for any use or application of this product in violation of any applica-

ble law. Before installing this product, please check your state/province and local/municipal laws and regulations. 

This is a high performance product and intended for race use applications!  USE AT OWN RISK! 

Fits The Following Motorcycles: 
 Triumph America 

 Triumph Speedmaster 

Other Items We Think You May Like 

Low Profile AI Kit B.C. Bomber Exhaust B.C. Cocktail Shakers Billet Intake Manifolds 
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A/S Exposed Air Box Kit 

Remove stock air box completely while leaving all electrical com-

ponents in tact for installation of the British Customs Air Box Re-

moval Kit. We recommend removing the battery for this installa-

tion. (Re-jetting is required using the supplied jet kit) 

Remove the rubber bushings located in the center vertical support 

membrane of the motorcycle frame. 

Position the supplied roll pin directly through the existing hole of 

the motorcycle frame. 

Install the roll pin using a hammer or rubber mallet until the pin is 

seated flush on both sides. 

Step 1: 

Step 2: 

Step 3: 

Step 4: 
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A/S Exposed Air Box Kit 

Install the supplied K&N air filters by mounting them on the in-

take portion of the Keihin CVK carburetors. Tighten down using a 

flathead screw driver until secure.  

Note: RC-2900 right side & RC-2890 left side. 

Place the storage box with the mounting tabs against the existing 

mount bracket located off the rear fender. Use the stock hardware 

to securely mount the box in place. 

Install the right side support bracket using the supplied hardware 

by positioning the bracket inline with the installed roll pin.  

(Step 3-4) Insert the supplied roll pin screw through the mounting 

bracket and secure using the supplied washer for a secure fit.  

Tools: 6mm allen & 14mm socket. 

 

Use the supplied hardware to secure the storage box and side cover  

support bracket together by lining up the storage box mounting tab 

with the existing hole located on the support bracket.  

Tools: 10mm socket & 4mm allen. 

Step 5: 

Step 6: 

Step 7: 

Step 8: 
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A/S Exposed Air Box Kit 

Locate the crankcase breather hose and select a desired length to 

remove for the installation of the supplied crankcase breather filter. 

Use scissors, dikes, or razor blades to cut the breather hose.  

Note: We recommend not removing more than half the length. 

After cutting the breather hose to the desired length, install the 

supplied stainless steel crankcase breather filter into the hose and 

tighten using the existing clamp until secure. 

Re-install the right side cover over the support brackets using the 

OEM rubber grommets. Re-install the battery and fuse box cover. 

Tighten all bolts to factory specifications. Check for any leaks be-

fore testing riding this product. We recommend combining this 

product with a aftermarket free-flowing exhaust for peak perform-

ance. Re-jetting is required during installation of this product. 

Step 9: 

Step 10: 

Step 11: 

 


