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ROUGH-IN INSTALLATION

1. Make sure the electrical box is centered
to your gypsum platform before installing
drywall. The box can be loosened and moved
to center it.

4. Verify studs are level by using a straight-
edge across the platform. Furr out each side,
if necessary, so that the platform is leveled
with the drywall.

*Telescopic (retractable) caddy brackets and drywall screws are not included.
*Part Number : TSGB16

When mounting a SeeLess Platform:

2. Measure your desired distance between the
two studs.
3. Caddy bars are recommended for easy
mounting between studs.

5. Check the thickness of drywall to be installed
and adjust the SeeLess black perforated aluminum
brackets, to either 1/2“, 5/8”, or 3/4" line (holes
are perforated to the standard market perforation
size)

6. Check the level and height of the plaster
platform. Screw caddy brackets to each stud at
the appropriate height.

4.



8. If you are using rounded screws, predrilling 
the brackets is recommended.

9. Put straightedge across studs and flush out 
the outer edge of the plaster box to it, then check
the level.

11. For knockout and wiring, press on the soft 
pre-punched 1/2” and 3/4" knockouts on the 
junction box. Re-check the electrical box to 
ensure it is centered with the gypsum platform 
after wiring.

*For post-install instructions refer to Post Install Drywall Instructions document. 

7. Line up and screw the black perforated 
brackets on the SeeLess platform to the caddy 
crossbars. *Don’t over screw when using a power 
drill to avoid cracking the gypsum. We recommend 
using two flat-headed screws. 

10. Gypsum has center lines marked on each 
side of the platform to help with laser marker 
alignment.
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