
Crashing:
If the helicopter crashes, the rotors will automatically shut off in order to protect and extend the life of the motor.  
The pilot will have to complete the start-up process again to continue using the helicopter.

This helicopter has high and low speed modes. High speed is great for seasoned pilots. Low speed is 
recommended for beginners.  Just press the button on the remote control to switch between low and 
high speed.  

Hi-Lo Speed Modes:

Auto Demo:

Spîr with Gyro RC Helicopter

Thank you for your purchase of Protocol’s Spîr with Gyro RC Helicopter. You are about to experience
the best of what remote control flight has to offer. We strongly recommend that you take the time to read this
manual thoroughly. it contains many tips and instructions on how to get the most of this aircraft, and maintain 
it for long life.

As with any aircraft, this is a precision flying machine. Treat it well and enjoy all the fun it has to offer.

1. Open battery case cover on the back using a small Phillips screwdriver.
2. Install the batteries (6 AA, not included) according to polarity symbols (+) and (-) in battery compartment
(Fig. 1).
3. Replace the battery cover.
4. When the power light remains on after the remote is turned on, the batteries are working. When the power light
begins blinking, the batteries are dying and need to be replaced.

Battery Notes: Do not mix old and new batteries. Do not mix different types of batteries. Only use ‘AA’ alkaline 
batteries for this product. Remove batteries if this product is not going to be used for a long time. Always remove
exhausted batteries from the product and dispose of safely.

If your helicopter is rotating left, turn the trim dial to the
right (see diagram). Continue to adjust this dial until the
helicopter line flies straight.

If your helicopter is rotating right, turn the trim dial to the
left (see diagram). Continue to adjust this dial until the
helicopter line flies straight.

Thank you for your purchase of Protocol’s Spîr with Gyro RC Helicopter! We know that accidents can 
someimes happen which is why we offer a spare parts kit available on our website ProtocolNY.com.
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Fig. 1

A. Charging through the Transmitter
  a.Turn the transmitter on.
  b.The cover to the charging wire is located on the front of the transmitter in the middle.  
  Pull out the charging wire and plug into the slot on the helicopter as indicated in Fig. 2.
  c.The charge light will turn on to indicate the helicopter is charging.  The 
  helicopter will be fully charged after approximately 40 minutes for approximately 6 minutes 
  flying time.
  d.The charge light will turn off once fully charged.

B. Charging through USB (if included with model) 
  a.Place the provided USB wire into a USB port on a computer. 
  b.Place the other end into the helicopter.
  c.The light in the USB wire will go on while charging.  Charging time is approximately 40 
  minutes for approximately 6 minutes flying time.
  d.The light in the USB wire go dark once charging is complete.

*Recharge the battery when the helicopter cannot lift
 any higher than ½ foot off the ground.

Fig. 2

Flying Your Helicopter
Each transmitter can operate on 1 of 3 frequencies.  The band selector on the front of the 
transmitter is the means by which you select the frequency.  The helicopter will detect the 
frequency that the controller is set to.  For example, if the controller is set to band A then the 
helicopter will automatically detect that frequency.  

*Turning on the Helicopter
- Place the helicopter on the ground with the tail pointing towards you and the nose facing away      
  from you.
- Make sure the transmitter is OFF.  Set the throttle to MINIMUM.
- Turn the transmitter to ON.  Then set the ON/OFF switch on the helicopter to ON.
- The helicopter picks up the transmitter’s signal.  This process can take up to 8 seconds.

Push the throttle to the middle position.  Press the auto demo button and the helicopter will turn on its 
own.  Press the auto demo button again to leave this mode.
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