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BATTERY INSTALLATION:
Open the battery compartment and install 2 ‘AAA’ batteries according to 
indicated polarity.  Close the battery compartment.

HOW TO USE
Make sure to read and note the specifications of your car and tires.

TIRE PRESSURE GAUGE
1. Remove the valve cap from the tire.

2. Make sure the display is dark before turning on the tire pressure gauge.

3. Press and release the power button to turn on the gauge.  The LCD backlit  
 display will illuminate.  

4. When power is on, the display will show the last unit of measurement  
 selected.

5. Press the power button repeatedly to select the preferred measuring unit 
 (PSI – BAR – KPA)

6. Place the gauge over the tire valve firmly. You should not hear any hissing  
 from the valve.

7. Hold for 3 seconds and the display will give an accurate readout of the  
 pressure.  The measurement will remain on the screen as long as the gauge 
 is on the valve.

8. Press the power button for 3 seconds to turn off or the display will turn off  
 automatically after 60 seconds.

* The effective measuring range for this product is 5—150 PSI.  This product  
 works best in temperatures between 23°F to 122°F (0°C to 50°C).  Measuring  
 error is ±1.5 PSI.

PRESSURE RELIEF TRIGGER
- Hold the tire pressure gauge on the valve while holding down the pressure  
 relief button

- Let go of the pressure relief button to stop releasing pressure.
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