SC Filtration

Separatore

Revolutionary traditional hash remediation.
Turn low-quality Kief into a higher-value product.

Unleash the power of static electricity to scale your kief production.
Morocco and the Hindu Kush have used this legacy technique to
make fantastic hash. You can now deploy a modern version of this
process in your lab without manual labor and achieve 95%+ clean
trichome heads effortlessly.

Have food-grade hash that needs remediation? No problem;
PlasmaStatic removes stalks, plant particles, and other contaminants
from heads.

How does it work?

The sifted hash of any quality, dry or fresh frozen, is fed into the
device. Compressed air carries the hash to a diffuser, where it falls as
a thin stream of particles. Two plasma-charged plates pull particles in
each direction as they fall. Heads collect on one plate of the device,
and stalks, dirt, pistils, and plant particles collect on the opposite side.
Only air and static electricity are used in the process.

Sounds incredible? This device will change traditional hash forever,
significantly improving quality.

SPECIFICATIONS:
2Kg Per hour Feed Capacity

Material:
316 Stainless Steel Plates
Aluminum Frame
Acrylic Windows

Power Requirements:
90-230V AC - 1PH / 50-60Hz - 1 Amp
8 CFM Compressed Air

Dimension:
18" W x 60" L x 75" H

FEATURES

- Low Power Consumption
- Electrostatic separation

- Micro Climate Cabinet

- Semi automated system

ADVANTAGES
- Works with Dry or Stable Fresh
Frozen biomass

- Does not use chemicals

- Does not alter particle chemistry

- Removes stalks from trichomes

- Removes immature trichomes

- Easy and Safe to operate

- Only one operator is required
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