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Hifi-/PA-speakers

Mini 4
Compact 2-way Hi-Fi box with bass reflex channel, ideal for music reproduction in the home, in restaurants, shops, ... The Mini 4 comes with a 100 mm
mid range-bass speaker and a 10 mm dome tweeter. We recommend the subwoofer A 250 for supplementing the bass range. The U-type bracket WBMini
and ball joint mounting are available as accessories.

Technical Data Mini 4-8 Mini 4-T30

Load Rating / Music Power 50/70 W 30 W
Impedance 8 Ohm
Transformer 30/15/7.5 W
SPL 1W/1m 88 dB 88 dB
SPL PNenn/1m 105 dB 103 dB
SPL PNenn/1m/f 110 dB/15 kHz 108 dB/15 kHz
Frequency Range (-3 dB) 100-20000 Hz 100-20000 Hz
Frequency Range (-10 dB) 70-23000 Hz 70-23000 Hz
Transmission Angle, horizontale 1/2/4/8 kHz (-6 dB) 220/-/190/130 ° 220/-/190/130 °
Transmission Angle, verticale 1/2/4/8 kHz (-6 dB) 180/-/160/130 ° 180/-/160/130 °
Component Set 1 x B 100-8, 1 x CAL 10 1 x B 100-8, 1 x CAL 10
Material Housing: plastic, grille: metal Housing: plastic, grille: metal
Net Weight 1.5 kg 2.2 kg
Colors white (RAL 9016), black (RAL 9005) white (RAL 9016), black (RAL 9005)
Accessories WBMini: u-type bracket, WHMini: ball joint

mounting
WBMini: u-type bracket, WHMini: ball joint
mounting
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