Bulldog Commercial Grade 1 Levers
INSTALLATION INSTRUCTIONS COMMERCIAL KEY-IN-LEVER

FOR USE ON DOORS 1-38°—2" (35mm~51mm ) THICK
TOOLS REQUIRED FOR MEW INSTALLATION

1 phillips head screwdrivar 12-18" (54mm) hole saw
117 (25.4mm) drill bit 1 5/167 (Bmm ) drill bit

1 chisal

TOOLS REQUIRED FOR REPLACEMENT :

1 phillips head screwdrivar

INSIDELEVER

ILLUSTRATIONS ARE SHOWN WITH ENTRY MODEL.

INSTALLATION IS SAME FOR PRIVACY AND PASSAGE MODELAS WELL.
FOLLOW ALL STEPS FOR NEW INSTALLATION.

LEVER CATCH TOCL FOLLOW STEPS 3C, 4C, §, 6,7, 8 FOR REPLACEMENT INSTALLAT ION
TR AFTER REMOVAL OF OLD LOCK AND LATCH.

INSIDE ROSE

INSIDE MOUNTING PLATE

LOCK BODY ASSEMBLY

OUTSIDE ROSE

TURN BUTTON

SCREW-INT. ROSE

SCREW POST
OUTSIDE LEVER

REMOVABLE THRU-BOLT

|FIXEDTHHU—BOLT

1. MARK DOOR 2. DRILL HOLES
a. Start 38" from floor and mark centar of door adge. 516" (8mm) hole for screw post Drrill holes as marked.
b. Select backset 2-3/8" or 2-3/4" and mark hala _\:\"‘“— NOTE - -
cantar on doar face. DRILL 2-1/8" (54mm) HOLE
MOTE - -BACKSET ON DOOR FACE MUST BE 1" or 3137 FROM BOTH SIDES TO AVOID
SAME AS BACKSET OF YOUR LOCK. (24.6mim or SPLITTING WOOD.
2-1/8" (S4mm) 25.4rmm) hola
€. Mark two holes for screw post hale far lock sat far latch
3. INSTALL LATCH 4. INSTALL STRIKE
- al e b . b [
\:ﬂ_\-ﬂ_ N~ T e DOOR
('9\__ 6__ STOP %
b 17 (25 4mm) hole a
CENTER LINE 12 (12.7mm) deep

a. Clesa door b mark horizontal line of strike.

a. Insar latch in hale and keep it paraliel to door face. b. Measure ana half of door thickness from door stop b mark vartical center lina
Mark outline and ramove latch. of strika. Drill 17 (25.4mm ) hole, 172" (12.7Tmm) deap at intersacion of

b. Chisal 11/64" (4 ~4.3mm) deep or until faceplate flush with door edge. horizontal and vertical center lines.

. Insert latch and tighten screws. . Cut out jamb 3/32" (2.4mm) deap or until strike flush with jamb.

NOTE: - LATCHBOLT BEVEL MUST FACE TO CLOSING DIRECTION. Tighten scraws sacuraly.




Bulldog Commercial Grade 1 Levers

5. REMOVE INSIDE TRIM

Usa lever catch tool to depress lever catch visible under hole

of inside lever shank and slide offinside lever, rose liner and IMSIDELEVER
mounting plata.

ADJUST DOOR THICKNESS

138" thick 1374 thick INSIDE MOUNTING PLATE

27 thick LEVER .
CATCH TOOL Sy iy TURNBUTTON
OUTSIDE LEVER ASSEMBLY
TURMN
PUSH BUTTOMN
- ¥

6. ADJUST DOOR THICKNESS 7. INSTALL OUTSIDE LEVER ASSEMBLY

Bafore adjust the door thicknass, please taka off
removable. After adjustment, please install
ramavable thru-bolt accondingly.

Inatall cutside lever assembly on the door. Make sure i of latch ta engaging
with retEacior comecty as Bustrated.

LATCH

LOCK
| BODY
ASSEMELY

Door Thickness 2 tick | 1-34° hick | 1-3/8°thick | REMOVABLE THRUBOLT

8. INSTALL INSIDE MOUNTING PLATE AND ROSE LINER

a. Instll inside mounting plate to lock body. b. Prass inside rosa linar onto mounting
plat and tightan mounting screws

sacuraly.

INSIDE

INSIDE ROSE LINER

MOUNTING PLATE
1

MOUNTING SCREW

9. INSTALL INSIDE ROSE AND LEVER

a.Be sure o fit rose in recess of rose linar.

o

. Daprass lever catch with tool provided.
Push inside lever on completaly until catch
angageas in laver.

Confirm laver is securad. INSIDE
ROSE

INSIDE
ROSE LINER

INSIDE LEVER
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