
RECOMMENDED ACCESSORIES
See Page 87 For More Valves & Accessories

See Page 84 For Colours & Finishes

Column
TUBULAR RADIATORS 

The pleasing triple lines of the three-column model will warm your 
soul, whilst its powerful heating element will keep the rest of you 
perfectly toasty.

3

• Vertical columns (each one with three sections) 

• High-quality white powder coat finish (RAL 9016) 

• Built to last: 1.5mm thick mild steel for guaranteed quality 

• Tested to BS EN 442 Standards 

• IS09001:2008 Registered Manufactured 

• CE Marked 

• 5 Year Warranty 

FEATURES

FINISH OPTIONS

RAL
AVAILABLE IN

COLOURS 

COLUMN RADIATORS ARE A 
BEAUTIFUL WAY OF CREATING 
A TRADITIONAL FEEL

Column Feet For 3 Column 
Radiators

C3FT

White
Model shown C3180408W

White
Model shown C3061125W

Traditional Cross Head Angle 
Manual Rad. Valve + L/S set

TLB850C

25 - PREMIER RANGE

PRODUCT 
NAME

DIMENSIONS PIPE 
CENTRES

WALL TO PIPE
CENTRE

WALL TO 
FACE

WATER 
CONTENT

GROSS 
WEIGHT

FUEL 
OPTIONS

PIPES OR
SECTIONS

HEAT OUTPUT 
AT ∆T 50

RETAIL PRICE £

Height 
mm

Length 
mm

Depth
mm

mm mm mm lt kg E/H/D BTU Watts White W
RAL 9016

C3030919 300 864 100 954 78 128 10.8 21.1 H 19 2142 627 £346.46

C3031125 300 1130 100 1220 78 128 14.3 27.4 H 25 2818 825 £456.80

C3031432 300 1440 100 1530 78 128 18.2 34.8 H 32 3607 1056 £583.76

MATERIAL FINISH WORKING PRESSURE WORKING TEMP. CLOSED SYSTEM MOUNTING POS. WARRANTY

RAL 9016



Technical specifications are subject to change without prior notice. T: +44 (0)1908 271155      W: www.ultraheat.co.uk

26 - PREMIER RANGE

See Page 84 For Colours & Finishes

PRODUCT 
NAME

DIMENSIONS PIPE 
CENTRES

WALL TO PIPE
CENTRE

WALL TO 
FACE

WATER
CONTENT

GROSS 
WEIGHT

FUEL 
OPTIONS

PIPES OR
SECTIONS

HEAT OUTPUT 
AT ∆T 50

RETAIL PRICE £

Height 
mm

Length 
mm

Depth
mm

mm mm mm lt kg E/H/D BTU Watts White W
RAL 9016

C3031636 300 1617 100 1707 78 128 20.5 38.8 H 36 4058 1188 £657.32

C3040409 400 421 100 511 78 128 6.0 12.5 H 9 1291 378 £207.64

C3040613 400 598 100 688 78 128 8.8 18.4 H 13 1865 546 £291.88

C3040716 400 731 100 821 78 128 10.8 22.4 H 16 2295 672 £346.46

C3040919 400 864 100 954 78 128 12.8 26.4 H 19 2726 798 £390.36

C3040922 400 997 100 1087 78 128 14.8 30.5 H 22 3156 924 £451.99

C3041125 400 1130 100 1220 78 128 16.9 34.3 H 25 3586 1050 £513.75

C3041432 400 1440 100 1530 78 128 21.6 43.5 H 32 4591 1344 £657.32

C3041636 400 1617 100 1707 78 128 24.4 48.8 H 36 5164 1512 £739.19

C3041640 400 1794 100 1884 78 128 27.1 54.2 H 40 5738 1680 £860.29

C3050409 500 421 100 511 78 128 7.2 15.5 H 9 1568 459 £196.96

C3050613 500 598 100 688 78 128 10.4 21.6 H 13 2265 663 £283.57

C3050716 500 731 100 821 78 128 12.8 26.3 H 16 2787 816 £348.83

C3050919 500 864 100 954 78 128 15.2 31.0 H 19 3310 969 £414.09

C3050922 500 997 100 1087 78 128 15.2 35.9 H 22 3832 1122 £466.82

C3051125 500 1130 100 1220 78 128 20.0 40.3 H 25 4355 1275 £545.79

C3051432 500 1440 100 1530 78 128 25.6 51.1 H 32 5574 1632 £697.66

C3051636 500 1617 100 1707 78 128 28.8 57.3 H 36 6271 1836 £785.46

C3051640 500 1794 100 1884 78 128 32.0 63.7 H 40 6968 2040 £913.30

C3060306 600 288 100 378 78 128 5.8 11.6 H 6 1250 366 £140.01

C3060408 600 377 100 467 78 128 7.7 15.3 H 8 1667 488 £186.28

C3060409 600 421 100 511 78 128 8.6 18.1 H 9 1875 549 £204.08

C3060613 600 598 100 688 78 128 12.5 25.6 H 13 2709 793 £294.25

C3060716 600 731 100 821 78 128 15.4 31.2 H 16 3334 976 £364.26

C3060919 600 864 100 954 78 128 18.2 36.8 H 19 3959 1159 £429.51

C3060922 600 997 100 1087 78 128 21.1 42.6 H 22 4584 1342 £498.70

C3061125 600 1130 100 1220 78 128 24.0 48.0 H 25 5209 1525 £564.77

C3061432 600 1440 100 1530 78 128 30.7 61.0 H 32 6667 1952 £722.58

C3061636 600 1617 100 1707 78 128 34.6 68.5 H 36 7501 2196 £851.46

C3061640 600 1794 100 1884 78 128 38.4 76.1 H 40 8334 2440 £975.67

C3070306 750 288 100 378 78 128 7.2 14.5 H 6 1865 546 £163.30

C3070408 750 377 100 467 78 128 9.6 19.1 H 8 2487 728 £217.73

C3070409 750 421 100 511 78 128 10.8 22.7 H 9 2797 819 £244.94

C3070613 750 598 100 688 78 128 15.6 32.1 H 13 4041 1183 £353.81

C3070716 750 731 100 821 78 128 19.2 39.0 H 16 4973 1456 £435.46

C3070919 750 864 100 954 78 128 22.8 46.0 H 19 5906 1729 £517.10

C3070922 750 997 100 954 78 128 26.4 53.2 H 22 6838 2002 £598.75

C3071125 750 1130 100 1220 78 128 30.0 60.0 H 25 7770 2275 £680.40

C3071432 750 1440 100 1530 78 128 38.4 76.3 H 32 9946 2912 £870.91

C3071636 750 1617 100 1707 78 128 43.2 85.6 H 36 11190 3276 £979.78

C3180306 1800 288 100 378 78 128 14.9 32.1 H 6 3668 1074 £287.13

C3180408 1800 377 100 467 78 128 19.9 42.8 H 8 4891 1432 £383.24

C3180409 1800 421 100 511 78 128 22.4 47.9 H 9 5503 1611 £430.70

C3180510 1800 465 100 555 78 128 24.9 53.1 H 10 6114 1790 £478.16

C3180613 1800 598 100 688 78 128 32.4 68.5 H 13 7948 2327 £621.73

C3200306 2000 288 100 378 78 128 16.5 26.7 H 6 2931 858 £312.05

C3200408 2000 377 100 467 78 128 22.0 35.5 H 8 3907 1144 £415.28

C3200409 2000 421 100 511 78 128 24.8 47.3 H 9 4396 1287 £467.48

C3200510 2000 465 100 555 78 128 27.5 53.2 H 10 4884 1430 £518.50

C3200613 2000 598 100 688 78 128 35.8 59.1 H 13 6350 1859 £675.12

C3FT 202 30 107 - - - - 1.4 - - - - £41.53

MATERIAL FINISH WORKING PRESSURE WORKING TEMP. CLOSED SYSTEM MOUNTING POS. WARRANTY

RAL 9016


