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Climate Garden System

CLG-SPIKE R

CLG-MOUNT

CLG140
The CLG140 satellite speaker is a robust high 
sensitivity design built to deliver richly detailed  
hi-fi quality mid/high frequencies.

CLG160
Suitable for ground level installation within the 
garden and around decking areas or mounted onto 
a tree, pole or garden fence, the CLG160 speaker 
features a rigid polymer shell which ensures it is 
resilient to extreme weather conditions.

310 mm 
123/16”  

180°

 

CLG-W10
Buried in ground 
configuration

CLG-W10
Secured on 
patio or deck 
configuration CLG-W12

CLG160  
and Spike

CLG140 
and Mount

Sensitivity (1W@1m) 88 dB 89 dB
Overall Dimensions 
Excluding Mount/Spike 
(H x W )

130 x 175 mm
51/8 x 67/8” 

190 x 220 mm
71/2 x 811/16” 

Power Handling (RMS) 40 W (Crossover set to minimum  
100 Hz @ 12 dB/Octave)

60 W (Crossover set to minimum  
80 Hz @12 dB/Octave)

Impedance 70/100 V line level 70/100 V line level
Driver Size & 
Technology

4” MMP II cone bass-mid driver 
1” C-CAM Gold Dome tweeter – 
Coaxially oriented

6” MMP II cone bass-mid driver
 1” C-CAM Gold Dome tweeter – 
Coaxially oriented

IP Ratings IP55 IP55

CLG140 CLG160

In-Ground / Mounted

220 mm / 811/16”

190 mm 
71/2” 

175 mm / 67/8”

130 mm 
51/8”  

NOTE : Mount and Spike 
sold separately. Speakers 
not included. Tree or pole 
mounting possible with 
additional fixings.

Ingeniously designed for concealment in any garden landscape, the Climate Garden System takes our award-winning hi-fi  
audio outside, providing music lovers with the lifestyle experience of big, wide, detailed sound in the great outdoors.

The system’s super-discreet all-weather satellite/subwoofer design has been expertly created by our designers for ground  
level installation amongst shrubs and trees. The speaker system delivers a luxurious blend of unobtrusive aesthetics and  
natural full-range audio in gardens of any size.

Comprising the CLG140 and CLG160 satellite speakers and CLG-W10 and CLG-W12 subwoofers ‘daisy-chained’ together 
in 70/100 V line arrays of up to sixteen satellites and three subwoofers, the set-up is expandable by adding additional satellite, 
subwoofer and amplifier sets according to garden size. Operating temperature range: -20° to 70° C / -4° to 158° F.

http://www.monitoraudio.com/en/product-ranges/climate-garden/clg140/
http://www.monitoraudio.com/en/product-ranges/climate-garden/clg160/
http://www.monitoraudio.com/en/product-ranges/climate-garden/clg140/
http://www.monitoraudio.com/en/product-ranges/climate-garden/clg140/
http://www.monitoraudio.com/en/product-ranges/climate-garden/clg160/
http://www.monitoraudio.com/en/product-ranges/climate-garden/clg160/
http://www.monitoraudio.com/en/accessories/speaker-brackets-mounts-spikes/clg-mount/
http://www.monitoraudio.com/en/accessories/speaker-brackets-mounts-spikes/clg-spike-r/
http://www.monitoraudio.com/en/product-ranges/climate-garden/
http://www.monitoraudio.com/en/accessories/speaker-brackets-mounts-spikes/clg-mount/
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CLG-W12 below ground garden installation.  
On patios or decks install within a suitably 
sized planter.

CLG-W10 can be partially buried in  
a border.

CLG-W10 can sit on the surface of  
a deck or patio area.

CLG-W12

Sensitivity (1W@1m) 87 dB
Overall Dimensions (H x W x D) 750 x 380 x 576 mm / 191/2 x 1415/16 x 2211/16”
Power Handling (RMS) 250 W
Impedance 4 Ohms or 70/100 V line level (cable select)
Driver Size & Technology 12” C-CAM cone, long throw sub-bass driver
IP Ratings IP54

Sensitivity (1W@1m) 85 dB
Overall Dimensions Diameter 340 mm x High 434.5 mm  

133/8” x 171/8”
Power Handling (RMS) 150 W (IEC268-5)
Impedance 4 Ohms or 70/100 V line level (cable select)
Driver Size & 
Technology

10” long throw ‘ICD’ subwoofer, featuring 
C-CAM cone technology

IP Ratings IP54

CLG-W10

Subwoofers

CLG-W10
The CLG-W10 passive subwoofer’s compact design is extremely 
versatile and optimised to provide the system designer with a choice 
of installation options. It is designed to be partially buried in a border 
or sit on the surface of a deck or patio area and with an IP54 rating  
is resistant to extreme outdoor conditions.

CLG-W12
The CLG-W12 passive subwoofer is optimised 
for discreet sub-surface installation with only 
the domed output port visible above  
ground. Below the surface, the  
powerful 12” C-CAM driver sits  
in a waterproof rotationally- 
moulded polymer enclosure  
and it brings deep bass into  
the garden.

576 mm / 2211/16”

750 mm 
191/2”

340 mm / 133/8”

434.5 mm 
171/8” /  

Climate Garden System  
Installation Guide video available,  
scan the QR code or visit:
vimeo.com/monitoraudio/clg 

Climate Garden System

http://vimeo.com/monitoraudio/clg
http://www.monitoraudio.com/en/product-ranges/climate-garden/clg-w12/
http://www.monitoraudio.com/en/product-ranges/climate-garden/clg-w12/
http://www.monitoraudio.com/en/product-ranges/climate-garden/
http://www.monitoraudio.com/en/product-ranges/climate-garden/clg-w10/
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