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The Model 480i is an advanced, fully featured,

IP screen Telephone that provides a flexible IP

solution designed with interoperability and

ease of use in mind.

Model 480i 
IP Phone

Key Features:

• Large display — Eight-line backlit screen with six context sensitive
softkeys provides more information and flexibility in call handling

• Enhanced Call Management — Large storage for personal directory,
callers log, and redial list

• Tight Integration — Support for Sphericall MGCP and multiple SIP IP
telephony systems including BroadWorks®, Nortel, Sylantro and
Asterisk

• Multiple Line/Call Appearance Lights — Support up to 9 simultane-
ous calls. Juggle multiple calls easily with a single press of a button

• Shared Call Appearances — Shared calls allow you to place a call on
hold at one set and pick it up easily at another set

• Remarkable Audio — Quality speakerphone with excellent voice clarity
and delivery

• Protect Your Investments — Firmware upgrades can be downloaded
and installed in the field as standards develop and protocols evolve

• Less Wiring — Built in dual 10/100 switched Ethernet ports let
you share a connection with your computer. Inline power support
eliminates power adapters

480i

integrated

upgradeable

flexible



Technical specifications

Physical
» 2 position desk stand
» 24.9 cm W x 14.7 cm D x 11.5cm D (9.8''W x 5.8''D x 4.5''H)
» 850 g (30.0 oz.)

Power
» Compatible with IEEE 802.3af inline power device
» Optional Power Over Ethernet (POE) injector available, but not provided,

for networks that do not supply power

Handset / Headset
» Modular headset connector, non-amplified business headsets recom-

mended
» Hearing aid compatible handset
» Full duplex speakerphone

Display
» 3.5'' x 2.25'', 8 line, backlit display

Feature Keys
» 4 call appearance lines
» 4 navigational keys
» 6 customizable softkeys; programmable up to 20 functions.
» 8 predefined hard keys for most common call handling functions

including Call Transfer, Conference, Intercom, Hold, Redial, Mute

Networking
» Dual 10/100 Mbps switched Ethernet ports
» Manual or Dynamic Host Configuration Protocol (DHCP) IP address

setup
» Time and date synchronization using SNTP
» Built-in HTTP server for web administration and maintenance
» Server provisioned user configuration files
» XML browser

Protocols / Codecs
» IETF SIP (RFC3261)
» IETF MGCP (RFC3435)
» G.711 μ-law / A-law
» G.729

Feature Highlights*
» Up to 9 call appearance lines
» Personal directory
» Call forward
» Call transfer
» Call waiting
» Caller and calling line information
» Callers log
» Conference
» Hold
» Redial list
» Live dial pad or pre-dial support
» Asterisk PBX - support Call Park/Pickup, BLF, Priority Alerting
» Broadsoft’s BroadWorks enhanced SIP – support for Shared Call

Appearances, CommPilot Call Manager, BLF, Priority Alerting
» Nortel’s MCS 5100/5200 SIP support – Conferencing, Voicemail, and

NAT Traversal support
» Sphere's Sphericall SIP/MGCP support - BLF, Intercom
» Sylantro SIP – Supports Comcierge, Call Park/Pickup, Conference,

BLA, Distinctive Ringing

Package Contents
» 480i IP Telephone
» Desk Stand
» Quick Installation Guide
» Network Cable
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Building success with the business telephone leader
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THIRD-PARTY INTEROPERABILITY

BROADSOFT® - BROADWORKS®

SIP

NORTEL NETWORKS -
MCS 5100 & 5200* SIP

SYLANTRO® SIP

ASTERISK™ SIP

SPHERE COMMUNICATIONS -
SPHERICALL™ SIP/MGCP
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1For more information, contact your Aastra Telecom representative,

or call +1 905 760-4200.

COPYRIGHT (C) 2006 AASTRA TELECOM. ALL RIGHTS RESERVED. INFORMATION IN THIS DOC-
UMENT IS SUBJECT TO CHANGE WITHOUT NOTICE. AASTRA TELECOM ASSUMES NO RESPON-
SIBILITY FOR ANY ERRORS THAT MAY APPEAR IN THIS DOCUMENT. PRODUCT CAPABILITIES
DESCRIBED IN THIS DOCUMENT PERTAIN SOLELY TO AASTRA TELECOM’S MARKETING ACTIV-
ITIES IN THE U.S AND CANADA. AVAILABILITY IN OTHER MARKETS MAY VARY.
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* The Aastra 480i CT, 480i, 9133i and 9112i IP Phones were verified
as compatible with Nor tel Networks Multimedia Communications
Ser ver 5100 and 5200 in a control led laborator y environment.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


