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Product Packing List 
Product:    SDHQ-02-1206-S1X 

Description:  SDHQ Built A-Pillar XL Add a Light Splitter 
Harness 
 

  (2) XL Add a Light Splitter Harness       SDHQ-02-1206-S1X-A 
  (1) Hardware Package         SDHQ-02-1206-S1X-HP 
   (10) 8” Zip Ties 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Inspected and Packaged By:        Date:      
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INSTALLATION INSTRUCTIONS 
Product:    SDHQ-02-1206-S1X 

Description:  SDHQ Built A-Pillar XL Add a Light Splitter 
Harness 

 

 

Tech Notes 
 
 

Approx. Install Time: 20 Minutes 

  
***READ ALL INSTRUCTIONS THOROUGHLY FROM START TO FINISH BEFORE BEGINNING INSTALLATION! *** 

Parts List Hardware List Required Tools 
(2) XL Add a Light Splitter Harness 
     SDHQ-02-1206-S1X-A 
1) Hardware Package 
     SDHQ-02-1206-S1X-HP 

(10) 8” Zip Ties Flush Cuts 
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Installation Instructions: 
 

1. Open your SDHQ Built XL Add a Light Splitter Harness and lay out the parts. Verify all parts 
are present and familiarize yourself with all the parts. 
 

2. With your lights mounted and XL power harness routed into position connect the 3-Pin 
connector on the splitter harness to the power harness for the XL light. 

 

 
 

3. Connect the 3-Pin connector on the splitter harness to the wire connected to the XL light. 
 

 
 

4. Connect the 2-Pin connector on the splitter harness to the wire connected to the S1 light. 
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5. Tuck and route the wiring in the desired manner and use zip ties to secure the wiring. 

 

 
 

6. Repeat the process on the opposite side. 
 

7. Enjoy your SDHQ Built XL Add a Light Splitter Harness. 
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***Double check all hardware is installed correctly and tight*** 
 

***Re-torque ALL bolts after 100 miles*** 
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Follow us on: 
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