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LiquiLevel FL Fixed Mechanical Gauge Cap

Fixed mechanical gauge cap in plastic, steel, stainless
steel and brass, with different types of sealing gasket
depending on the type of fluid in the tank.

Available hermetic (sealed) or ventilated, in different
custom lengths (minimum length 90 mm, maximum
recommended length 650 mm).

Dial is supplied in 4 colours (green for full tank, red for
reserve and black for intermediate levels, on white
background) for a better visualization.

This mechanical level gauge can be used with different
inclinations up to the maximum recommended angle to
the vertical of 20°.

This product is directly screwed on tanks using screws
and seal, or it can be fitted with our bayonet 40mm fix-
ing plate.

FL

● Designed for use to control fluid level inside tanks of
power generators, heat generators, Fuel tanks, Light
towers,earth moving machines, excavators, motor
pumps, waste oil bins, cleaning machines etc.

● Can be installed to both new and existing tanks with-
out the need to drain or disassemble tank installation.

● Options for nautical and corrosive environments.

● 12 sizes available to suit tanks of up to 650 mm high.

● No calibration needed. The LiquiLevel FR is supplied
complete, fully tested, with stainless steel self-tapping
fasteners.
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Gasket: NBR, Viton.
Dial: Technopolymer, Stainless Steel and technopolymer.
Pointer: Stainless Steel, technopolymer.
Screen/ Float system: technopolymer.

LLFL125 125 143 3

LLFL145 136 154 3

LLFL150 147 165 3

LLFL180 180 197 3

LLFL200 200 217 3

LLFL215 215 232 3

LLFL234 234 251 3

LLFL290 290 307 3

LLFL300 300 317 3

LLFL334 334 351 3

LLFL400 400 417 3

LLFL540 540 557 3

Different lengths (LT) up to 650 mm available on request


