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SYM-CL / UT Installation Instructions

1. SELECT LOCATION FOR ASSEMBLY.

CLAMP SCREWS MAY NEED TO BE
LOOSENED TO ACCOMODATE

TABLE THICKNESS

CLAMP (ASSEMBLY MAY
HAVE 1 OR 2 CLAMPS)

ASSEMBLY

2. SECURE ASSEMBLY.

TIGHTEN CLAMP SCREW

TABLE

TABLE

MOUNTING BRACKET
(ASSEMBLY MAY HAVE

1 OR 2 BRACKETS)

FOR SYM-CL: FOR SYM-UT:

ASSEMBLY

FOR SYM-CL: FOR SYM-UT:

ALIGN FACE
FLUSH WITH
TABLE EDGE

SECURE ASSEMBLY WITH
#6 HARDWARE (SUPPLIED)



IF APPLICABLE, INSTALL KEYSTONE CONNECTORS (SOLD SEPARATELY) INTO
INSERTS (SINGLE OR DUAL), MAKE WIRING CONNECTIONS AS REQUIRED, AND
INSTALL INSERTS INTO ASSEMBLY. IF KEYSTONE CONNECTORS ARE TO BE
INSTALLED AT A LATER DATE INSTALL BLANK INSERTS. FRONT FACE MUST BE
CLOSED WITH KEYSTONE OR BLANK INSERTS.

3.

INSERT INSTALLATION AND REMOVAL

SYM-CL: SYM-UT:

PUSH HERE

PUSH HERE

a. TO INSTALL, PUSH INSERT WHERE INDICATED,
SNAPPING INSERT INTO ASSEMBLY.

INSERT SCREWDRIVER HERE

INSERT SCREWDRIVER HERE

b. TO REMOVE, INSERT SCREWDRIVER WHERE
INDICATED, PRYING INSERT OUT OF ASSEMBLY.


