
Designed to accept 1 lb bottles (500 grams) of instant adhesives and 
dispense low to high velocity fluids consistently and accurately.

CA adhesive dispenser is designed to accept a 1 lb (500 grams) bottle of 
cyanoacrylate adhesives. There is no pouring needed; you just drop your 
1 lb bottle of glue right into the dip-tube tanks. 

CYANOACRYLATE DISPENSER

Designed to accept 1 liter bottles of UV adhesives and dispense low to 
high velocity fluids consistently and accurately. 

UV cure adhesive dispenser is designed to accept a 1 liter bottle of ul-
tra-violet cure adhesives. There is no pouring needed; you just drop your 
1 liter bottle of glue right into the dip-tube tanks. 

UV ADHESIVE DISPENSER

PRODUCT DESCRIPTION

JGD500T 
Digital Shot Meter has a 15 program memory stor-

age, a timer range of 0.008 to 99.99 seconds, various 
modes, and sequential dispensing.

JGD700D
Diaphragm Valve designed to dispense low to medi-
um viscosity materials and excellent for cyanoacry-

lates, anaerobics, UV adhesives, and MEK. 

JGD1LBK 1 Pound Pressure Tank

JGD4000-GSOV Adjustable Valve Stand

JGNS4 Dispensing Tip Sample Kit

SYSTEM BREAKDOWN

PART # JGD7000-CA PART # JGD7000-UV

SEMI-AUTOMATED DISPENSING

PRODUCT DESCRIPTION

JGD500T 
Digital Shot Meter has a 15 program memory 

storage, a timer range of 0.008 to 99.99 seconds, 
various modes, and sequential dispensing.

JGD700D
Diaphragm Valve designed to dispense low to medi-
um viscosity materials and excellent for cyanoacry-

lates, anaerobics, UV adhesives, and MEK. 

JGD1LT 1 Liter Pressure Tank

JGD4000-GSOV Adjustable Valve Stand

JGNS4 Dispensing Tip Sample Kit

SYSTEM BREAKDOWN


