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This Manual is suitable for the following products: 

4 Seat Arbour 

Thank you for purchasing a Duckpaddle Arbour. Please follow the 
instructions below and should you have any queries please do not 
hesitate to call us on 01782 394587. 

Components 

2 Side Panels 
1 back Panel 
2 Roof Panels 
2 Braces 
1 Drop Down Table 
2 Benches 

Fixings 

X4 Hex Bolts 150mm 
X4 60mm Screws 
X17 80mm Screws  

Tools Required 

Power Driver with bit holder (Drill bit supplied for the Hex Bolts) 

It is recommended that construction is completed with 2 people as 
this product needs to be aligned and lifted. 



Step 1 
Arrange the components as shown in the picture below, this not 
only ensures you have all the components but keeps the build 
organised. 
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Step 2 
Insert the 4 Hex Bolts into the 4 pre-drilled holes on the roof 
panels. Then pick a roof panel up and align with a side panel. 
Repeat this process on the opposite side. 

(Please note the photo refers to the use of nails but we have 
recently replaced these with the bolts). 
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Step 3 
Once all sides are aligned, drill the bolts in using the supplied drill 
bit. When both sides are complete, position them together like 
shown in the bottom picture below. 
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Step 4 
With the 2 halves aligned, stand in the inside and hold the roof in 
position. Insert the x4 60mm screws to pull and fix the roof 
together. 
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Step 5 
Now place the back panel on the frame, align it flush to the side 
panels and insert 6 x 80mm screws to secure the panel. 
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Step 6 
When secure, lift the arbour into the position shown below. 
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Step 7 
Now take another x3 80mm Screws, align the drop down table to 
the frame at the back and screw in. Then pull out the table to 
ensure it sits correctly. 
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Step 8 
Now lift the benches into the arbour into position. 
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Step 9 



Now insert the 2 braces on at each end at the front of the arbour to 
finish using the remaining x8 80mm screws. 
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Enjoy your new Arbour.


