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A versatile anchor point for wood, metal, or 
concrete substrates, the CB-1-B features a 
low profile and is suitable for temporary or 
permanent installations. Can be used with 
a horizontal lifeline for increased worker 
access, or as a single point tie-off.

CB-1-B 
BOLT-ON
WALL ANCHOR
Anchor
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Designed, tested, 
and assembled in 
the United States

For more information: 
+1 (800) 466 6385 
info@guardianfall.com

This product is compliant with the following safety regulations:
ANSI Z359.18-17 | OSHA 1910.140 & 1926.502

CB-1-B - BOLT-ON WALL ANCHOR
Anchor
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-A Part number (s) Description                                                                                                           Material                                            User Weight Range

00600 Bolt-on anchor for wood, steel, & concrete installations                            Powder-coated steel                     130-420 lbs

00601 Bolt-on anchor for wood, steel, & concrete installations                            Galvanized steel                             130-420 lbs

Specifications
Maximum weight range | 130-420 lbs 
Materials | Powder-coated steel 
                     or galvanized steel
Minimum breaking strength | 5,000 lbs

00600

Key Features & Benefits

Powder-coated steel
Durable construction

D-ring connection point
Pivoting D-ring for snap hook connection

Bolt-on holes (4)
Easy to install/uninstall

Ready to install on 
multiple substrates
Works on wood, steel, & concrete

This product has been tested in an ISO 17025 certified laboratory in accordance with all requirements
specified by ANSI Z359.7-2019. All testing is validated by a third party professional engineer.

Declaration of conformity

00601
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