
 
Installation Instructions 

Thank you for purchasing your Origin Camping Supply roof top 
tent. Installation requires at least two people and involves no 
special skills. The wrench you will need to install the bolts has 
been included in the bag with the mounting hardware, however, 
you will need an electric drill to uncrate the tent.


Before you start: 

You will need two horizontal cross bars that 
are at least 32 inches wide.


Your cross bars need to be a minimum of 
26 inches apart (front to back) in order to 
properly distribute the weight of the tent 
and its occupants. 


There needs to be enough clearance 
between the roof of your vehicle and the top of the cross bars to 
be able to fit your arm in so you can tighten the mounting 
hardware. Some factory crossbars on certain vehicles do not 
offer a proper amount of clearance for easy installation. If that is 
the case on your vehicle, please email us at 
info@origincampingsupply.com to discuss possible solutions.


mailto:info@origincampingsupply.com


Installation:

Step 1: Remove the box from the crate by removing the screws 
with an electric drill. Once you have opened the crate, cut the 
plastic straps around the box and unbox the tent by removing the 
top cover of the cardboard box. Lifting the tent out of the box will 
require two people.

 


Step 2: Remove the protective plastic film from the top and 
bottom of the tent. 


Step 3: Open your Origin tent by undoing the straps at one end 
and pulling up on that end. Remove the bag containing the 
ladder and mounting hardware. Close the tent by pushing or 
pulling the open end down and fastening the straps.






Step 4: Place the tent on your cross bars. This will require two 
people.




Step 5: Insert bolts into a mounting bracket to create a mounting 
set. Put the mounting sets into the mounting rails on the bottom 
of the tent. Slide mounting sets to cross bars. You will need to lift 
the tent slightly to get the mounting sets to straddle the 
crossbars.


Step 6: Place each of the four mounting plates onto the two bolts 
at each corner and thread the included nuts onto the bolts but do 
not tighten them. 




Step 7: Orient your roof top tent so that it is centered with the 
vehicle. Check forwards and backwards and left to right.


Step 8: Securely tighten all of the mounting hardware using the 
included wrench. Double check that latches on either side of tent 
are secured. Drive your car about 10 to 20 miles and check to 
make sure the nuts are still tight. Sometimes rooftop tents will 
shift and you may need to tighten bolts before long distance 
travel. 


You will want to periodically check the mounting hardware to 
make sure it is still tight and the rooftop tent is secure. 


Recycling Initiative: 

Check locally to see where packaging materials can be reused or 
recycled.


Happy Camping! 


Origin Camping Supply


