
5 PCS CRIMPING TOOL KIT
MANUAL

Follow these guidelines to make secure and pristine
wire crimps with Wirefy 5 PCS crimping tool kit. 

By following these easy steps, we hope
you'll have a new outlook on crimping and

will avoid some common mistakes.

Website: www.wirefyshop.com
Email: service@wirefyshop.com
Phone: (646) 820 9037



QUICK CHANGE RATCHETING
CRIMPING TOOL

 & 4 CRIMPING DIES

For Heat Shrink (A5), Nylon (A),

Non-Insulated/Anderson Powerpole (B),

Ferrule teminals (D)
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HOW TO USE

Insert
the crimping dies
To change crimping dies, squeeze the

handles together until the jaws open

automatically. Select the die set you wish

to use. Slide each half of the die into the

jaws until it clicks and locks in place. 

Squeeze the crimping tool handles 

slowly and confirm the dies are aligned 

correctly. Complete the ratcheting cycle

until the crimping tool opens for 

the next crimp.
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Insert the connector
into the tool
Once the connector is inserted into the

die nest, tighten down slightly until you

hear the first ratchet clicks. The terminal will

be held in place, so next you can insert

your wire.
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Insert the wire into
the connector
Insert the stripped wire into the connector

barrel. Hold the wire with your hand to

ensure it does not slip out of the connector

until the crimp is finished.
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Make the Crimp
When you have the wire properly placed,

complete the ratcheting closure of handles

until they spring open. Remove the crimped

connector carefully and inspect your crimp.
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Inspect your crimp
Inspect the crimping area to make sure

that the crimp was applied right on the

connector barrel. For Insulated/heat shrink 

connectors terminal insulation should

remain intact.
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FEATURES

If the crimp is too hard (terminal insulation

is damaged), or too soft (wire can be easily

pulled out of the crimp), you can adjust the

crimp height. 1.Remove the screw. 2.

Rotating the adjustment wheel

counterclockwise increases the crimp force

and decreases the crimp height. 3. Rotating

the adjustment wheel clockwise decreases

the crimp force and increases the crimp

height. 4. Reinsert the screw.

Adjustable Compression

If it is necessary to open the crimping tool

prior to auto release, press the handles

together slightly. Push in the emergency

unlocking quick release trigger

and open the handles simultaneously.

Safety Release

Locks in crimping dies in their precise

position. Allows to swap dies in seconds.

Magnetic Locking
Mechanism



Enjoy your professional crimps.
If you have any questions, please email us at

service@wirefyshop.com


