
MIXER TAP - ARMSTRONG CRANE NECK

Details

BRASS
TAPSET-CRA-SW-BR

BRASS
TAPSET-CRA-GR-BR

BRASS
TAPSET-CRA-SM-BR

STAINLESS STEEL
TAPSET-CRA-SW-SS

STAINLESS STEEL
TAPSET-CRA-GR-SS

STAINLESS STEEL
TAPSET-CRA-SM-SS

BLACK
TAPSET-CRA-SW-BK

BLACK
TAPSET-CRA-GR-BK

BLACK
TAPSET-CRA-SM-BK

ANTIQUE BRASS
TAPSET-CRA-SW-AB

ANTIQUE BRASS
TAPSET-CRA-GR-AB

ANTIQUE BRASS
TAPSET-CRA-SM-AB

48mm
1.88"

304mm
11.97"

223mm
8.79"

46mm
1.83"

117mm
4.63"

35mm
1.38"

140mm
5.51"

40mm
1.57"



MIXER TAP - PORTMAN SWAN NECK

Details

BRASS
TAPSET-SWA-SW-BR

BRASS
TAPSET-SWA-GR-BR

BRASS
TAPSET-SWA-SM-BR

STAINLESS STEEL
TAPSET-SWA-SW-SS

STAINLESS STEEL
TAPSET-SWA-GR-SS

STAINLESS STEEL
TAPSET-SWA-SM-SS

BLACK
TAPSET-SWA-SW-BK

BLACK
TAPSET-SWA-GR-BK

BLACK
TAPSET-SWA-SM-BK

ANTIQUE BRASS
TAPSET-SWA-SW-AB

ANTIQUE BRASS
TAPSET-SWA-GR-AB

ANTIQUE BRASS
TAPSET-SWA-SM-AB

46mm
1.83"

249mm
9.80"

400mm
15.8"

48mm
1.88"

140mm
5.51"

40mm
1.57"

117mm
4.63"

35mm
1.38"



MIXER TAP - SPECIFICATION

Technical Speci�cation
This tap conforms to BS EN817 standards and is only available for sale in the UK. 

The recommended temperature range is 5 - 60°C (41 - 140°F).

Our mixer taps are tested to work with a max. pressure of 10 bar (1000 kPa) the recommended working pressure 
range is 1.0 – 5.0 bar (100 kPa – 500 kPa).

In some cases, local housing regulations may require mixer taps to be of a higher minimum water pressure 
standard. In this instance, we would recommend consulting with a certi�ed plumber about installing a pressure 
regulator or similar device.

Mounting
The maximum 
thickness of a 
mounting 
surface is 40mm.

Included in the Box
1  x   Kitchen mixer tap
2 x   Flexible connecting hoses
1  x   Box spanner
2 x   Mounting brackets

1  x  Threaded rod
1  x  Hexangonal Nut
1  x  Detail kit

Care & Maintenance

It is important to clean regularly with a mild liquid detergent or soap and water, as the build-up of limescale 
can impair the proper function of the tap. 

First, apply the cleaning agent to a soft, lint-free cotton cloth, and wipe the sink tap with it. Then leave the 
agent to work for the speci�ed time before removing it completely with clean water.

Finally, wipe the tap using a dry cloth. This will remove the residue, and the tap will appear new.

SMOOTH TEXTURED
Wipe using a soft cloth Wipe along the detail, following 

the grooves of the pattern

0.10 0.20 0.30 0.50 1.00 1.50 2.00 2.50 3.00 3.50 4.00 4.50 
SWAN 3.13 L/min 4.31 L/min 5.10 L/min 6.55 L/min 8.20 L/min 10.19 L/min 11.91 L/min 13.37 L/min 14.78 L/min 16.11 L/min 17.08 L/min 18.28 L/min

CRANE 3.13 L/min 4.31 L/min 5.10 L/min 6.55 L/min 8.20 L/min 10.19 L/min 11.91 L/min 13.37 L/min 14.78 L/min 16.11 L/min 17.08 L/min 18.28 L/min

CLEAN WITH SOFT 
CLOTH & MILD 

SOAP ONLY

DO NOT CLEAN 
WITH ABRASIVE 

MATERIALS   

DO NOT USE 
HARSH  

CHEMICALS!

40mm

MAX
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Ian Hughes,  

WRAS Approvals Manager 
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WRAS Approvals Manager 


