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Innovation r-

Maintenance of shower panel 

SMART 

HIGHEND 

SHOWER PANELS

Before using our shower panel, please fully read the instructions carefully. 

The instructions and safety information in this document are essential to the safe operation of your new unit. 

 
 

 
 

 
 

 
 

 
 
 

 
 

 
 

 
 









The assembly and disassembly steps of thermostatic shower panel. 

Assembly steps 

I .Put the valve core back into the valve. Z.Put the brass rim onto the valve core.

3.To put the metal ring back 4.Put the valve cover on.

The red lines on the same line 

5.Use the hexagon wrench tighten the allen screw. G.Put the red/blue sticker on.

<Thermostatic Faucet> 

The thermostatic faucet sets the mixture between the cold and hot water in the unit. The unit 

will not change the water temperature beyond the temperature of the hot water heater in your 

home; the markings for temperature are only for reference. 

The unit will operate at the same temperature unless you change the setting of the thermostatic 

faucet. Set the thermostatic faucet to the temperature you prefer. 

Press the release button in order to operate the faucet and turn the faucet to your preferred 

temperature. 

<Shower head, Body Jets, Shower wad> 

Set the diverter valve to the showerhead, body jets or shower wand setting, the water will start. 

Designate the water temperature you want with the thermostatic valve. Turn the diverter 

valve "off" when you are done showering. 

<How to fix the problems that you will meet while using your shower panel> 

There is no warm water or only hot water or cold water. 

Make sure that both the hot water and cold water supply are connected to the right location on 

the thermostatic valve. The blue hose is for cold and the red hose is for hot. Disconnect the 

thermostatic valve and the water supply lines. Inspect the check valve for obstructions or a 

stuck valve. Contact us or your dealer if the problem continues. 

There is lack of water pressure to the shower head, shower wand and body jets, 

Make sure your line pressure is at 60 to 80 PSI. If it is not, you may need to speak to a professional 

plumber to install a booster pump. 

Leaks, 

Once you find any leaks, the connection fittings and hose clamp may be loose. Tighten them. 

Contact us or your dealer if the leak continues. 

Care and maintenance of your shower panel 

Follow these instructions to ensure your luxury shower unite lasts long time and to keep the 

warranty intact. It is very important that you follow our proper maintenance instructions, 

so that your shower life will last longer. Any damages resulted by the improper care and 

maintenance will not be covered by the product warranty. 

The shower head and body jets may need to be cleaned occasionally due to the build-up of rust, 

lime or calcium, depending upon the chemistry of your water. 

Remove the shower head and body jets before cleaning. Use the warm water and mild vinegar 

to soak the piece before cleaning it. Or you may need to use CLR or another hard water cleaner. 
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