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Proudly made in Green Bay, WI 

At American Tent, we strive for an 
internal culture of respect, gratitude, 
and excellence that is at the heart of 
all we do. This translates to an external 
culture of unsurpassed customer service, 
superior quality, and a willingness to 
problem solve until our customers are as 
happy to be working with us as we are to 
be working with them. 

From cutting to sewing to welding, 
right through to the finished product, 
your tent is created thanks to American 
manufacturing. We are honored to keep 
these opportunities and jobs here at 
home — and we thank our customers for 
making it possible. 

If you’re ever in Titletown, USA, come 
visit us at American Tent.



Your Tent

REPLACE
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1. Place the frame parts on the ground.  
It’s helpful to put them in their approximate locations 
where they will be when the frame is assembled. This 
ensures all parts are accounted for at the beginning of 
your tent set up. See diagram on previous page for layout.

2. Place pins in 6-way crowns. 
a. Each protrusion on the crown has two holes. One 
hole is closer to the center (alignment hole), and the 
other is further down the protrusion (placement hole).
b. Place a pin in the alignment hole. The pin prevents 
the rafter from moving too far onto the crown.
c. Orient the crown with the “single” protrusion 
perpendicular to the ground. (see image A)

3. Connect 6-way crown to hip rafters (see image B).
a. Slide tubing onto the protrusion until it meets the pin.
b. Align placement hole in the crown with hole in rafter 
and insert pin
c. Remove alignment hole pin

4. Connect the rest of the tubing to the 6-way crown 
following the diagram in image B. This takes undue 
strain off of the poles while you are assembling the frame. 
Roll assembly into position, then continue to assemble 
all perimeter pipe until end bay is complete. Finish at 
corners.

5. Build your frame top in sections.  
Build 6-way crown sections vertically, as shown (image 
B). Roll assembly into position. Then connect mids one 
at a time, working across the length of the tent. Finish at 
second end bay.

7. You should now have an assembled frame top that 
looks like your tent’s diagram. 

8. Loop end of each ratchet strap to 
fitting at each leg location, as shown 
to the right.

9. Unroll the tent top
Place pieces on a drop cloth to protect the tent from dirt 
and abrasions. If your tent top is in pieces, align lace side 
of piece to grommet side of next piece.

10. If your tent top is in multiple pieces, lace tent 
together.

a. Line up each section (lace at bottom) so they overlap
b. Pull first lace up through first small grommet. Pull 
second lace up through second grommet and then pull 
through the loop of the first lace and so on. 
c. Use the velcro-like fabric to close rain flap
d. Tie off to secure whole lace line 
e. Connect velcro-like material located on valance 
section at end of each lace line
f. Repeat to secure all other lace lines

Setting Up Your Tent
Please know that your safety is our priority. Before setting up your tent, be sure to confirm with Diggers Hotline (8-1-1) 
that it is safe to set up your tent in your desired location. Be aware of potential weather conditions, and always evacuate 
your tent during periods of extraordinarily high winds or lightning. 
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IMPORTANT: Do not lift one corner at a time. Instead, lift 
up the entire side. This is why tent jacks are preferred. 
Insert corner fittings into top of the leg, securing with pin. 
Insert all pins from the outside in to keep the pointy end of 
pin from piercing the tent vinyl.

16. While the tent is at eye level, place stakes 5’ out 
from each leg; drive stakes into the ground so that 
ideally 6” or less of the stake shows.

17. Attach ratchet straps to the stakes loosely.
Attach ratchet buckle with loop strap to stakes by turning 
the 6” loop at the end of the ratchet inside out and pull 
strap through the loop. This will create a slipknot to pull 
tight over the stake. Take loop strap attached to tent 
and pull it through reel bars slot of ratchet. Keep ratchet 
buckle handle facing up at all times. Pull other loop strap 
back towards tent approximately 18 inches.

18. While tent is still at eye level, fasten the rest of the 
alligator straps around perimeter tubing. Do this by 
tugging on the valence to keep the material taut and 
firmly pulling the straps. Slide excess strap through 
the metal slide on the alligator clip.
Yanking on them will cause undue wear and tear as well 
as wrinkling in the tent top fabric.

11. Pull tent top over the frame, lifting up on the fabric 
to create air cushion under the tent top.

12. Center tent top on frame by hiding the seams 
behind hip rafters. Loosely fasten the alligator straps 
at each side of the corners around the perimeter 
tubing and at each laceline to secure the tent top.

13. Base plates are optional but recommended. Attach 
the base plates to the legs securing with a pin.

14. No matter what the wind conditions are, always lift 
the downwind side of the tent first. 
This prevents the wind from catching the tent.

15. Use frame jacks to lift the frame and keep all sides 
level. Alternatively, step on the base plate to free both 
hands and lift one side of the tent frame.  
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1. Loosen ratchet strap assemblies

2. Remove every other side leg. Leave no more than 
40’ of tent unsupported to prevent bending

3. Unfasten all alligator straps except the two at each 
corner and ones at lace line

4. Using a frame jack for support, remove 2 corner 
legs from one side and carefully set the tent frame on 
ground

5. Repeat with opposite side.

6. Unfasten rest of the straps till all are completely 
disconnected

7. Roll out your drop cloth!

8. Remove the tent top from the frame

9. If your tent top is in multiple pieces, unlace it.
a. Separate velcro-like fabric that connects tents together. 
Undo rain flap until lace line tie-off is accessed.
b. Untie knot and unlace the tent top section while 
disconnecting the rain flap

10. Fold and roll the tent top pieces as tight as 
possible. For the longevity of your tent, do not stand 
or walk on top of the tent top. Use a fan fold or a z-fold 
for best results. 

11. Bagging 
a. Place the folded tent top in an upright vertical position.
b. Pull tent bag over the upright tent top
c. Turn the tent top and bag over

12. Fold and roll up the drop cloth.

13. Disassemble all of the corner, side tee, and center 
crown fittings by removing the pins and sliding the 
tubing off fittings. Work from perimeter of frame 
inward. Use the roll down technique--reverse of set 
up--to dismantle assembly. 

14. Remove all stakes

15. Congratulate your team for a job well done

Taking Down Your Tent

19. Raise the tent and secure on remaining legs.

20. Tighten ratchet straps by holding strap with one 
hand and cranking ratchet handle with the other.

21. Roll excess ratchet straps and secure into the 
ratchet buckle.

22. Congratulations! Tent top should 
now be complete. 

Like how it looks? 

Share photos with us! We love to see our tents 
in action.
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