
We know Bosch Dme's and ECU's better than 
the dealership..!
Once your DME/ECU is tested you will receive 
a comprehensive diagnosis report. Returned 
jobs are guaranteed plug and play. All repairs 
are backed by the best in the industry 5 Year 
Workmanship Warranty!

Our proprietary 

design is compatible 

with your OEM remotes.

Totally redesigned brand new circuit boards for 

the ultimate in reliability making our units better 

than the OEM! We pinpoint and solve each of 

the original issues and problems found in both 

the software and hardware. We can also provide 

you with cosmetic solutions for parts which may 

have worn out, broke or just need a refreshed look.

Stage 1 Performance Upgrade

Lightweight Flywheel Correction

ROW (rest of the world) removes the "Rear 

Oxygen Sensors" and deletes the "Secondary 

Air Injection Pump"

Increase RPM Limiter

Base Idle Correction ( Increase the low idle 

problems) 

Readiness codes correction.

We can do several types and levels of 
modifications for your 993: 

The immobilizer bypass is the greatest 

upgrade you can have for your 993. Your car 

will start every time eliminating the annoying 

constant double click on your remote fob.



NOTE: If the doors LED's double flash for 
over 20 seconds instead of the single slow 
flash, there might be faults present in the 
alarm system that need to be corrected.

Stand outside the vehicle on the driver side 
and pry out the Cap covering the door lock key 
hole (if installed)

Proceed to Unlock door, then lock door and 
unlock again within 5 seconds.

Open door, insert key in the 
ignition switch and switch to 
ON position within 10 seconds.
Fig.1

Now watch the Immobilizer 
Lamp (Located in the Clock 
gauge) will illuminate and then 
go out after 15 seconds. Fig.2

Switch the ignition OFF and ON within 5 
seconds, the Immobilizer lamp will light up 
and start to flash after 15 seconds.

After the Immobilizer lamp starts flashing you 
have 5 seconds to begin entering the first digit 
of your 4 DIGIT PIN CODE

Example of PIN CODE: 1 4 2 5

Close the door of the car and test that the remotes
OPEN and CLOSE the door locks correctly and 
that the immobilizer can be deactivated.

Insert key in the door lock handle

NOTE: The key is in the ON position in 
the ignition switch so the next step will be 
to cycle OFF-ON for each of the numbers 
of the 4 DIGIT PIN CODE.

CYCLE IGNITION OFF-ON 1 time  and then wait 
for the immobilizer lamp to come back on

CYCLE IGNITION OFF-ON 4 times and then wait 
for the immobilizer lamp to come back on

CYCLE IGNITION OFF-ON 2 times and then wait 
for the immobilizer lamp to come back on

CYCLE IGNITION OFF-ON 5 times and then wait 
for the immobilizer lamp to start flashing if the PIN 
number was entered correctly.

Now press one of the remote buttons (up to 4 can 
be adapted) keep the button pressed until the red 
LED light on the door will begin to flash rapidly.

Then grab the next remote and keep the button 
pressed until the LED on the door flashes rapidly.

Repeat the operation with the remaining remotes.

After you adapted the remotes just switch the 
ignition OFF.

Components that need to work properly and are 
managed by the alarm/immobilizer:

This procedure will show you how to program or
“adapt” your new or used remotes to the existing
immobilizer control unit in your 993.

In order to preceed, the immobilizer and alarm 
system in the car needs to be working properly
without any faults, this means that all devices
connected to the alarm control unit are working
correctly and consistent without flaws.

Door lock
microswitches
Engine rear lid lock
microswitches
Door contact 
switches
Front trunk lid Microswitch

Radio alarm contact
Glove compartment
switch
Alarm horn
Alarm LED’s on doors
Immobilizer light on 
clock

The procedure to program / adapt the remotes to the 
car will not work if any of these components are not 
working properly.

To check if your system is working correctly make 
sure doors, trunk lid and engine lid are closed. 
Then proceed to lock the car with the existing 
remote and wait until the alarm system is armed.

The doors LED's should flash quickly for about 10 
seconds and then slow down to about 1 flash per 
second.

Make sure that you have the correct 4 Digit PIN 
CODE available, also make sure that all existing 
remotes have new batteries and that you can see 
the red LED on the remotes light brigthly and 
constantly.
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