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DOUBLE INJECTED TEMPLE TIPS
REMOVABLE ULTRA FOR ADDED STABILITY
FOAM™ GASKET TO
BLOCK OUT WIND,

DUST AND DEBRIS
REMOVABLE FACIAL CAVITY™

SEAL INCLUDED

INTERCHANGEABLE
LENS OPTIONS:
CLEAR, SMOKE OR

LIGHT RUST INTERCHANGEABLE
100% UVA/UVB T-PEG ELASTIC
PROTECTION TAC STRAP

RX CAPABLE

FOIL™ ANTI-FOG COATING

PACKAGES LENSES

291 BLACK FRAME - SMOKE GREY, CLEAR LENSES
292 BLACK FRAME - SMOKE GREY, CLEAR, LIGHT RUST LENSES

INTERCHANGEABLE LENS OPTIONS: CLEAR, SMOKE OR LIGHT RUST 100% UVA/UVB PROTECTION

SHATTERPROOF SELENITE™ LENS MEETS MIL-PRF-32432(GL) BALLISTIC STANDARD

T-SHELL™ ANTI SCRATCH HARD COAT FOR LONGER LENS LIFE
FOIL™ ANTI-FOG COATING

NSN LISTED

291 NSN 4240-01-504-1037 TWO LENS SYSTEM SMOKE AND CLEAR
292 NSN 4240-22-629-0997 THREE LENS SYSTEM SMOKE, CLEAR AND LIGHT RUST

WILEY X XL-1ADVANCED MEETS ANSI, EN166 AND MILITARY VO BALLISTIC STANDARDS

<« 700-720 KM/H
MIL-PRF-32432(GL)

<@ 594-612 KM/H SPECTACLE

MIL-PRF-32432(GL) STANDARD

<« 432 KM/H EN.166B STANDARD GOGGLE STANDARD
<&@ ANSISTANDARD
<« 162 KM/H EN.166F STANDARD
<« 18 KM/H EN.166S STANDARD
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