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Part A — Front Display 

A1: Seconds 

A2: Minutes 

A3: Hour  

A4: Alarm Time

  

 

Part B — Top and Back 

B1: SNOOZE/LIGHT Button    

B2: ALARM ON/OFF Button      

B3: ALARM Button           

B4: “–” Button 

B5: +/HOLD DST ON/OFF Button 

B6: TIME SET Button   

B7: LOCK ON/OFF Switch 

B8: Battery Compartment Cover  

 

Getting started 
⚫ Open the battery compartment cover (B8) and Insert two AAA Alkaline batteries 

according to the polarity “+” and “– “marks. 

⚫ Replace the battery compartment cover. 

⚫ Place the clock on a flat surface; it is now ready to use. 

 

Time and alarm setting 
Time setting 

⚫ Note: To adjust Time setting, the LOCK ON/OFF (B7) switch must be set to 

“unlock” [ICON] 

⚫ In normal time display mode, hold the TIME SET button (B6) for three seconds to 

enter the time setting mode. 



 

 

⚫ Press the “+” (B5) or “-” (B4) button to adjust the values and press the TIME SET 

button to confirm each setting. 

(Press and hold the “+” or “-” button to accelerate the process and reach the 

desired value more quickly.) 

⚫ The setting sequence is as follows: hour, minutes, seconds. 

⚫ When finished, set LOCK ON/OFF back to lock position 

 

Alarm setting 

⚫ Note: To adjust Alarm setting, the LOCK ON/OFF (B7) switch must be set to 

“unlock” [ICON] 

⚫ Press the ALARM ON/OFF button (B2) to place it in the up position. The alarm is 

now active 

When the ALARM ON/OFF button is up, the alarm is activated and when it is 

down the alarm is deactivated. 

⚫ Press the ALARM button (B3) to view the alarm time (A4). 

⚫ To enter the alarm setting mode, press and hold the ALARM button until the 

alarm time hand flashes. Then, press the “+” or “- “ button to set the alarm time 

and press the ALARM button to confirm the setting. 

NOTE: The alarm minutes can only be set to 0, 12, 24, 36 or 48 minutes. 

 

 

 

 

 

 

For example,                indicates that alarm time is 6:24.  

 

Snooze alarm function: 

⚫ Press the SNOOZE/LIGHT button (B1) when the alarm sounds to silence it for 

approximately five minutes. The alarm time hand will flash on the display. This 

process can be repeated up to seven times after which the alarm will no longer 

sound. 

⚫ To stop the alarm, press any buttons on the clock except the SNOOZE/LIGHT 

button to stop it. If the alarm is not stopped or snoozed, the alarm will sound for 

approximately three minutes then stop automatically. 

 

Daylight saving time (DST) 

⚫ Hold the “+” button to turn on or off the DST function. This function will move 

Insert 82 round face  



 

 

the hour hand forward or backward by one hour. When the DST function is on, 

the icon below will be displayed: 

 

Backlight 
⚫ Press the SNOOZE/LIGHT button (B1) to turn on the backlight for approximately 

five seconds. 

 

Lock/Unlock  
⚫ Slide the LOCK ON/OFF (B7) switch to lock the button functions. 

 

Precautions 

⚫ The clock will lose its time information if batteries are removed. 

⚫ Do not subject the clock to excessive force or shock. 

⚫ Do not expose the clock to extreme temperatures, direct sunlight, dust, or 

moisture. Any of these may damage the clock. 

⚫ Avoid contact with corrosive materials. Do not clean the device using abrasive or 

corrosive cleaning products. Abrasive cleaning agents may damage the finish of 

the product and/or corrode the electronic circuits. 

⚫ Do not tamper with any of the internal components of this clock. This will void 

the warranty and may cause damage to the components. 

 

Power Source  

Main Unit   2 x AAA batteries, 1.5 V batteries 

 

 

 


