
Marathon Red Laser Pointer - USER Manual 
 

SPECIFICATIONS 
1. Wavelength: 650 nm  

2. Battery Type: AAA (1.5V) battery x 2 

Model No.: EL888020 

3. Laser Output Power: Class IIIa products, <5mW  

 

HOW TO USE  
1. To change the batteries, screw the barrel off the laser pointer first, put the batteries inside the 

barrel with the negative (-) pole facing outside, then screw the barrel on the laser pointer. 

2. There are two push buttons on the side of the Laser Pointer. To operate it with a continuous 

light beam, simply press the push button closest to the laser beam source. Releasing the push 

button will turn the laser pointer off. 

3. To operate the Laser Pointer with a flashing light beam, simply press the push button furthest 

from the laser beam source. Releasing the push button will turn the laser pointer off. 

4. When the batteries need replacement, the LED light next to the ON/OFF buttons will turn on. 

5. Remember that the Laser Pointer is a laser device and can be harmful if it is used improperly. 

Please carefully read the safety precautions below. 

 

SAFETY PRECAUTIONS 
1. Since a laser beam can be harmful to the eyes, please avoid direct eye exposure. Do not look 

directly into the laser beam output aperture during operation.  

2. Be aware that laser light, when reflected off a mirror-like surface, can also be 

dangerous.  

3. CAUTION: Use of controls, adjustments, performance or procedures other than given in this 

instruction may result in hazardous laser light exposure. 

4. This laser pointer is not a toy. PLEASE KEEP AWAY FROM CHILDREN.   

5. If this laser pointer is to be stored for a long period of time, please remove the batteries from 

laser pointer to prevent corrosion. 

6. Please keep your laser pointer away from water, dust and heat. Like all electronic equipment, 

this laser pointer should be handled with care. 
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