
Beadlock rim and brake conversion

Braking System
Rear Guards
Electrical system (E brake)

IMPORTANT!
This product requires modifications that must be carried
out by professional mechanics.
Modifications include (but not limited to):

 
IMPORTANT!

This product is intended for TRACK USE ONLY

IMPORTANT!
OUR LIABILITY SHALL UNDER NO CIRCUMSTANCES

EXCEED THE ACTUAL AMOUNT PAID BY YOU FOR THE
PRODUCT, NOR SHALL WE UNDER ANY CIRCUMSTANCES

BE LIABLE FOR ANY CONSEQUENTIAL, INCIDENTAL,
SPECIAL OR PUNITIVE DAMAGES OR LOSSES, WHETHER
DIRECT OR INDIRECT. BY ORDERING THIS PRODUCT YOU

AGREED TO THESE AND OTHER TERMS AND CONDITIONS. 



PACK LIST

Included in your order are:
2 x forged Beadlock 17x10 rims 
2 x aluminum beadlock rings
40 x titanium bolts to suit
2 x genuine Brembo brake discs
2 x genuine Mercedes brake calipers
(refurbished)
2 x sets of brake pads to suit
2 by hubcentric rings 
2 x electrical connectors for Ebrake
adaption



Do not use power tools to tighten beadlock bolts!
Tires must be mounted and balanced by a professional tire
service.
Using an alternating method below, torque bolts by hand up to a
suggested maximum torque of 30Nm

Each wheel has been inspected prior to packaging.
NOTE: 
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ASSEMBLY NOTES



Each wheel has been supplied with a hubcentric ring.
This ring (shown in Yellow) centres the rim onto the hub of the car.

NOTE Wheel studs are not supplied. The studs must be a low profile
tapered type, not a ball type as supplied on the factory wheels.



Each wheel has been supplied with a dustcap. and wheel stud cover.
These are designed to clear low profile wheel studs (as shown
below.
Please apply a silicone or a light threadlocker to the cap before final
assembly. HAND TIGHTEN only. There is no need to over tighten
with wrenches, the silicone or threadlocker will hold the dust cap.
Optional to apply a small smear of silicone to the outer edge of the
wheel stud cover where it meets the rim.

NOTE" We do not supply Mercedes centre star due to legal and IP
reasons. These are available on Amazon / eBay and require a simple
modification to fit the supplied dust cap as shown below.



The brake rotors supplied are genuine Brembo Mercedes rotors.
These are OEM on C300 W205 Mercedes. The retaining bolt is not
supplied and not needed, this is because the retaining hole on the 
AMG hub is in a different location to the C300. 
Tightening the wheel studs secures the rotor.

Not used



The brake calipers supplied are genuine Mercedes Benz,
Unfortunately the plugs between AMG models and non-AMG are
different (why Mercedes!??)
We supply a waterproof plug, with an extra male connector. Have
your mechanic or auto-electrician install the connector to the E-Brake
plug supplied, and to the Ebrake wire on the car. Allowing you to
swap between your stock brake caliper and the ZAC supplied caliper.

NOTE: These brakes require setup and bleeding by a professional
mechanic, follow standard MB service technical bulitins on how to
bleed  and set the E-Brake system.

E-Brake Plug and wire tail



Depending on what tyre (tire) you decide to use, you will need to roll
the factory guard and possibly trim the inner liner and rear bumper.
The rim offset has been designed the largest tire possible with
minimal modifiacations, we found this to be a 275/50/17 M&H
Racemaster DOT tire. 
NOTE:
The beadlock rim has been setup for the bead of this tire, unless you
have stated otherwise. Different tires have different width beads,
even the same make / model tire has variation between batches.
Your rims may require further machining in order to grip the bead or
tighten to the rim properly



Tire installation is done differently to a standard rim.
With the beadlock ring removed and the  rim outside facing upward,
(as shown below)  roll the tire onto the rim and let it drop over the
rim. The outer bead of the rim will then be seated just over the outer
edge of the rim. 
This outer bead may require some tapping with a rubber mallet to
get it to sit in position.
Once seated in position, tighten the beadlock ring as per the
instructions on page 1.
Now you are ready to race! 
Any questions please contact: admin@zacmotorsport.com

Tire Bead Location

--END--


