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  Flush Mount Wall Light with 

Motion Sensor 

SLDWL0099A-1W-PIR-BLK-WW 

SLDWL0099A-1W-PIR-WW 

2x Warm White 

(3000k) CCT LED  

1x 500mAH 

Lithium LiFePO4 

Battery 

1W Built-In 

Solar Panel  

Dust & Water 

Protection 

Stainless Steel 

Construction 

40 Lumens at 1 

metre 

Features: 

- Pyro-electric Infrared Sensor 

- Built in Photo Electric Cell 

- Self-adjusting run time on Sensor 

- 8-10 hours Operation per day  

- Flush Wall Mount Base 

- Black Powder Coated Finish over 

Stainless Steel 

Features: 

- Pyro-electric Infrared Sensor 

- Built in Photo Electric Cell 

- Self-adjusting run time on Sensor 

- 8-10 hours Operation per day  

- Flush Wall Mount Base 

- Stainless Steel Finish 
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Refer to pages 80-81 for motion sensor operating specs 
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SLDWL0099A-1W-PIR-CW 

2x Cool White 

(3000k) CCT LED  

1x 500mAH 

Lithium LiFePO4 

Battery 

1W Built-In 

Solar Panel  

Dust & Water 

Protection 

Stainless Steel 

Construction 

40 Lumens at 1 

metre 

Features: 

- Pyro-electric Infrared Sensor 

- Built in Photo Electric Cell 

- Self-adjusting run time on Sensor 

- 8-10 hours Operation per day  

- Flush Wall Mount Base 

- Stainless Steel Finish 
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Refer to pages 80-81 for motion sensor operating specs 
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