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ML4LS10SOLX PRODUCT Desiin:
Outdoor small LED lantern 10W black or white finishes 
translucent diffuser 

FATUR: 
• Dusk to Dawn sensor
• 10W replaces a 40W
• LG 5630
• Shown in Black (SOLB) and also available in White (SOLW)  

nsins:
• Die Cast
• UV Acrylic Lens
   
nl:
• Non Dimmable

PCFCATO:
TM PCFCATO DTA

Genel
ene

Spacing Criteria Contact MaxLite for Installation Criteria

Color Temperature (CCT) 2700K

Delivered Lumens 552 Lm

Efficacy (lm/W) 55.2 lm/W

Dimming Non Dimmable

leil

Input Voltage 120V, 50-60 Hz

Driver Input Current (mA) .09 A Max.

Power Consumption 10W

PHYCA

Dimensions (L x W x H) 7.5”L x 4”W x 9.75”H 

Weight 1.52 lbs

Housing Metal Casting 

Lens PMMA

Mounting Cross Bar Onto Junction Box

Operating Temperature -4°F-113°F  (-20°C-45°C)

eiiin

Certification FCC, UL, ES

Environment Suitable for wet locations, install using only Class 2 power supply

LED Class LM-80, ISTMT21

Warranty 5 years Limited Warranty

M410OX

ORDRG*:
Oe e Mel WATTAG UM CCT

97006 ML4LS10SOLB
10W 552 2700K

97005 ML4LS10SOLW

*Please contact your MaxLite representative to order products that don’t have order codes listed here.


	Text1: 
	Text2: 
	Text3: 
	Text4: 


