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SOLUTIONS



LED-AVAILABLE

INDUSTRY STANDARD

IP PROTECTION CLASS UP TO IP 69K

SUITABLE WITH FOOD & BEVERAGE

VARIOUS POWER AND CONTROL CABLES

www.pneutech.com.au

INTELLIGENT SOLUTIONS
FOR MORE EFFICIENCY AND SAFETY



Our “Automation” business field comprises not only moul-
ded M8- and M12-series connectors, but also field-attacha-
ble connectors and actuator/sensor boxes. Our connectors 
are widely utilised in the field of automation engineering, 
but also in mechanical and plant engineering applications.
Apart from our standard connectors, we also offer our 
customers a broad selection of non-standard solutions, 
including varying numbers of contacts, cable types and 
lengths. LED displays can also be optionally integrated.
With our range of field-attachable connectors, overmol-
ded and panel-plugs, our products can be individually  
customised to suit the needs of your application.
Please feel free to contact us if you have any questions.

INNOVATIVE
RESPONSIVE

FLEXIBLE

QUALITY AND INNOVATIONS 
FROM GERMANY
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AUTOMATION

FOUNDED IN 1974, PETERS INDU-PRODUKT HAS DEVELOPED INTO A COMPANY THAT OPERATES ON AN 
INTERNATIONAL BASE. PERFECTION IS OUR CONSTANT AIM AND TECHNICAL KNOWLEDGE IS THE TOOL 
WE USE TO ACHIEVE IT. WITH THIS STRATEGY, WE HAVE DEVELOPED A STANDARD OF QUALITY THAT HAS  
CONTINUALLY CONVINCED CUSTOMERS WORLDWIDE. WE ARE CONSTANTLY EXPANDING OUR PRODUCT 
PORTFOLIOS IN THE INDUSTRIAL, AUTOMOTIVE, AUTOMATION AND ENERGY FIELDS. MOREOVER, WE  
DEVELOP TAILOR-MADE SOLUTIONS THAT SUIT THE NEEDS OF OUR CUSTOMERS – RIGHT FROM THE INITIAL 
IDEA TO THE FINISHED PRODUCT.
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CONNECTOR M8
MOLDED

CONNECTOR M12
MOLDED

1 – Male
2 – Female

1 – Male
2 – Female

1 1

1 1

2 2

2
2

Connector M8
 Straight

Connector M12
Straight

Connector M8 
90°

Connector M12
90°

_ DIN IEC 61076-2-104

_ Number of contacts 3/4

_ Rated voltage 3-pol: 60 V, 4-pol: 30 V

_ Operating current 3A

_ PVC/PUR-cable  0,25 mm2

_ Cable diameter 4-5 mm

_ Protection class IP 67

_ Housing material PUR

_ Contact material CuZn/Au/Ni

_ Gasket NBR

_ Screw CuZn (Ni)

_ Temperature range -30° C to +80° C

_ DIN IEC 61076-2-101

_ Number of contacts 4/5

_ Rated voltage 4-pol: 250 V, 5-pol: 60 V

_ Operating current 4A

_ PVC/PUR-cable  0,34 mm2

_ Cable diameter 5 mm

_ Protection class IP 67

_ Housing material PUR

_ Contact material CuZn/Au/Ni

_ Gasket NBR

_ Screw CuZn (Ni)

_ Temperature range -30° C to +80° C

DETAILS DETAILS
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CONNECTOR M12 
MOLDED/
8-POLE

CONNECTOR M12 
WITH LED

1 – Male
2 – Female

1

1

2

2

Connector M12
Straight

Connector M12
90°

_ DIN IEC 61076-2-101

_ Number of contacts 8

_ Rated voltage 30 V

_ Operating current 2A

_ PVC/PUR-cable  0,25 mm2

_ Cable diameter 6-7 mm

_ Protection class IP 67

_ Housing material PUR

_ Contact material CuZn/Au/Ni

_ Gasket NBR

_ Screw CuZn (Ni)

_ Temperature range -30° C to +80° C

_ DIN IEC 61076-2-101

_ Number of contacts 3/4

_ Rated voltage 10 – 30 VDC

_ Operating current 4A

_ PVC/PUR-cable  0,34 mm2

_ Cable diameter 5 mm

_ Protection class IP 67

_ Housing material PUR

_ Contact material CuZn/Au/Ni

_ Gasket NBR

_ Screw CuZn (Ni)

_ Temperature range -25° C to +90° C

DETAILS DETAILS
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Connector M12 
LED/90°
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ORDER CODE/BESTELLNUMMERN
CONNECTOR/STECKVERBINDER

M8 M12, WITH LED

M12, 4/5-POLE

M12, 8-POLE

Male                Male                 Male                Female             Female            FemaleType: straight or 90°

2 m 5 m 10 m                 2 m 5 m 10 m

808322            808324           808326            809322            809324           809326 

808352            808354           808356            809352            809354           809356

808422            808424           808426            809422            809424           809426 

Straight/PVC 3 x 0,25

Straight/PUR 3 x 0,25

Straight/PVC 4 x 0,25

Straight/PUR 4 x 0,25 808452            808454           808456            809452            809454           809456

808321            808323           808325            809321            809323           809325

808351            808353           808355            809351            809353           809355

808421            808423           808425            809421            809423           809425

90°/PVC 3 x 0,25

90°/PUR 3 x 0,25

90°/PVC 4 x 0,25

90°/PUR 4 x 0,25 808451            808453           808455            809451            809453           809455

Female             Female            FemaleType: 90°             Special Feature 

2 m 5 m 10 m                

PVC 3 x 0,34/2xLED 855331            855333           855335            

PUR 3 x 0,34/2xLED 855361            855363           855365

PVC 4 x 0,34/2xLED 853431            853433           853435

PUR 4 x 0,34/2xLED 855491            855493           855495

PUR 4 x 0,34/3xLED 857491            857493           857495

Circuit 1

Circuit 1

Circuit 2

Circuit 2

Circuit 3

Male                Male                 Male                Female             Female            FemaleType: straight or 90°

2 m 5 m 10 m                 2 m 5 m 10 m

852432            852434           852436            853432            853434           853436 

852492            852494           852496            853492            853494           853496

852532            852534           852536            853532            853534           853536 

Straight/PVC 4 x 0,34

Straight/PUR 4 x 0,34

Straight/PVC 5 x 0,34

Straight/PUR 5 x 0,34 852562            852564           852566            853562            853564           853566

852431            852433           852435            853431            853433           853435

852491            852493           852495            853491            853493           853495

852531            852533           852535            853531            853533           853535

90°/PVC 4 x 0,34 90°/

PUR 4 x 0,34 90°/

PVC 5 x 0,34 90°/

PUR 5 x 0,34 852561            852563           852565            853561            853563           853565

Male                Male                 Male                Female             Female            FemaleType: straight or 90°

2 m 5 m 10 m                 2 m 5 m 10 m

852822            852824           852826            853822            853824           853826 

852852            852854           852856            853852            853854           853856

852821            852823           852825            853821            853823           853825

Straight/PVC 8 x 0,25 

Straight/PUR 8 x 0,25

90°/PVC 8 x 0,25

90°/PUR 8 x 0,25 852851            852853           852855            853851            853853           853855
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CONNECTOR M8
FIELD ATTACHABLE

CONNECTOR M12
FIELD ATTACHABLE

1 – Male
2 – Female

1 – Male
2 – Female

1 1

1 1

2
2

2 2

Connector M8
Straight

Connector M12
Straight

Connector M8
90°

Connector M12
90°

_ DIN IEC 61076-2-104

_ Number of contacts 3/4

_ Rated voltage 3-pol: 60 V, 4-pol: 30 V

_ Operating current 3A

_ Cable diameter 3,5-5 mm

_ Termination solder

_ Protection class IP 67

_ Housing material PA

_ Contact material CuZn/CuSn/Au/Ni

_ Gasket NBR

_ Screw CuZn (Ni)

_ Temperature range -30° C to +85° C

_ DIN IEC 61076-2-101

_ Number of contacts 4/5

_ Rated voltage 4-pol: 250 V, 5-pol: 60 V

_ Operating current 4A

_ Cable diameter PG7: 2,5-6,5 mm,
    PG9: 3,5-8,0 mm
_ Termination screws

_ Protection class IP 67

_ Housing material PA

_ Contact material CuZn/CuSn/Ni

_ Gasket NBR

_ Screw CuZn (Ni)

_ Temperature range -30° C to +85° C

DETAILS DETAILS



12 · 13  www.pneutech.com.au

CONNECTOR M12
MALE CHASSIS CONNECTOR

CONNECTOR M12
FEMALE CHASSIS CONNECTOR

1 – Front mounting
2 – Back mounting
3 – For printed circuits

1 – Front mounting
2 – Back mounting
3 – For printed circuits

1
1

2
2

3
3

Connector M12 
Male chassis connector

Connector M12
Female chassis connector

_ DIN IEC 61076-2-101

_ Number of contacts 4/5/8

_ Rated voltage 4-pol: 250 V, 5/8-pol: 60 V

_ Operating current 4/5-pol: 4A, 8-pol: 3A

_ PVC-cable 4/5-pol: 0,34 mm2, 8-pol: 0,25 mm2

_ Cable diameter 2 mm

_ Termination solder

_ Protection class IP 67

_ Housing material CuZn/Ni

_ Contact material CuSn/Au/Ni

_ Gasket NBR

_ Screw CuZn (Ni)

_ Temperature range -30° C to +85° C

_ DIN IEC 61076-2-101

_ Number of contacts 4/5/8

_ Rated voltage 4-pol: 250 V, 5/8-pol: 60 V

_ Operating current 4/5-pol: 4A, 8-pol: 3A

_ PVC-cable 4/5-pol: 0,34 mm2, 8-pol: 0,25 mm2

_ Cable diameter 2 mm

_ Termination solder

_ Protection class IP 67

_ Housing material CuZn/Ni

_ Contact material CuSn/Au/Ni

_ Gasket NBR

_ Screw CuZn (Ni)

_ Temperature range -30° C to +85° C

DETAILS DETAILS
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ORDER CODE
CONNECTOR

M8/ FIELD ATTACHABLE

M12/ FIELD ATTACHABLE

M12/ MALE CHASSIS CONNECTOR

M12/ FEMALE CHASSIS CONNECTOR

Type: straight or 90° Male                Female

804302            803302  

804402            803402

 804301            803301 

Straight/3-pol. 

Straight/4-pol.

90°/3-pol.

90°/4-pol. 804401            803401

Type: straight or 90° Male                Male                 Female            Female

PG7 PG9 PG7 PG9

850402            850406           851402            851406  

850502            850506           851502            851506

 850401            850409           851401            851409 

Straight/4-pol. 

Straight/5-pol.

90°/4-pol.

90°/5-pol. 850501            850509           851501            851509

Type Male                Male                Male                 Male                Male                 Male

PG9                 PG9 PG9 M16                 M16                 M16
4-pol.               5-pol.              8-pol.                4-pol.               5-pol.               8-pol.

1/Front mounting            850461           850561           850861            850462            850562           850862

2/Back mounting                  850471           850571           850871

3/For printed circuits                            850481             850581           850881            850482            850582           850882

Fixing nut      850001            850001           850001            850002            850002           850002

Type   Female            Female            Female      

PG9 PG9 PG9        
4-pol.               5-pol.              8-pol.  

1/Front mounting            851461           851561           851861

2/Back mounting                  851471           851571           851871

3/For printed circuits               851481           851581           851881 

Fixing nut      850001            850001           850001
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M8 ACTUATOR-/SENSOR-BOX
PRE-WIRED 10 M

M12 ACTUATOR-/SENSOR-BOX 
PRE-WIRED 10 M

M8 Actuator-Sensor-Box
4-ports

M12 Actuator-Sensor-Box 4-ports

M8 Actuator-Sensor-Box 8-ports M12 Actuator-Sensor-Box 8-ports

_ DIN IEC 61076-2-104

_ M8-ports 4/8

_ Number of contacts 3

_ Rated voltage 10-30 VDC

_ Operating current 2A/contact max 12A

_ Operating indicator  LED

_ Protection class IP 67

_ Housing material PA

_ Contact material CuZn/Au/Ni

_ Temperature range -20° C to +80° C

_ DIN IEC 61076-2-104

_ M12-ports 4/8

_ Number of contacts 5

_ Rated voltage 10-30 VDC

_ Operating current 2A/contact max 12A

_ Operating indicator  LED

_ Protection class IP 67

_ Housing material PA

_ Contact material CuZn/Au/Ni

_ Temperature range -20° C to +80° C

DETAILS DETAILS
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M12 ACTUATOR-SENSOR-BOX
FIELD ATTACHABLE

M12 ACTUATOR-SENSOR-BOX
FIELD ATTACHABLE

_ DIN IEC 61076-2-101

_ M12-ports 4

_ Number of contacts 5

_ Rated voltage 10-30 VDC

_ Operating current 4A/contact max 10A

_ Operating indicator  LED

_ Protection class IP 67

_ Housing material PA

_ Contact material CuSn/Au/Ni

_ Temperature range -15° C to +80° C

_ DIN IEC 61076-2-104

_ M12-ports 8

_ Number of contacts 5

_ Rated voltage 10-30 VDC

_ Operating current 4A/contact max 10A

_ Operating indicator  LED

_ Protection class IP 67

_ Housing material PA

_ Contact material CuSn/Au/Ni

_ Temperature range -15° C to +80° C

DETAILS DETAILS

M12 Actuator-Sensor-Box 8-portsM12 Actuator-Sensor-Box 4-ports

M12  I/O 8 VIE/PORTSM12  I/O 4 VIE/PORTS
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ORDER CODE
M8/M12 ACTUATOR-SENSOR-BOX

M8/PRE-WIRED 10 M

M12/PRE-WIRED 10 M

M12/ FIELD ATTACHABLE

Part No.

899219

Type

4 Ports

8 Ports 899220 

Part No.

899218

Type

4 Ports

8 Ports 899216 

Part No.

899143

Type

4 Ports

8 Ports 899112 

PERFECT
SOLUTIONS BY 
GERMAN
ENGINEERING



NOTES
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EXTRACT OF OUR
PRODUCT PORTFOLIO INNOVATIVE

RESPONSIVE
FLEXIBLE

automotive

Delphi Connector Deutsch Connector JPT Connector/ ST3 Connector/ Superseal
Connector

Pressure Switch
Electronic

Connector DIN-EN Valve Timer Pressure Switch
Hydraulic

Pressure Switch
Pneumatic

energy

industrial

Safety Gas Valve 
1/2“ up to 1“ EN161 

Safety Gas Valve 
1 1/2“ up to DN 300 EN161 

Gas Filter PWM Energy 
Saving Module 



HEAD OFFICE 
Toll Free:  T > 1300 879 613   F > 1300 952 641 

E > sales@pneutech.com.au  W > www.pneutech.com.au 
3 Argent Place, Ringwood Victoria 3134 Australia




