
   

 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 
 
Concealed Rear Pipework &                 Built-in intelligent 
          Diagnos c Gauge                          Touch Screen Wi  
     Controller 

Model CE-iPV10 

ERP Rang  A+++ 

Rated Capacity @28°C Water/ 20°C Ambient  9.14kW 

Rated Capacity @28°C Water/ 7°C Ambient 6.43kW 

Rated Capacity @7°C Water/ 25°C Ambient 5.78kW 

Rated Power Input 1.4kW 

Max Power Input 2.00kW 

Noise 45dB(A)  

Power Supply 220-240/50/1 

Outer Water Temperature 15°C-43°C  

Protec on Class IPX4  

An-electric Shock Class Class 1 

Refrigerant/Charge R32/450g 

Minimum Water Flow Required  4.5m3 

Pool Volume  25-40 

Water Connec ons 1 ½ “ PVC  

Climate Type -15~43°C 

Product Dimension L x W x H  930*380*670°C  

Net Weight 64kg 
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COP’s up to 16.24! 

  

   

 

  

 

 
 
 
 
 
 
 
 
 
        Concealed Rear Pipework &  Built-in intelligent 

 Diagnos c Gauge Touch Screen Wi  
                                                                               Controller 

Model CE-iPV6 
ERP Rang  A+++ 
Rated Capacity @28°C Water/ 20°C Ambient  5.85kW 
Rated Capacity @28°C Water/ 7°C Ambient 4.12kW 
Rated Capacity @7°C Water/ 25°C Ambient 4.6kW 
Rated Power Input 0.9kW 
Max Power Input 1.34kW 
Noise 41dB(A)  
Power Supply 220-240/50/1 

Outer Water Temperature 15°C-40 
Protec on Class IPX4 
An-electric Shock Class Class 1 
Refrigerant/Charge R32/450g 
Minimum Water Flow Required  2.8m3/h 
Pool Volume  15-20m3 
Water Connec ons 1 ½ “ PVC  
Climate Type -15~43°C 
Product Dimension L x W x H  930*380*670mm  
Net Weight 48kg 
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Concealed Rear Pipework &                 Built-in intelligent 
          Diagnos c Gauge                          Touch Screen Wi  
     Controller 

Model CE-iPV10 

ERP Rang  A+++ 

Rated Capacity @28°C Water/ 20°C Ambient  9.14kW 

Rated Capacity @28°C Water/ 7°C Ambient 6.43kW 

Rated Capacity @7°C Water/ 25°C Ambient 5.78kW 

Rated Power Input 1.4kW 

Max Power Input 2.00kW 

Noise 45dB(A)  

Power Supply 220-240/50/1 

Outer Water Temperature 15°C-43°C  

Protec on Class IPX4  

An-electric Shock Class Class 1 

Refrigerant/Charge R32/450g 

Minimum Water Flow Required  4.5m3 

Pool Volume  25-40 

Water Connec ons 1 ½ “ PVC  

Climate Type -15~43°C 

Product Dimension L x W x H  930*380*670°C  

Net Weight 64kg 
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Concealed Rear Pipework &                  
          Diagnos c Gauge                           
      

Model CE-iPV10 

ERP Rang  A+++ 

Rated Capacity @28°C Water/ 20°C Ambient  9.14kW 

Rated Capacity @28°C Water/ 7°C Ambient 6.43kW 

Rated Capacity @7°C Water/ 25°C Ambient 5.78kW 

Rated Power Input 1.4kW 

Max Power Input 2.00kW 

Noise 45dB(A)  

Power Supply 220-240/50/1 

Outer Water Temperature 15°C-43°C  

Protec on Class IPX4  

An-electric Shock Class Class 1 

Refrigerant/Charge R32/450g 

Minimum Water Flow Required  4.5m3 

Pool Volume  25-40 

Water Connec ons 1 ½ “ PVC  

Climate Type -15~43°C 

Product Dimension L x W x H  930*380*670°C  

Net Weight 64kg 
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COP’s up to 16.24! 

  

   

 

  

 

 
 
 
 
 
 
 
 
 
        Concealed Rear Pipework &  Built-in intelligent 

 Diagnos c Gauge Touch Screen Wi  
                                                                               Controller 

Model CE-iPV6 
ERP Rang  A+++ 
Rated Capacity @28°C Water/ 20°C Ambient  5.85kW 
Rated Capacity @28°C Water/ 7°C Ambient 4.12kW 
Rated Capacity @7°C Water/ 25°C Ambient 4.6kW 
Rated Power Input 0.9kW 
Max Power Input 1.34kW 
Noise 41dB(A)  
Power Supply 220-240/50/1 

Outer Water Temperature 15°C-40 
Protec on Class IPX4 
An-electric Shock Class Class 1 
Refrigerant/Charge R32/450g 
Minimum Water Flow Required  2.8m3/h 
Pool Volume  15-20m3 
Water Connec ons 1 ½ “ PVC  
Climate Type -15~43°C 
Product Dimension L x W x H  930*380*670mm  
Net Weight 48kg 
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        Concealed Rear Pipework &  Built-in intelligent 

 Diagnos c Gauge Touch Screen Wi  
                                                                               Controller 

Model CE-iPV6 
ERP Rang  A+++ 
Rated Capacity @28°C Water/ 20°C Ambient  5.85kW 
Rated Capacity @28°C Water/ 7°C Ambient 4.12kW 
Rated Capacity @7°C Water/ 25°C Ambient 4.6kW 
Rated Power Input 0.9kW 
Max Power Input 1.34kW 
Noise 41dB(A)  
Power Supply 220-240/50/1 

Outer Water Temperature 15°C-40 
Protec on Class IPX4 
An-electric Shock Class Class 1 
Refrigerant/Charge R32/450g 
Minimum Water Flow Required  2.8m3/h 
Pool Volume  15-20m3 
Water Connec ons 1 ½ “ PVC  
Climate Type -15~43°C 
Product Dimension L x W x H  930*380*670mm  
Net Weight 48kg 

 

  

  

 

-  
-  
-   Ultra-Quiet Brushless DC Fan 
-  

 - 
 - 

-  
-  
-  

 
-  
-  -15 
-  
-      Wi  Control 
-  

 

  
      

inverPool

   

 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 
 
Concealed Rear Pipework &                  
          Diagnos c Gauge                           
      

Model CE-iPV10 

ERP Rang  A+++ 

Rated Capacity @28°C Water/ 20°C Ambient  9.14kW 

Rated Capacity @28°C Water/ 7°C Ambient 6.43kW 

Rated Capacity @7°C Water/ 25°C Ambient 5.78kW 

Rated Power Input 1.4kW 

Max Power Input 2.00kW 

Noise 45dB(A)  

Power Supply 220-240/50/1 

Outer Water Temperature 15°C-43°C  

Protec on Class IPX4  

An-electric Shock Class Class 1 

Refrigerant/Charge R32/450g 

Minimum Water Flow Required  4.5m3 

Pool Volume  25-40 

Water Connec ons 1 ½ “ PVC  

Climate Type -15~43°C 

Product Dimension L x W x H  930*380*670°C  

Net Weight 64kg 
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        Concealed Rear Pipework &  Built-in intelligent 

 Diagnos c Gauge Touch Screen Wi  
                                                                               Controller 

Model CE-iPV6 
ERP Rang  A+++ 
Rated Capacity @28°C Water/ 20°C Ambient  5.85kW 
Rated Capacity @28°C Water/ 7°C Ambient 4.12kW 
Rated Capacity @7°C Water/ 25°C Ambient 4.6kW 
Rated Power Input 0.9kW 
Max Power Input 1.34kW 
Noise 41dB(A)  
Power Supply 220-240/50/1 

Outer Water Temperature 15°C-40 
Protec on Class IPX4 
An-electric Shock Class Class 1 
Refrigerant/Charge R32/450g 
Minimum Water Flow Required  2.8m3/h 
Pool Volume  15-20m3 
Water Connec ons 1 ½ “ PVC  
Climate Type -15~43°C 
Product Dimension L x W x H  930*380*670mm  
Net Weight 48kg 
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Cool Energy

Model CE-iPV10 
ERP Ra  A+++ 
Rated Capacity @28°C Water/ 20°C Ambient  9.14kW 
Rated Capacity @28°C Water/ 7°C Ambient 6.43kW 
Rated Capacity @7°C Water/ 25°C Ambient 5.78kW 
Rated Power Input 0.23kW-1.4kW 
Max Power Input 2.00kW 
Noise 45dB(A)  
Power Supply 220-240/50/1 

Outer Water Temperature 15°C-40°C  
Protec on Class IPX4  
An-electric Shock Class Class 1 
Refrigerant/Charge R32/800g 
Minimum Water Flow Required  4.5m3 
Pool Volume  25-40m3 
Water Connec ons 50mm PVC  
Climate Type -15°C~43°C 
Product Dimension L x W x H  930*380*670mm  
Net Weight 64kg 

- Stainless steel casing
- Panasonic DC Invertor Compressor
- Ultra-Quiet Brushless DC Fan
- Cascade any number of units
- Heating & cooling functions
- Intelligent defrosting
- Precision electronic expansion valve
- High e�ciency titanium pool heat
  exchanger
- Refrigerant diagnostic gauge
- Working range +43 to -15
- Suitable for Pools, Spa’s, Hot Tubs & Ponds
- WiFi Control
- 3 Year Warranty*

Cool Energy
inverPool

t:+44 (0) 1472 867497  w:coolenergyshop.com 

Speci�cations subject to change without warning.

Built-in intelligent
Touch Screen WiFi

Controller


