
 

  

  

  

 

  

 

 

 

 

Faith extract has been specially designed to 
meet the requirements of Social Housing. 
This compact filterless and aesthetically 
pleasing fan operates as a continuously-
running fan to provide energy-efficient 
ventilation and comfort for your tenants.

Fresh Air in Total Harmony. 
Fa th

Features and benefits
 

u Constant flow sensor – 
     guaranteed install performance

u  Night time delay and intelligent  
run-on timer – saves energy and  
prevents noise disturbance

u  Intelligent and energy-saving humidity 
tracker – slowly boosts the fan by 
measuring humidity levels

u  Low maintenance and life cycle costs – 
cost-effective ventilation solution

u  Daily run monitor – records tenants’ 
operation

u  Wall, ceiling and window mounted –  
fits every application

u  Quiet and unobtrusive – tenant 
acceptability

u  230V and 12V versions  

u  Suitable for all zones 

02920 858 500  |  www.nuaire.co.uk/faith 
* 1 year parts and labour, remaining years parts only

5 YEAR 
WARRANTY

*

COMPLIES TO  
PART F&L BUILDING 

REGULATIONS 

ADVANCED 
PERFORMANCE

New!



Table 5.1b Whole dwelling ventilation rates

No. of bedrooms

Minimum rate

1 2 3 4 5

Whole dwelling ventilation rate 
a, b (l/s)

13 17 21 25 29

Discreet  
configuration  
display

Modern, sleek fascia

Electronic fascia 
removal detector

Choice of cable entry

For more information visit www.nuaire.co.uk/faith or call 02920 858 500 

Nuaire. The Complete Ventilation Solution

Conform to these  
building regulations

Many fans do not deliver the correct 
amount of airflow to meet building 
regulations… have ‘FAITH’ with 
Nuaire and you will!

Table 5.1a Extract Ventilation rates

Room Continuous extract

Minimum high rate Minimum low rate

Kitchen 13 l/s

Total extract rate should 
be at least the whole 
dwelling ventilation 
rate given in Table 5.1b

Utility room 8 l/s

Bathroom 8 l/s

Sanitary accommodation 6 l/s

Table 5.1b Whole dwelling ventilation rates

No. of bedrooms

Minimum rate

1 2 3 4 5

Whole dwelling ventilation 
rate (l/s)

13 17 21 25 29

Ancillaries available 
including window kits 

and wall plates


