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System 600

NEWTON 601 SLIMLINE
High Grade Flooring Membrane

1. Unique Identification of the Product

Newton 601 Slimline

2. Identification of the Construction Product in Accordance with Article 11.4

See CE label on product

3. Manufacturer Intended Use for the Construction Product

Flexible grey coloured 0.5mm polypropylene x-grooved damp and waterproofing sheet for moisture barrier in floors 
and ground

4. Name, Registered Trademark and Contact Address of the Supplier

Newton Waterproofing Systems Ltd.
(a trading name of John Newton & Co. Ltd.)
Newton House
17-19 Sovereign Way
Tonbridge
Kent
TN9 1RH
01732 360095
www.newtonwaterproofing.co.uk

5. Name and Contact Address of Authorised Representative as Specified in Article 12.2

Not applicable

6. Systems for Evaluation and Control of Performance, as defined in Annex V

System 2+

7. Harmonised Standard Covering the Construction Material

SP Technical Research Institute of Sweden, 0402-CPD-45 59 01

8. European Technical Assessment Issued for the Construction Material

Not applicable
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9. Declared Performance

1Unless otherwise specified, as valid values for both directions of the product where relevant

The performance of this product identified in point 1 is in conformity with the declared performance in point 9. 

This declaration of performance is issued under the sole responsibility of the supplier as identified in point 4.

Signed for and on behalf of the supplier by:

Name:  Warren Muschialli - Managing Director

Date:  26th August 2015

Signature: 

Essential Characteristics Performance1 Harmonised Technical Specification
Reaction to fire Class F (EN 13501-5)

EN 13967:2012 Type V
ZA.1 and ZA.2 class +2

Water tightness Pass
Tear resistance >375 N
Joint strength NPD
Impact resistance >600mm
Tensile strength >350 N/50mm
Resistance to static load >200 N
Dangerous substances None (REACH SVHC list)

Durability - Water tightness after 
artificial ageing Pass

Durability - Water tightness after 
exposure against chemicals Pass


