
Technical
Data Sheet 71

A solvent-based coating for use as a finish 
coat over SX70 Woodstains, to enhance 
the colour and give a semi-sheen finish.

Product Code 
30806293

Description
Sovereign SX70 Topcoat is a solvent based coating 
for use as a finish coat over SX70 Woodstains, to 
enhance the colour and give a semi-sheen finish.

Sovereign SX70 Topcoat is applied by brush to give 
a protective, clear topcoat with water repellent, UV 
resistant and anti fungal properties.

Form Supplied: Liquid, ready to use 

Pack Sizes: 5 litres 

Colour Range: Dries Clear

Contains: Long oil alkyd resin and  
speciality additives
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Properties
SX70 Topcoat will revive the sheen of partially 
weathered SX70 or increase the sheen of newly 
coated timber and provide added protection to the 
timber without darkening the colour.

Preparation/Usage
When applying on to timber newly coated with 
SX70 Woodstain then the stain must be allowed 
to dry for 24 hours prior to applying the Topcoat, if 
left for longer than 72 hours then rub down lightly 
with inter-coat sandpaper. Weathered SX70 coated 
timber must be thoroughly clean and dry. Stir well 
prior to use. Apply one coat only by brush, pad or 
airless spray.
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 Keep out of reach of children. 

 Keep away from food, drink and animal feeding 
stuff. 

 When using do not eat, drink or smoke. Avoid 
contact with skin and eyes.

Storage: Between 5ºC and 30ºC.

Shelf Life: 12 months unopened.
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Only for use over existing coloured wood stains. 
SX70 Topcoat is not suitable for use on external 
bare timber. If used on internal bare timber then the 
colour of the timber may change over time due to 
the action of UV light. Do not use on floors or over 
white coatings.

 Typically touch dry in 3 – 4 hours and hard dry 
overnight under ideal conditions.

Approximately 10 m2 per litre.

Use white spirit or brush cleaner on tools and 
brushes.
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 Important Disclaimer 
The information given is in good faith based on experience and 

usage, however all recommendations are made without  warranty or 
guarantee, since the conditions of use are beyond our control. All goods 
are sold in accordance with our Conditions  of Sale, copies of which are 
available on request. Customers are advised that product, techniques 
and codes of practice are  under constant review  and changes occur 

without notice. Please ensure you have the latest updated information.


