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Part.1                  

Market analysis



Individual activities

Active protectionPassive protection

Group activities

Spread the risk 
zone

Changes in defensive means

Masks
Sterilization hand lotion
Protective clothing
and other personal items

Cut off the route of transmission
Actively kill bacterial viruses
Air disinfection machine
Ultraviolet light
Disinfect liquid aerosol machine, etc

The epidemic is driving a blowout in demand for 
air disinfection and purification products

The long struggle is changing the means of defence



Part.2                  

Product Introduction



THE WORLD
needs a new air purifier

Vacuum Plating

99.93%

UV-C Light

Turbine silent 
impeller

Brushless 
DC motor

Type A spoiler loop



Don’t just  collect Destroy

Until now, air purifiers have attempted to collect pollutants on filters where they can 
multiply and release back into the air. Forget the past. Destroy pollutants instead.

Don’t just collect！Destroy！



INDOOR 
AIR POLLUTION 

IS LARGE AND DIFFICULT TO PURIF

MagComb`s revolutionary design allows air to be exposed to UVC 
light maximally, the vertical chamber design decreased the air flow 
speed and increased disinfection time, which make the disinfection 
ability into 3 times. Third-party testing proved that MagComb UV-C 
air sterilizer can effectively inactivate the bacteria and viruses.

XIAOMAI



MagComb UV-C air purifier 
can destroy the most wide range of pollutants, such as virus and chemicals



99.99%
Staphylococcus aureus
Destroy period:2 hours

99.99%
H1N1
Destroy period:2 hours

99.99%
E.coli
Destroy period:2 hours



Stage 2

Medical Grade 
UV-C Light 
A powerful 254nm uvC ultra high efficiency 
short wave quartz light tube intensifed with 
mirror grade reflection technology.

TO LOOK AT 
HOW MAGCOMB WORKS



Stage 1

HEPA Filter
Full room filtration starts
with a Hepa rated H1O filter that removes 
larger particles so that the next stage can be 
most effective.



HEPA and UV-C light technology has been a trusted technology for air purification from hospitals to 
airports for decades. Recent UVC break-throughs in manufacturing have made it possible for high quality 
UVC bulbs to enter the consumer market. MagComb's 2-Stage air purification rethinks the fundamentals 

by focusing on maximum UVC exposure time rather than just collecting pollution and maximizing air 
volume.



UV-C has a 99.9% sanitizer rate against a variety of bacterial viruses
MagComb Built-in high-efficiency thermal 

cathode UV-C dual light tube
UV-C at 257.3 m is inactivation of almost all known bacteria and diseases in humans

UVC uses the appropriate wavelength of ultraviolet light to destroy the molecular structure of DNA  
or RNA in microbial body cells, resulting in growth cell death and/or regenerative cell death, 

resulting in sterilization and disinfection
MagComb(R) uses 254 m UVC high-efficiency short-wave UV light technology, highly permeable 

quartz light tubes

UVC Inactivation of bacteria signalsUVC Inactivation of the virus signal

Before treatment After treatment

Bacterial DNA breaks

Viral RNA breaks

After treatment Before treatment



UV-C increases efficiency by 30%

Mirror-grade optical coating reflection 
technology
Using mirror-grade optical coating as UVC reflector, its total light reflectivity reached 
93%, the utilization efficiency of UVC was greatly improved, compared with the 
traditional use of stainless steel as a reflector of medical air disinfection machine, the 
same power UVC light tube sterilization efficiency increased by more than 30%.

Vacuum Plating

The coating carrying layer
Reflective metal sputtering layer
Antioxidant metal sputtering layer

Light refraction



40m2 /h Large room

Promote indoor air circulation
Disinfect the indoor air once or twice every hour to reduce the accumulated concentration of bacteria and viruses 

in the indoor air, which can effectively reduce the chance of cross infection.
The MagCombⓇ  air disinfection machine has an air throughput of 400m3 per hour, and can disinfect the air in a 

30 square meter room twice per hour.

Turbine silent 
impeller

Brushless DC motor
3.5m Effective working 

radius 3.5m
Type A spoiler loop

AR
< 350cm



Product parameters

Net size 200mm(I)×200mm(W)×430mm(H)

Color White

Net weight

Input  power AC100-240V   50~60Hz

Applicable area 300`500ft2

Noise 38`65dB

Power 38w

Manufacturers Foxconn precision components(beijing) Co.,Ltd.



A variety of scenarios apply

Office Protect employees safe Home Protect family safe

Clinic  Keep patients safe School  Keep students safeCafe  Keep clients safe



THANKS ! 


