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L SERIES: FULL COLOR WIFI TIKI TORCH LIGHT
INSTALLATION & OPERATORS GUIDE

WARNING: This fixture must be installed in accordance with the National Electric Code and 
local code specifications. Failure to follow these codes and installation instructions will 
void the warranty and may result in serious injury and/or damage to the fixture. DO NOT 
SUBMERGE IN WATER. This product is designed for above ground installation only.

SAVE THESE INSTRUCTIONS: This guide contains important safety and operating instructions for lighting units.

DO NOT use with extension cords
DO NOT submerge in water
DO NOT exceed the rated voltage of the unit
DO plug in to a circuit with a dimmer

1. The product’s sole use is for low voltage 
lighting systems.

2. Always disconnect the transformer from 
the electrical outlet before working on or 
installing this unit and/or any part of the 
lighting system.

3. This product may be mounted in an 
indoor or outdoor location.

4. This product must be connected to a 12-
15 VAC transformer.

TIP: The lights need at least 11 VAC to work properly. Based on voltage drop due to load on the Main Trunk 
Line, you may need to move up a voltage terminal to assure there is a minimum of 11 VAC at the light.

WIRING INSTRUCTIONS
We recommend using 12 AWG low voltage UL rated direct burial landscape wire.
1. Unplug the landscape power transformer.
2. Connect one wire of the Main Trunk Line to the Common terminal and connect the other 

wire of the Main Trunk Line to the 12, 13, 14, or 15 VAC terminal on the landscape 12VAC 
transformer.

3. At the light, cut the Trunk Line and connect wire to one wire from the light and the other 
wire in the light (See Fig.1)

4. Use the Outdoor Rate Waterproof Wire Nut Connectors to connect the wires together. If 
you would like to add more lights to the trunk line, then include continuation of the trunk 
line as well.

Fig.1

3 ft wire from light

end of line
to next light

to transformer

Feed wire from light
through hole in post

Main Trunk Line

Waterproof 
Connectors

STEP 1: Screw tiki torch onto 
threaded post

STEP 2: Unscrew wick holder from 
tiki torch. Fill tank with approved 
tiki torch fluid. Replace wick 
holder.
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Use the Haven Smart Key™ to set the zone of your 
landscape lighting

1. With the light powered on, place the Haven Smart Key™ 
next to the sensor.  
(See Fig.2)

2. Move the key around the sensor until the light starts 
to flash. Once the light starts to flash, hold the Smart 
Key™ in place for 3-5 second, until the rate of flashing 
slows down. The light is now in LEARN MODE.  
 
Note: Lights will only go into LEARN MODE if they have 
had power for less than 2 hours. If the lights have been 
on for longer than 2 hours, the lights will not go into 
LEARN MODE. If this is the case, cycle power. 
 
 
Note: The light will remain in LEARN MODE for the 
next 20 minutes, giving you ample time to finish this 
process. If you made a mistake and wish to take the 
light out of LEARN MODE, you can either wait, or cycle 
power to the transformer. 

3. While the light is in LEARN MODE, you may set other  
lights you wish to include in that zone. For example:  
If you’d like all your Path Lights to be included on  
one zone, you can do so by placing all of them in  
LEARN MODE.

4. Once all desired lights are in LEARN MODE, open  
your Haven Smartphone App. From the Landscape  
ZONES list, tap CREATE ZONE (Fig.3). This will  
prompt you to add a new zone. On this screen (Fig.4),  
name your zone and let us know if it will be a Full  
Color or Classic White zone.

5. After this, you will return to the ZONES list (Fig.5).  
Tap the arrow (>) next to the zone you just created  
to edit. Swipe left until you reach the EDIT ZONE  
page (Fig.6). Once here, tap ASSIGN ZONE. All of  
the lights in LEARN MODE will stop flashing and 
are now a part of this zone.

6. Repeat this process until all of your lights are 
assigned to zones.
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