
 
1. Download the OTR Diagnostics App 

1. Go to the Apple App Store  and search “OTR Diagnostics”. 
2. Download the app to your mobile phone or tablet. 

SCAN QR CODE to DOWNLOAD -> 
 
2. Connecting the Nexiq Blue-Link Mini Adapter in the diagnostic port 

1. Turn ignition OFF and remove key prior to installing the Nexiq Blue-Link Mini Adapter. 
2. Insert the Nexiq Blue-Link Mini Adapter by matching the 9-pin or OBD pin configuration. 
3. Make sure the Nexiq Blue-Link Mini Adapter is securely connected. 
4. Turn ignition ON and the green light on the Nexiq Blue-Link Mini Adapter will turn on when connected 

properly. 
 

3. Pairing the Nexiq Blue-Link Mini with your mobile phone or tablet 
1. On the Nexiq Blue-Link Mini Adapter press the pair button (green light will begin to flash). 

2. Navigate to your mobile phone or tablet Settings  page. 
3. Navigate to Bluetooth   menu. 
4. Under OTHER DEVICES locate the Nexiq Blue-Link Mini device. 
5. Select the device to start the pairing process. 
6. Once paired it will display under MY DEVICES. 

 
4. Launch the OTR Diagnostics app 

1. Open the OTR Diagnostics app.  
2. Select “Get started” when prompted. 
3. LOG IN with the account created on the OTR Performance website or REGISTER for a new account. 
4. Once you LOG IN you will be prompted to connect to the Nexiq Blue-Link Mini Adapter. 
5. After connecting to the adapter it’s important to now remove the adapter for 30 seconds and plug it 

back in. This will ensure proper connection between the OTR Diagnostics app and the Nexiq Blue-
Link Mini Adapter.  

6. A successful pairing will direct you directly to the dashboard. 
  

FAQ 
What if my mobile device or tablet does not find the Nexiq Blue-Link Mini Adapter? 
Make sure the connection is securely fit and there is power to the Nexiq Blue-Link Mini Adapter. You might need to 
disconnect the adapter for 30 seconds and retry pairing.  
 
Does the OTR Diagnostics app need to be online to be used? 
OTR Diagnostics is Bluetooth based and does require you to have WI-FI or cellular coverage for you to use it to validate 
your account. Once you are logged in, we do provide an option to work offline for a max time of 7 days. 
 
I have an existing OTR Performance account, how do I link my OTR Diagnostics subscription to the account? 
When purchasing a subscription, you must use the same email on your existing account when you are on the checkout 
page. Then, it will automatically link your subscription to your existing account. 
 
If you have any issues with this setup, please give us a call or send us an email.  
Phone: (586) 799-4375. Email: support@otrperformance.com 
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QUICK REFERENCE 
 

Read and Clear Fault Codes 
Tap Fault Code to display a list of Active/Inactive fault codes. 
Tap Commands > Reset Fault Codes to clear all Active/Inactive fault codes. 

 
Reset Aftertreatment 
Tap Commands > Reset Aftertreatment to reset learned engine data, soot level, Reset DPF 
Regeneration Timers etc.  

 
Forced DPF Regen 
Tap Commands > Forced DPF Regen and follow the on-screen instructions to make sure you have 
met the requirements for beginning the process.  

 
Live Data 
Tap Live Data to display a list of real time data information. 

 
History 
View fault code history and commands by tapping on History. Sort and filter by date to narrow down 
list fault codes and commands. 

 
Vehicle Information 
Tap Vehicle Information to display a detailed list of vehicle specifications. 

INSTRUCTIONS 
 


