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Quick selection

WARNING 
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar.

Discover the ranges that best fit to your project

Chill’ loop - H OX 

Monoblocs - MPCJ/MPC/MPCA

Splits System  - EVX/EVPL/EVG/EVI

Splits System  - EVA

Monoblocs - s MPCJ/MPC/MPCA

Splits System - EVX/EVPL/EVG/EVIVV

Splits System  - EVAVV
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Our air conditioners are designed for 
the comfort of wine above all, but do 
not forget the user. 

From built, to installation, to use, every 
detail is designed for a simple user 
experience. Our teams challenge them-
selves every day to offer more reliable 
and more adaptable products.

WINE CELLAR EXPERT 
Controlling the alchemy of wine to 
achieve a perfect end result is the secret 
of a Friax wine cellar air conditioner. 

Once installed in the cellar, you will 
forget it … It is much later, while tasting 
a good bottle, that you will appreciate 
the perfect mastery of the aging condi-
tions that allowed your wine to fully 
express itself… after all this time! 

Since 2004 we commit our know-how at 
the service of wines. Perfect control of a 
constant temperature and appropriate 
humidity are at the heart of our regulation.

Over the years Friax Industrie has been 
able to expand its range to offer a solution 
to all cellar problematics.

Professional or individual, cellar or cabinet, 
your air conditioner will allow you to finally 
rediscover the joy of storing bottles without 
fear of the instant you will have to uncork 
them. 

CONTROLLED ATMOSPHERE
Sudden changes in temperature affect 
the wine, causing random aging and 
irreversible degradation of the aromas. 
Cellars that are too humid degrade the 
labels, partially reducing the value of the 
precious bottles. Dry cellars deteriorate 
the corks, allowing air to enter the bottles.

Air conditioning your cellar atmos-
phere is an essential element in preser-
ving the investment that wine represents. 
Friax expertise guarantees the longevity 
of bottles over time.
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Innovation is our DNA: 
“Your Cellar, Everywhere”, we invent 
and reinvent it every day. Like a good 
wine, we get better over time! 

We attach the greatest importance to 
preserving the heritage that each 
vintage represents. This is why we are 
constantly adapting our tools and our 
ranges for better bottle protection.

Friax Industrie, is located at the heart of 
the French Alps, a crossroads for inno-
vation and European exchanges. 

Laser cutting, ATEX charging line, addi-
tive manufacturing laboratory, are 
some of our R&D and production tools 
that allows us to rise to the rank of 
world wine cellar expert. 

FACING THE FUTURE

We believe in a responsible approach in 
the design of our products. Your cellar 
should not have a significant impact on 
climate change.

Friax air conditioners incorporates the 
most modern and energy-efficient 
technologies, as well as refrigerant 
charges that reduces the impact on 
global warming. 

Every detail counts so that the wine 
best expresses its aromas and reveals 
its most beautiful colors !
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The ideal temperature for storing a 
wine is between 12 and 15 ° C. It is 
the sudden changes in temperature 
that pose a risk to the aging of bott-
les.

This is why Friax offers a product 
finish incorporating heating to 
smooth the temperature curves 
between summer and winter.

The humidity should be adjusted 
between 65 and 75%.

An atmosphere that is too dry can 
cause the contents of the bottles 
to flow, letting air in and causing 
the wine to become maderized.

An atmosphere that is too humid
takes off and degrades the labels.

THE WINE PRESERVATION
Whether ready to drink, for an average cellaring of 5 to 10 years, a long 
cellaring of 10 to 20 years or a very long cellaring of more than 20 years, the 
wine requires the greatest of attention for an optimal expression of the 
aromas. Regardless of the vintage or the labels, each bottle represents a 
heritage and know-how to protect.

Wines from organic farming or natural aging without sulphites are even 
more sensitive to the slightest change in the storage atmosphere.

Friax air conditioners adapt the cellar to the specific conditions required 
for the protection and consumption of wines.
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The vibrations harm the wine. Our 
solutions are designed to be 
discreet and not to damage the 
bottles.

Friax air conditioners include a 
double barrier of shock absorbers
on the compressors as well as 
absorbent tubes.

Wines fears the light. It is best to 
use lighting solutions outside the 
UV spectrum so as not to damage 
the aromas.

Neon lights are to be avoided, and 
LEDs must be selected carefully.
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WineSupervisor is the connected wine 
cellar solution that allows you to monitor 
the parameters of your cellar in real time
and be alerted in the event of an anomaly. 

You just need to equip your Friax Industrie 
air conditioner to supervise your cellar 
from all your devices.

In addition to allowing remote control of 
the cellar atmosphere, the recording of 
temperature curves allows traceability of 
bottles conservation.

WineSupervisor

Monitor temperature and 
humidity with live and 

historical data

Receive personalized 
alerts in real time 

Select a suitable 
environment for your 

wines

SUPERVISION, CONTROL, SECURITY: YOUR CELLAR, CONNECTED.

The kit includes:
A WineSupervisor I Modbus version gateway
A power cable

WineSupervisor I
Domotics

WineSupervisor III
Connected Cellar

The kit includes:
A WineSupervisor III gateway
A power cable
RJ45 cable

Compatible with all FRIAX air conditioners

Sends cellar air conditioning information to 
supervision or home automation system from a 
MODBUS table.

Allows to connect Friax cellar air conditioning 
to the internet.

DescriptionCode

KWSP-I WineSupervisor I Kit - Modbus Version 

WineSupervisor III KIT - Connected Version KWSP-III

Functions:
Mapping of connected cellars
Visualization of the operating status of the 
cellars
Display of parameters of Friax air conditioners

Temperature and humidity history
Alarm table
Sending alerts in real time
Setpoint adjustment
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The flexibility of a split system without the constraints of 
a refrigeration installation
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Chill ’loop is a new concept of split wine cellar conditioner based 
on chilled water loop technology with endless customizable 

design options
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WALL MOUNTED H2OX

The wall mounted H2OX Chill‘ loop offers the 
flexibility of a split system without the 
constraints of a refrigeration installation. 

Based on chilled water loop technology, its com-
missioning only requires the connection of a few 
quick connectors to be able to transform any 
isolated room into an ideal wine cellar.

The H2OX water cooler is fixed on the wall to treat 
the air in the cellar.

The wa
flexibili
constra

Based 
missio
quick c
isolate

The H2O
the air 

The Chill ’loop is used to condition a healthy cellar while retaining its humidity to best protect 
the wine and its bottle. With a Vintage finish as standard, it incorporates heating to limit tem-
perature differences between the different seasons and the HGR% humidification system 
intended for modern cellars that are often too dry.
The use of a KLPWSECU kit will facilitate and secure the connection to the water.

This is the simplest solution to take control of your cellar conditioner. With the 
wireless RSF radio frequency remote control, no more distance problem, the 
signal passes through walls. You can control your cellar right up to your kitchen. 
On Vintage models, it displays temperature and humidity.

The modern and clean design of this cellar air conditioner can be personalized so that each 
wine cellar becomes unique. The interchangeable colored front allows endless possibilities. 
The Chill ‘loop H2OX comes standard with a glossy black front.

Vintage Finish

Remote control

Customizable

This is the connected solution. Whatever your environment, Friax offers the solution to 
remain constantly connected to your cellar. Using the KWSP-I kit, you connect to the supervi-
sion of your home through a Modbus protocol. The KWSP-III solution brings all the cellar 
information directly to your tablet or smartphone.

To participate in the effort to protect our planet, Chill ’loop uses the most modern and energy 
efficient ventilation technologies. 
The charge of refrigerant R290 in the refrigeration circuit reduces the impact of the air condi-
tioner on global warming. The heat transfer fluid to condition your cellar is nothing more 
than water.

Sustainable design

WineSupervisor
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Installation, use or maintenance, Chill’ loop 
cellar air conditioners are designed to be acces-
sible to all while maintaining the level of quality 
of Friax products. 
No refrigerant handling to be expected.

Easy of commissioning and use

The connection is made by pulling 
the insulated flexible tubes and the 
electrical connections supplied in 
the various KLCL connection kits. 

Only a cutter is useful for making the 
hydraulic connections. The electrical 
part is done using connectors. 

The chilled water circulation pump is 
supplied with the connection kit. Its 
power varies with the length of the 
kit selected.

A simple addition of a few liters of 
water is necessary to obtain an 
air-conditioned cellar from 8 to 16° C 
depending on the volume, insulation 
and needs.

1. 2.

3. After switching on, just take the wire-
less remote control and start the 
device.

All you have to do is put the two elements, one in the cellar, the other in a frost-free place outside 
the cellar (garage, crawl space, etc...).

WALL MOUNTED H2OX

A Chill’ loop consists of :
    The H2OX water cooler
    The condensing unit
    The KLCL "link + pump" kit

the insulated flexible tubes and the 
electrical connections supplied in 
the various KLCL connection kits.

Only a cutter is useful for making the 
hydraulic connections. The electrical 
part is done using connectors. 

The chilled water circulation pump is 
supplied with the connection kit. Its 
power varies with the length of the 
kit selected.

water is necessary to obtain an 
air-conditioned cellar from 8 to 16° C 
depending on the volume, insulation 
and needs.

After switching on, just take the wire-
less remote control and start the 
device.
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WALL MOUNTED H2OX

Dimensions
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The H2OX must be installed far 
enough from obstacles to allow air 
intake on its periphery.

Quick selection

WARNING 
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar.
WARNING 
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar.
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WALL MOUNTED H2OX

Cooling capacity. 12°C / 35°C ext.

Voltage

Intensity absorbed

Air flow in the cellar

Body color

Fluid

Weight
Couleur carrosserie

Water capacity

W

WHeating capacity

Chill’ loop 50

Chill’ loop 50

H OX 50

1050

800

50Hz 230 V/1+T

A max 3,6

m3/h 440
White / Black

H2O

kg 18
Blanc / Noir

30

H2OX water cooler characteristics

Electrical Specifications

PRICES - Chill' loop H OX 
VINTAGE Product code CL50 H2OX VT

KLCL connection kits consist of:
Two lengths of insulated tube corresponding to the distance between the H2OX and the group.
Electrical connections fitted with connectors to be positioned between the group and the refrigeration unit.
Hydraulic fittings to connect the different elements without tools.
A chilled water pump sized according to the length of the KLCL connection kit.

DescriptionCode
KLCL-4-P1 Chill’ loop connection kits + Pump 1 

Chill’ loop connection kits + Pump 1 

Chill’ loop connection kits + Pump 1 KLCL-8-P1

KLCL-6-P1

+ 4 m Hydraulic and electric connections

+ 6 m Hydraulic and electric connections

+ 8 m Hydraulic and electric connections

KLCL-10-P2 Chill’ loop connection kits + Pump 2

Chill’ loop connection kits + Pump 2KLCL-12-P2

+ 10 m Hydraulic and electric connections

+ 12 m Hydraulic and electric connections

DescriptionCode
KFXJ-OR Gold Mirror color custom front

Cedar Wood color custom frontKFXJ-CEDRE

Contact us for more possibilities

Customization

PRICES - Connection kits 

Description InfosCode

KLPWSECU-XJ Secure connection kit for H20X and MPCJ humidifiers

20m extension kit for humidifier

H20X and MPCJ lift pump kitKPR-XJ

KLPR20

Compatibility

p53

p53

p53

X

XX

X

LED backlight kitKLED-XJ p53 XX

WineSupervisor I Kit - Modbus versionKWSP-I p55 XX

Genesis Vintage

WineSupervisor III Kit - Connected versionKWSP-III p55 XX

Accessories

Body color

Refrigerant
Empty unit weight

Heat rejection

Black

R290
39

1420

H OX 50Condensing unit characteristics

L

kg

W

m3/h 350Unit air flow

Technical characteristics

Lipstick Red color custom frontKFXJ-ROUGE

Wall mounting kitKS2M XX

GREENFREEZE -18°C Anti-freeze Fluid for Chill’ loop - 20lKGRFR-18-20L XX

p54

-            

Description InfosCode

KLPWSECU-XJ Secure connection kit for H20X and MPCJ humidifiers

20m extension kit for humidifier

H20X and MPCJ lift pump kitKPR-XJ

KLPR20

Compatibility

p53

p53

p53

X

XX

X

LED backlight kitKLED-XJ p53 XX

WineSupervisor I Kit - Modbus versionKWSP-I p55 XX

Genesis Vintage

WineSupervisor III Kit - Connected versionKWSP-III p55 XX

Wall mounting kitKS2M XX

GREENFREEZE -18°C Anti-freeze Fluid for Chill’ loop - 20lKGRFR-18-20L XX

p54

-            
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MONOBLOCS

Compact wine cellar air conditioners that incorporate 
all of Friax's know-how
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Window MPCJ

Equipped with the ducted front, the MPC 
monobloc can be installed inside or outside 
the cellar to optimize space.

Ductable MPC

The Monobloc MPCA has been specially 
developed to easily equip custom glass 
wine cabinets and small cellar spaces.

MPCA cabinet

The MPCJ is a monobloc with a refined and 
customizable design to transform the 
atmosphere of the wine cellar.

Friax Monoblocs are easy to install devices. They do not 
necessarily require the intervention of a specialist.

.....................................................p 16

.....................................................p 20

...................................................p 24
The Monobloc MPCA has been specially 
developed to easily equip custom glass 
wine cabinets and small cellar spaces.

MPCA cabinet ...................................................p 24
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The installation of a Monobloc MPCJ for 
the air conditioning of a cellar allows to 
overcome the constraints related to the 
refrigeration connections of a splits 
system thanks to a cross-wall installation
(“window”). Controlled by their wireless 
remote control, the Genesis Plus and 
Vintage finish perfectly control the tempe-
rature and humidity of your cellar.

The modern and clean design of this wine 
cellar air conditioner can be personalized
so that each cellar becomes unique.

WINDOW MPCJ
M

O
N

O
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O
CS

 

The Genesis Plus finish helps maintain a healthy cellar with air conditioning and heating regu-
lation to limit temperature differences between seasons and best protect the wine. The 
Vintage version also incorporates the HGR% humidification system. It allows humidity to be 
raised without adding heat and does not require demineralized water or softeners. 
The use of a KLPWSECU kit will facilitate and secure the connection to the water.

The modern and clean design of this cellar air conditioner can be personalized so that each 
wine cellar becomes unique. The interchangeable colored front allows endless possibilities. 
The MPCJ comes standard with a glossy black front.

Genesis Plus or Vintage finish

Customizable

To participate in the effort to protect our planet, the MPCJ range uses the most modern and 
energy efficient ventilation technologies. The charge of refrigerant R290 in the refrigeration 
circuit reduces the impact of the air conditioner on global warming.

Sustainable design

This is the simplest solution to take control of your cellar conditioner. With the 
wireless radio frequency remote control, no more distance problem, the signal 
passes through walls. You can control your cellar right up to your kitchen. On 
Vintage models, it displays temperature and humidity.

Remote control

This is the connected solution. Whatever your environment, Friax offers the solution to 
remain constantly connected to your cellar. Using the KWSP-I kit, you connect to the supervi-
sion of your home through a Modbus protocol. The KWSP-III solution brings all the cellar 
information directly to your tablet or smartphone.

WineSupervisor

The installation of a Monobloc MPCJ for
the air conditioning of a cellar allows to
overcome the constraints related to the
refrigeration connections of a splits
system thanks to a cross-wall installation
(“window”). Controlled by their wireless
remote control, the Genesis Plus and
Vintage finish perfectly control the tempe-
rature and humidity of your cellar.

The modern and clean design of this wine
cellar air conditioner can be personalized
so that each cellar becomes unique.

WINDOW MPCJ

The Genesis Plus finish helps maintain a healthy cellar with air conditioning and heating regu-
lation to limit temperature differences between seasons and best protect the wine. The 
Vintage version also incorporates the HGR% humidification system. It allows humidity to be 
raised without adding heat and does not require demineralized water or softeners. 
The use of a KLPWSECU kit will facilitate and secure the connection to the water.

The modern and clean design of this cellar air conditioner can be personalized so that each 
wine cellar becomes unique. The interchangeable colored front allows endless possibilities. 
The MPCJ comes standard with a glossy black front.

Genesis Plus or Vintage finish

Customizable

To participate in the effort to protect our planet, the MPCJ range uses the most modern and 
energy efficient ventilation technologies. The charge of refrigerant R290 in the refrigeration 
circuit reduces the impact of the air conditioner on global warming.

Sustainable design

This is the simplest solution to take control of your cellar conditioner. With the 
wireless radio frequency remote control, no more distance problem, the signal 
passes through walls. You can control your cellar right up to your kitchen. On 
Vintage models, it displays temperature and humidity.

Remote control

This is the connected solution. Whatever your environment, Friax offers the solution to 
remain constantly connected to your cellar. Using the KWSP-I kit, you connect to the supervi-
sion of your home through a Modbus protocol. The KWSP-III solution brings all the cellar 
information directly to your tablet or smartphone.

Wine pSupervisor
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Installation, use or maintenance, 
MPCJ monoblocs are designed to 
be simple. Technical access is faci-
litated by quick dismantling.

Friax Industrie expertise guarantees 
that your wines will be well kept!

WINDOW MPCJ
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Easy to use

Installation, use or maintenance, 
MPCJ monoblocs are designed to 
be simple. Technical access is faci-
litated by quick dismantling.

Friax Industrie expertise guarantees 
that your wines will be well kept!

WINDOW MPCJ

Easy to use
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Mounting through the wall
Cellar side white ABS body
Customizable front
Black epoxy paint body
Condensate drain
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power cord
Variable speed EC low consumption fans
KPC Condensing pressure control
RC Heating belt on compressor (Winter Kit) with 
energy saving program
RSF white wireless remote control
Display of the temperature and the various func-
tions of the device
KCH integrated heating function
Wall mounting frame
R290 fluid

Genesis Plus 
Cooling - Heating

Vintage
Cooling – Heating – Humidification

TRAVERSANT MPCJ - Description
M

O
N

O
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O
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Mounting through the wall
Cellar side white ABS body
Customizable front
Black epoxy paint body
Condensate drain
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power cord
Variable speed EC low consumption fans
KPC Condensing pressure control
RC Heating belt on compressor (Winter Kit) with 
energy saving program
RSF white wireless remote control
Display of temperature, humidity, and various 
functions of the device
KCH integrated heating function
KHGR% Integrated humidifier
Wall mounting frame
R290 fluid

50
0

547405

Dimensions 

407 INT

471 EXT 100

47
1 

EX
T

MPCJ Wall mounting frame

376

50
0
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Mounting through the wall
Cellar side white ABS body
Customizable front
Black epoxy paint body
Condensate drain
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power cord
Variable speed EC low consumption fans
KPC Condensing pressure control
RC Heating belt on compressor (Winter Kit) with 
energy saving program
RSF white wireless remote control
Display of the temperature and the various func-
tions of the device
KCH integrated heating function
Wall mounting frame
R290 fluid

Genesis Plus 
Cooling - Heating

Vintage
Cooling – Heating – Humidification

TRAVERSANT MPCJ - Description

Mounting through the wall
Cellar side white ABS body
Customizable front
Black epoxy paint body
Condensate drain
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power cord
Variable speed EC low consumption fans
KPC Condensing pressure control
RC Heating belt on compressor (Winter Kit) with
energy saving program
RSF white wireless remote control
Display of temperature, humidity, and various
functions of the device
KCH integrated heating function
KHGR% Integrated humidifier
Wall mounting frame
R290 fluid

50
0

547405

Dimensions

407 INT

471 EXT 100

47
1

EX
T

MPCJ Wall mounting frame

376

50
0
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Bonne Isolation*

Isolation Moyenne

Non Isolée

H2OX* Isolation murs et plafond
   entre 60 et 80 mm de Polyuréthane

12°C
35°C ext.

WINDOW MPCJ 
M

O
N

O
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O
CS

 

Cooling capacity 12°C / 32°C ext.

Voltage

Max cooling Intensity absorbed

Air flow in the cellar

Sound pressure level at 5m

Net weight

Body color
Refrigerant

W

WHeating capacity

MPCJ 30

MPCJ 30

780

800

50Hz 230 V/1+T

A 4

m3/h 452
db -

kg -

White / Black
R290

PRICES - Monobloc MPCJ
GENESIS PLUS Product code MPCJ30 GN PLUS

Max heating Intensity absorbed A 3.9

48

48

1100

800

230 V/1+T

4.7

442
-

-

White / Black
R290

MPCJ48 GN PLUS

3.9

VINTAGE Product code MPCJ30 VT MPCJ48 VT

DescriptionCode
KFXJ-OR Gold Mirror color custom front

Cedar Wood color custom frontKFXJ-CEDRE

Contact us for more possibilities

Customization

Accessories

Quick selection

Technical characteristics

Description InfosCode

KLPWSECU-XJ Secure connection kit for H20X and MPCJ humidifiers

20m extension kit for humidifier

H20X and MPCJ lift pump kitKPR-XJ

KLPR20

Compatibility

p53

p53

p53

X

XX

X

LED backlight kitKLED-XJ p53 XX

WineSupervisor I - Kit Modbus versionKWSP-I p55 XX

Genesis Vintage

WineSupervisor III - Kit Connected versionKWSP-III p55 XX

WARNING 
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar.

Lipstick Red color custom frontKFXJ-ROUGE

WINDOW MPCJ 

Cooling capacity 12°C / 32°C ext.

Voltage

Max cooling Intensity absorbed

Air flow in the cellar

Sound pressure level at 5m

Net weight

Body color
Refrigerant

W

WHeating capacity

MPCJ 30

MPCJ 30

780

800

50Hz 230 V/1+T

A 4

m3/h 452
db -

kg -

White / Black
R290

PRICES - Monobloc MPCJ
GENESIS PLUS Product code MPCJ30 GN PLUS

Max heating Intensity absorbed A 3.9

48

48

1100

800

230 V/1+T

4.7

442
-

-

White / Black
R290

MPCJ48 GN PLUS

3.9

VINTAGE Product code MPCJ30 VT MPCJ48 VT

DescriptionCode
KFXJ-OR Gold Mirror color custom front

Cedar Wood color custom frontKFXJ-CEDRE

Contact us for more possibilities

Customization

Accessories

Quick selection

Technical characteristics

20m extension kit for humidifier

H20X and MPCJ lift pump kitKPR-XJ

Description InfosCode

KLPWSECU-XJ Secure connection kit for H20X and MPCJ humidifiers

KLPR20

Compatibility

p53

p53

p53

X

XX

X

LED backlight kitKLED-XJ p53 XX

WineSupervisor I - Kit Modbus versionKWSP-I p55 XX

Genesis Vintage

WineSupervisor III - Kit Connected versionKWSP-III p55 XX

WARNING 
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar.

Lipstick Red color custom frontKFXJ-ROUGE
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The installation of a MPC Monobloc
for air conditioning a cellar overcomes 
the constraints related to the refrige-
ration connections of the split 
systems.

DUCTABLE MPC

The Genesis Plus finish helps maintain a healthy cellar with air conditioning and 
heating regulation to limit temperature differences between seasons and best 
protect the wine. The Vintage version also incorporates the HGR% humidification 
system. It allows humidity to be raised without adding heat and does not require 
demineralized water or softeners. 
The use of a KLPWSECU kit facilitates and secures the connection to water.

Genesis Plus or Vintage finish

Remote control
This is the simplest solution to take control of your cellar 
conditioner. With the wireless radio frequency remote control, 
no more distance problem, the signal passes through walls. 
You can control your cellar right up to your kitchen. On 
Vintage models, it displays temperature and humidity.

This is the connected solution. Whatever your environment, 
Friax offers the solution to remain constantly connected to 
your cellar. Using the KWSP-I kit, you connect to the supervi-
sion of your home through a Modbus protocol. The KWSP-III 
solution brings all the cellar information directly to your tablet 
or smartphone.

WineSupervisor

MPC + KFG

MPC Monoblocs multiplies the instal-
lations solutions during assembly. 
Available in several sizes, they can be 
positioned through the wall, inside or 
outside the space to be air-conditioned 
with the use of a KFG kit.

The installation of a MPC Monobloc
for air conditioning a cellar overcomes 
the constraints related to the refrige-
ration connections of the split
systems.

DUCTABLE MPC

The Genesis Plus finish helps maintain a healthy cellar with air conditioning and 
heating regulation to limit temperature differences between seasons and best 
protect the wine. The Vintage version also incorporates the HGR% humidification
system. It allows humidity to be raised without adding heat and does not require 
demineralized water or softeners. 
The use of a KLPWSECU kit facilitates and secures the connection to water.

Genesis Plus or Vintage finish

Remote control
This is the simplest solution to take control of your cellar 
conditioner. With the wireless radio frequency remote control, 
no more distance problem, the signal passes through walls. 
You can control your cellar right up to your kitchen. On 
Vintage models, it displays temperature and humidity.

This is the connected solution. Whatever your environment, 
Friax offers the solution to remain constantly connected to 
your cellar. Using the KWSP-I kit, you connect to the supervi-
sion of your home through a Modbus protocol. The KWSP-III 
solution brings all the cellar information directly to your tablet 
or smartphone.

Wine pSupervisor

MPC + KFG

MPC Monoblocs multiplies the instal-
lations solutions during assembly. 
Available in several sizes, they can be 
positioned through the wall, inside or 
outside the space to be air-conditioned 
with the use of a KFG kit.
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The MPC can be pushed through walls ranging from 70 to 600 mm in 
thickness. The insulation of its body allows to have the conditioners com-
pletely IN or OUT of the cellar.

Those units can be equipped with KFG30-48 ducting fronts allowing
for many installation solutions.

DUCTABLE MPC

Ductable solutions

Mounting IN

Window solution

Installation Possibilities 
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MPC 30 MPC 48

Ø200 glass wool 
insulated flexible duct 
(KGS200) or
ø180 Semi-rigid 
polyethylene duct 
(KGR180)

ø160 Semi-rigid 
polyethylene duct  
(KGR160)

Ø160 glass wool 
insulated flexible duct
(KGS160)

Using the following tables, determine the ducts diameter to be used to connect the MPC in IN or OUT 
assembly. Prefer large diameter ducts to reduce noise emissions and shorter lengths to limit heat 
exchange with the surrounding environment.

Which ducts for MPC?

The MPC can be pushed through walls ranging from 70 to 600 mm in
thickness. The insulation of its body allows to have the conditioners com-
pletely IN or OUT of the cellar.

Those units can be equipped with KFG30-48 ducting fronts allowing
for many installation solutions.

DUCTABLE MPC

Ductable solutions

Mounting IN

Window solution

nstallation Possibilities
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MPC 30 MPC 48

Ø200 glass wool
insulated flexible duct
(KGS200) or
ø180 Semi-rigid 
polyethylene duct
(KGR180)
p y yp y y

ø160 Semi-rigid 
polyethylene duct  
(KGR160)
p y yp y y

Ø160 glass wool 
insulated flexible duct
(KGS160)

Using the following tables, determine the ducts diameter to be used to connect the MPC in IN or OUT 
assembly. Prefer large diameter ducts to reduce noise emissions and shorter lengths to limit heat 
exchange with the surrounding environment.

Which ducts for MPC?
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Mounting through the wall
Black epoxy paint body
Aluminum fronts bronze color
Condensate drain on the front
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power cord with power switch
Variable speed EC low consumption fans
KPC Condensing pressure control
RC Heating belt on compressor (Winter Kit) with 
energy saving program
RSF wireless remote control
Display of the temperature and the various 
functions of the device
KCH integrated heating function
R134A fluid

Genesis Plus 
Cooling - Heating

Mounting through the wall
Black epoxy paint body
Aluminum fronts bronze color
Condensate drain on the front
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power cord with power switch
Variable speed EC low consumption fans
KPC Condensing pressure control
RC Heating belt on compressor (Winter Kit) with 
energy saving program
RSF wireless remote control
Display of the temperature and the various 
functions of the device
KCH integrated heating function
KHGR% Integrated humidifier
R134A fluid

Vintage
Cooling – Heating - Humidification

Dimensions

MPC Monoblocs 30 and 48 for wall mounting

Outside Cellar

628

Inside Cellar

449

480

904 

MPC Monoblocs 30 and MPC 48, ducted IN application with KFG30-48 front panel 

500 

470 

293 

892 

500 

MPC Monoblocs 30 and MPC 48, ducted OUT application with KFG30-48 front panel 

DUCTABLE MPC

Mounting through the wall
Black epoxy paint body
Aluminum fronts bronze color
Condensate drain on the front
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power cord with power switch
Variable speed EC low consumption fans
KPC Condensing pressure control
RC Heating belt on compressor (Winter Kit) with 
energy saving program
RSF wireless remote control
Display of the temperature and the various 
functions of the device
KCH integrated heating function
R134A fluid

Genesis Plus 
Cooling - Heating

Mounting through the wall
Black epoxy paint body
Aluminum fronts bronze color
Condensate drain on the front
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power cord with power switch
Variable speed EC low consumption fans
KPC Condensing pressure control
RC Heating belt on compressor (Winter Kit) with 
energy saving program
RSF wireless remote control
Display of the temperature and the various 
functions of the device
KCH integrated heating function
KHGR% Integrated humidifier
R134A fluid

Vintage
Cooling – Heating - Humidification

Dimensions

MPC Monoblocs 30 and 48 for wall mounting

Outside Cellar

628

Inside Cellar

449

480

904 

MPC Monoblocs 30 and MPC 48, ducted IN application with KFG30-48 front panel 

500

470 

293

892 

500 

MPC Monoblocs 30 and MPC 48, ducted OUT application with KFG30-48 front panel
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Cooling capacity 12°C / 32°C ext.  

Voltage

Max cooling Intensity absorbed

Air flow in the cellar

Sound pressure level at 5m

Condensing unit air flow

Net weight

Body color

Refrigerant

W

WHeating capacity

MPC 30 48

MPC 30 48

MPC 30 48

780 1100

800 800

50Hz 230V/1+T 230V/1+T

A max 4 5

m3/h 310 365

db 41 41

m3/h 405 510

kg 45 49

Bronze Bronze

R134A R134A

DUCTABLE MPC 

PRICES - Monobloc MPC
GENESIS PLUS MPC30 GENESIS PLUS

VINTAGE

Product code MPC48 GENESIS PLUS

Product code MPC30 VINTAGE MPC48 VINTAGE

Description InfosCode

KLPWSECU Secure connection kit for humidifier

20m extension kit for humidifier

Lift pump kitKPR

KLPR20

Compatibility

p53

p53

p53

X

XX

X

WineSupervisor I - Kit Modbus versionKWSP-I p55 XX

WineSupervisor III - Kit Connected versionKWSP-III p55 XX

Genesis Vintage

Accessories

Quick selection

Max heating Intensity absorbed A max 4.4 4.4

Technical characteristics

WARNING 
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar.

Ductable Front Kit for MPCKFG30-48 p54 XX

Wall Mounting KitKS2M p54 XX

Cooling capacity 12°C / 32°C ext.  

Voltage

Max cooling Intensity absorbed

Air flow in the cellar

Sound pressure level at 5m

Condensing unit air flow

Net weight

Body color

Refrigerant

W

WHeating capacity

MPC 30 48

MPC 30 48

MPC 30 48

780 1100

800 800

50Hz 230V/1+T 230V/1+T

A max 4 5

m3/h 310 365

db 41 41

m3/h 405 510

kg 45 49

Bronze Bronze

R134A R134A

DUCTABLE MPC 

Accessories

Quick selection

Max heating Intensity absorbed A max 4.4 4.4

Technical characteristics

Description InfosCode

KLPWSECU Secure connection kit for humidifier

20m extension kit for humidifier

Lift pump kitKPR

KLPR20

Compatibility

p53

p53

p53

X

XX

X

WineSupervisor I - Kit Modbus versionKWSP-I p55 XX

WineSupervisor III - Kit Connected versionKWSP-III p55 XX

Genesis Vintage

PRICES - Monobloc MPC
GENESIS PLUS MPC30 GENESIS PLUS

VINTAGE

Product code MPC48 GENESIS PLUS

Product code MPC30 VINTAGE MPC48 VINTAGE

WARNING 
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar.

Ductable Front Kit for MPCKFG30-48 p54 XX

Wall Mounting KitKS2M p54 XX
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The integration capability of the MPCA range 
gives you the freedom to create your very 
own custom cellar. You can display your 
wines in a single or multi-temperature cabi-
net at controlled humidity and this in abso-
lute silence ...

CABINET MPCA

This is the ideal solution for cellars that are too hot. Air conditioning brings the 
atmosphere back to the optimum storage temperature. For rooms that are neither 
too humid nor too dry, the humidity is stabilized in the correct range using the Cold 
Water Recycling (CWR) process. 

This is the simplest solution to take control of your cellar 
conditioner. With the wireless radio frequency remote 
control, no more distance problem, the signal passes 
through walls. You can control your cellar right up to your 
kitchen. On Vintage models, it displays temperature and 
humidity.

Genesis Finish

Remote control

INTEGRATED monobloc for wine cabinet

This is the all-inclusive solution. On the MPCA range it insures the air conditioning 
and humidification of the cellar. Optimized for cellars that are too dry, these models 
are equipped with the HGR% system. It allows humidity to be raised without adding 
heat and does not require demineralized water or softeners. 
The use of a KLPWSECU kit will facilitate and secure the connection to water.

Vintage Finish

This is the connected solution. Whatever your environment, Friax offers the solution to 
remain constantly connected to your cellar. Using the KWSP-I kit, you connect to the 
supervision of your home through a Modbus protocol. The KWSP-III solution brings all 
the cellar information directly to your tablet or smartphone.

WineSupervisor

The integration capability of the MPCA range 
gives you the freedom to create your very 
own custom cellar. You can display your 
wines in a single or multi-temperature cabi-
net at controlled humidity and this in abso-
lute silence ...

CABINET MPCA

This is the ideal solution for cellars that are too hot. Air conditioning brings the 
atmosphere back to the optimum storage temperature. For rooms that are neither 
too humid nor too dry, the humidity is stabilized in the correct range using the Cold 
Water Recycling (CWR) process.

This is the simplest solution to take control of your cellar 
conditioner. With the wireless radio frequency remote 
control, no more distance problem, the signal passes 
through walls. You can control your cellar right up to your 
kitchen. On Vintage models, it displays temperature and 
humidity.

Genesis Finish

Remote control

INTEGRATED monobloc for wine cabinet

This is the all-inclusive solution. On the MPCA range it insures the air conditioning
and humidification of the cellar. Optimized for cellars that are too dry, these models
are equipped with the HGR% system. It allows humidity to be raised without adding
heat and does not require demineralized water or softeners. 
The use of a KLPWSECU kit will facilitate and secure the connection to water.

Vintage Finish

This is the connected solution. Whatever your environment, Friax offers the solution to 
remain constantly connected to your cellar. Using the KWSP-I kit, you connect to the 
supervision of your home through a Modbus protocol. The KWSP-III solution brings all 
the cellar information directly to your tablet or smartphone.

Wine pSupervisor
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CABINET MPCA - Installation Possibilities 

AIR BLOWING UP 
Used for cabinets standing against a wall. The air conditioning is forced behind the bottle holders to gently 
stir the atmosphere in the cellar. The ventilation of the condensing unit is done by sucking in the air from the 
underside of the cabinet and exhausting it from the rear side against the wall.

AIR BLOWING DOWN
For showcases cabinet positioned as an island or as a separation of two spaces with 2, 3 or 4 glass sides. 
The air conditioning is forced behind the bottle storage and is then sucked in through the front of the mono-
bloc. The ventilation of the condensing unit is done by sucking the air from the underside of the cabinet. The 
hot air is exhausted downwards in the opposite direction opposite (requires adjustment).

For all models the cabinet lighting can be operated by the air conditioner wireless remote control. All CC 
models are equipped with a double condensate evaporation system. Connection to a drain is still possible.

The MPCA 2T is placed in the coldest zone. The KBT2 ventilation kit connected to the 2nd MPCA regulator 
ensures the circulation of air from the coldest zone to the hottest zone.

2 TEMPERATURE VERSION
The MPCA makes it possible to combine in the same cabinet a white wines and Champagnes (+ 6 ° C) 
section, as well as a section for the service of red wines (+ 16 ° C) or a conservation section (+ 12 ° C) for 
all wines.

CABINET MPCA - Installation Possibilities 

AIR BLOWING UP 
Used for cabinets standing against a wall. The air conditioning is forced behind the bottle holders to gently 
stir the atmosphere in the cellar. The ventilation of the condensing unit is done by sucking in the air from the 
underside of the cabinet and exhausting it from the rear side against the wall.

AIR BLOWING DOWN
For showcases cabinet positioned as an island or as a separation of two spaces with 2, 3 or 4 glass sides. 
The air conditioning is forced behind the bottle storage and is then sucked in through the front of the mono-
bloc. The ventilation of the condensing unit is done by sucking the air from the underside of the cabinet. The 
hot air is exhausted downwards in the opposite direction opposite (requires adjustment).

For all models the cabinet lighting can be operated by the air conditioner wireless remote control. All CC 
models are equipped with a double condensate evaporation system. Connection to a drain is still possible.

The MPCA 2T is placed in the coldest zone. The KBT2 ventilation kit connected to the 2nd MPCA regulator
ensures the circulation of air from the coldest zone to the hottest zone.

2 TEMPERATURE VERSION
The MPCA makes it possible to combine in the same cabinet a white wines and Champagnes (+ 6 ° C) 
section, as well as a section for the service of red wines (+ 16 ° C) or a conservation section (+ 12 ° C) for 
all wines.
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CABINET MPCA - Description
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Installation through the wall / cabinet
Black epoxy paint body
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power switch
Variable speed EC low consumption fans
KPC Condensing pressure control
RSF wireless remote control
Display of the temperature and the various func-
tions of the device
CC condensate drain (hot + electric)
R290 fluid

Genesis 
Cooling only

Installation through the wall / cabinet
Black epoxy paint body
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power switch
Variable speed EC low consumption fans
KPC Condensing pressure control
RSF wireless remote control
Display of the temperature and the various func-
tions of the device
KHGR% Integrated humidifier
CC condensate drain (hot + electric)
R290 fluid

Vintage
Cooling - Humidification

MPCA Monobloc 20 and 30 AIR BLOWING UP MPCA Monobloc 20 and 30 AIR BLOWING DOWN

Dimensions

40
0 

26
0

46
7 

KRH-MPCA20-Uou
KRH-MPCA30-U

 4
67

 
40

0 

A

MPCA 20 MPCA 30

578 719

Custom cellar spaces

Installation of an air-conditioned cellar space in a living room or leisure 
room becomes relatively simple with the MPCA. Autonomous, it sits in the 
room and plugs into a power outlet.
No other connection required for Genesis models. The KRH riser kit elimi-
nates the need for a plinth by raising the MPCA to facilitate air circulation 
under the group. Without noise, in a perfectly controlled atmosphere, your 
wines will be sheltered for a long time.

The device is easily 
positioned under a staircase 
converted into a wine cellar.

80

CABINET MPCA - Description

Installation through the wall / cabinet
Black epoxy paint body
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power switch
Variable speed EC low consumption fans
KPC Condensing pressure control
RSF wireless remote control
Display of the temperature and the various func-
tions of the device
CC condensate drain (hot + electric)
R290 fluid

Genesis 
Cooling only

Installation through the wall / cabinet
Black epoxy paint body
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power switch
Variable speed EC low consumption fans
KPC Condensing pressure control
RSF wireless remote control
Display of the temperature and the various func-
tions of the device
KHGR% Integrated humidifier
CC condensate drain (hot + electric)
R290 fluid

Vintage
Cooling - Humidification

MPCA Monobloc 20 and 30 AIR BLOWING UP MPCA Monobloc 20 and 30 AIR BLOWING DO

DimensionsDimensions
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578 719

Custom cellar space

Installation of an air-conditioned cellar space in a living room or le
room becomes relatively simple with the MPCA. Autonomous, it sits 
room and plugs into a power outlet.
No other connection required for Genesis models. The KRH riser kit 
nates the need for a plinth by raising the MPCA to facilitate air circu
under the group. Without noise, in a perfectly controlled atmosphere
wines will be sheltered for a long time.

The device is easily 
positioned under a stairca
converted into a wine cella

80

26
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Cooling capacity +6°C / +12°C | 28°C ext

Voltage

Intensity absorbed

Air flow in the cellar

External environment temperature

Outlet Air flow

Net weight

Body color

Refrigerant

W

°CTemperature setting

MPCA 20 30

MPCA 20 30

MPCA 20 30

460/680 620/800

6 -16 6 -16

50Hz 230V/1+T 230V/1+T

A max 5 5.8

m3/h 210 240

C° 28 28

m3/h 250 320

kg 45 47

Black Black

R290 R290

PRICES - Monobloc MPCA AIR BLOWING UP   
GENESIS 

GENESIS 2 temp. version

Product code MPCA20 CC GN U MPCA30 CC GN U

Product code MPCA20 CC GN U 2T MPCA30 CC GN U 2T

VINTAGE

VINTAGE 2 temp. version

Product code MPCA20 CC VT U MPCA30 CC VT U

Product code MPCA20 CC VT U 2T MPCA30 CC VT U 2T

PRICES - Monobloc MPCA AIR BLOWING DOWN   
GENESIS 

GENESIS 2 temp. version

Product code MPCA20 CC GN D MPCA30 CC GN D

Product code MPCA20 CC GN D 2T MPCA30 CC GN D 2T

VINTAGE

VINTAGE 2 temp. version

Product code MPCA20 CC VT D MPCA30 CC VT D

Product code MPCA20 CC VT D 2T MPCA30 CC VT D 2T

Description InfosCode

KLPWSECU Secure connection kit for humidifier

20m extension kit for humidifier

MPCA Bi-Temperature ventilation kitKB2T

KLPR20

Compatibility

p53

p53

p54

X

XX

X

MPCA 20 UP extension kit for rear air intakeKRH-MPCA20-U p54 XX

MPCA 30 UP extension kit for rear air intakeKRH-MPCA30-U p54 XX

Genesis Vintage

WineSupervisor I Kit - Modbus versionKWSP-I p55 XX

WineSupervisor III - Kit Connected versionKWSP-III p55 XX

Accessories

ABS Duct 90° Horizontal Bend (60x200)PR60010256 p55 XX

ABS Duct 1m length (60x200)PR60010257 p55 XX

ABS Duct Flange (60x200)PR60010261 XX

ABS Duct 90° Vertical Bend (60x200)PR60010263 p55 XX

p55

2 x 800 mm doors
4 glass sides

3 x 800 mm doors
3 glass sides

3 x 800 mm doors
1 glass sides
2 temperatures

2 x 600 mm  doors
3 glass sides
2 temperatures

3 x 600 mm doors
3 glass sides

2 x 600 mm doors
4 glass sides

M
PC

A 
20

M
PC

A 
30

Custom cabinet configurations

+12°C

+6°C +12°C +12°C+6°C

Technical characteristics
CABINET MPCA

Cooling capacity +6°C / +12°C | 28°C ext

Voltage

Intensity absorbed

Air flow in the cellar

External environment temperature

Outlet Air flow

Net weight

Body color

Refrigerant

W

°CTemperature setting

MPCA 20 30

MPCA 20 30

MPCA 20 30

460/680 620/800

6 -16 6 -16

50Hz 230V/1+T 230V/1+T

A max 5 5.8

m3/h 210 240

C° 28 28

m3/h 250 320

kg 45 47

Black Black

R290 R290

Accessories

2 x 800 mm doors
4 glass sides

3 x 800 mm doors
3 glass sides

3 x 800 mm doors
1 glass sides
2 temperatures

2 x 600 mm  doors
3 glass sides
2 temperatures

3 x 600 mm doors
3 glass sides

2 x 600 mm doors
4 glass sides

M
PC

A 
20

M
PC

A 
30

Custom cabinet configurations

C

+66°°C°°° +12°C

PRICES - Monobloc MPCA AIR BLOWING UP  
GENESIS

GENESIS 2 temp. version

Product code MPCA20 CC GN U MPCA30 CC GN U

Product code MPCA20 CC GN U 2T MPCA30 CC GN U 2T

VINTAGE

VINTAGE 2 temp. version

Product code MPCA20 CC VT U MPCA30 CC VT U

Product code MPCA20 CC VT U 2T MPCA30 CC VT U 2T

PRICES - Monobloc MPCA AIR BLOWING DOWN   
GENESIS

GENESIS 2 temp. version

Product code MPCA20 CC GN D MPCA30 CC GN D

Product code MPCA20 CC GN D 2T MPCA30 CC GN D 2T

VINTAGE

VINTAGE 2 temp. version

Product code MPCA20 CC VT D MPCA30 CC VT D

Product code MPCA20 CC VT D 2T MPCA30 CC VT D 2T

2°C2+1222+6°C

Technical characteristics

Description InfosCode

KLPWSECU Secure connection kit for humidifier

20m extension kit for humidifier

MPCA Bi-Temperature ventilation kitKB2T

KLPR20

Compatibility

p53

p53

p54

X

XX

X

MPCA 20 UP extension kit for rear air intakeKRH-MPCA20-U p54 XX

MPCA 30 UP extension kit for rear air intakeKRH-MPCA30-U p54 XX

Genesis Vintage

WineSupervisor I Kit - Modbus versionKWSP-I p55 XX

WineSupervisor III - Kit Connected versionKWSP-III p55 XX

ABS Duct 90° Horizontal Bend (60x200)PR60010256 p55 XX

ABS Duct 1m length (60x200)PR60010257 p55 XX

ABS Duct Flange (60x200)PR60010261 XX

ABS Duct 90° Vertical Bend (60x200)PR60010263 p55 XX

p55
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Devices to perfectly fit 
all cellar architectures

SPLITS SYSTEM

28

Devices to perfectly fit
all cellar architectures
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Different characteristics depending on the 
model.

Condensing units

The EVPL ceiling mounted split system covers a 
wide range of use with 2 finishes and 6 available 
sizes.

Ceiling mounted EVPL 

The configuration of the EVG / EVI splits system 
allows them to be completely hidden from view 
so that only the bottles are visible.

Ductable EVG / EVI

The EVA split system let you express your creati-
vity by easily integrating into any custom cabinet 
you could imagine.

Cabinet EVA 

A condensing unit, the design and dimensions of which may vary depending on the 
powers and the chosen condensing mode (air or water).
One or more evaporators adapted to each location geometry.
An integrated regulation depending on the model selected.
A wireless remote control.

......................................................p 30

........................................p 38

...............................................p 42

................................................................p 46

The EVX wall mounted split system fits easily 
into your cellar decor.

Wall mounted EVX ...................................................p 34

The Friax splits system consist of:

29

Different characteristics depending on the 
model.

Condensing units

The EVPL ceiling mounted split system covers a 
wide range of use with 2 finishes and 6 available 
sizes.

Ceiling mounted EVPL

The configuration of the EVG / EVI splits system 
allows them to be completely hidden from view 
so that only the bottles are visible.

Ductable EVG / EVI

The EVA split system let you express your creati-
vity by easily integrating into any custom cabinet 
you could imagine.

Cabinet EVA 

A condensing unit, the design and dimensions of which may vary depending on the 
powers and the chosen condensing mode (air or water).
One or more evaporators adapted to each location geometry.
An integrated regulation depending on the model selected.
A wireless remote control.
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The EVX wall mounted split system fits easily
into your cellar decor.
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Air-cooled condensing units GCG 30 to 48
The GCG units of splits 30 to 48 consist of a 
micro-channel coil, an electronically com-
mutated centrifugal ventilation (EC) 
controlled by a KPC condensing pressure 
regulation allowing to optimize the opera-
tion of the refrigeration system in summer 
and winter.
The units are equipped with a tank and 
liquid line with dehydrator and sight glass. 
Flare valves with schraeder are provided for 
connection and commissioning. The units 
are preloaded with fluid.
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The condensing units of the Friax splits system are available in 3 different versions 
depending on the size and use.
GCG units for air-cooled splits from size 30 to 48. 
Possibility of ducted group with the KFG-GCG kit.
GC units for air-cooled splits from size 82 to 230.
W units for water-cooled splits from size 30 to 230.

Condensing Units

The compressor is fitted with an RC regu-
lated crankcase heater to ensure its protec-
tion when the split is working in heating 
mode. The connection is made on a water-
proof electrical box.
The wall bracket and anti-vibration mounts 
are included.

GCG unit + KFG-GCG kit

Air-cooled condensing units GCG 30 to 48
The GCG units of splits 30 to 48 consist of a
micro-channel coil, an electronically com-
mutated centrifugal ventilation (EC) 
controlled by a KPC condensing pressure
regulation allowing to optimize the opera-
tion of the refrigeration system in summer 
and winter.
The units are equipped with a tank and 
liquid line with dehydrator and sight glass. 
Flare valves with schraeder are provided for 
connection and commissioning. The units 
are preloaded with fluid.

The condensing units of the Friax splits system are available in 3 different versions 
depending on the size and use.
GCG units for air-cooled splits from size 30 to 48.
Possibility of ducted group with the KFG-GCG kit.
GC units for air-cooled splits from size 82 to 230.
W units for water-cooled splits from size 30 to 230.

Condensing Units

The compressor is fitted with an RC regu-
lated crankcase heater to ensure its protec-
tion when the split is working in heating
mode. The connection is made on a water-
proof electrical box.
The wall bracket and anti-vibration mounts 
are included.

GCG unit + KFG-GCG kit
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KFG-GCG

Friax units are delivered with anti-vibration mounts and a support for installation on a 
wall or partition.
A Low Sound Level BNS Kit can be supplied to reduce the sound level of the unit. For 
installations inside a technical room, size groups 30 and 48 can be sheathed with the 
KFG-GCG front kit and some accessories (see splits price list).

ø160 Semi-rigid polyethylene 
duct  (KGR160) 

Ø160 glass wool insulated 
flexible duct(KGS160)

Ø200 glass wool insulated 
flexible duct (KGS200) or
ø180 Semi-rigid polyethylene 
duct (KGR180) 

Duct length (Supply + return)

Be
nd

s 
am

ou
nt

Duct length (Supply + return)

Be
nd

s 
am

ou
nt

0       2        4        6       8      10     12     14     16

1

2

3

4

5

6

7

8

0       2        4        6       8      10     12     14     16

1

2

3

4

5

6

7

8

SPC 30 and 48

Duct selection tables for use with the KFG-GCG kit

Select the type of duct to be used for ducting SPC 30 and 48 units. The color at the point 
of intersection between the number of bends and the total length of the ducting deter-
mines the type of duct to be used.

Technical characteristics

Cooling capacity
Voltage
Intensity absorbed
Air flow
Sound pressure level at 5m without BNS
Sound pressure level at 5m with BNS
Suction gas connection (Flare)
Liquid gas connection (Flare)

W
SPC

780 1100
50Hz

A 

230 V/1+T 

3.3
230 V/1+T 

4.2
m3/h 225

Net weight
Body color

Refrigerant

db 40 44
db 37 41
Φ 3/8″ 3/8″ 
Φ 1/4″ 1/4″ 
Kg 36 38

RAL7035 RAL7035 
R134A R134A 

4830GCG 30-48 units   

335

Pre-loaded for 6 6m

31

48
8

KFG-GCG

Friax units are delivered with anti-vibration mounts and a support for installation on a 
wall or partition.
A Low Sound Level BNS Kit can be supplied to reduce the sound level of the unit. For
installations inside a technical room, size groups 30 and 48 can be sheathed with the
KFG-GCG front kit and some accessories (see splits price list).

ø160 Semi-rigid polyethylene 
duct  (KGR160) 

Ø160 glass wool insulated 
flexible duct(KGS160)

Ø200 glass wool insulated 
flexible duct (KGS200) or
ø180 Semi-rigid polyethylene 
duct (KGR180) 

glass wool insulated

Duct length (Supply + return)

Be
nd

s 
am

ou
nt

Duct length (Supply + return)

Be
nd

s 
am

ou
nt
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8 SPC 48SPC 444PPSPC 484P
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8 SPPCC 33300SPCCCSP 333PPPPS C 303

SPC 30 and 48

Duct selection tables for use with the KFG-GCG kit

Select the type of duct to be used for ducting SPC 30 and 48 units. The color at the point 
of intersection between the number of bends and the total length of the ducting deter-
mines the type of duct to be used.

Technical characteristics

Cooling capacity
Voltage
Intensity absorbed
Air flow
Sound pressure level at 5m without BNS
Sound pressure level at 5m with BNS
Suction gas connection (Flare)
Liquid gas connection (Flare)

W
SPC

780 1100
50Hz

A 

230 V/1+T 

3.3
230 V/1+T 

4.2
m3/h 225

Net weight
Body color

Refrigerant

db 40 44
db 37 41
Φ 3/8″ 3/8″ 
Φ 1/4″ 1/4″ 
Kg 36 38

RAL7035 RAL7035 
R134A R134A 

4830GCG 30-48 units   

335

Pre-loaded for 6 6m
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The size 82 to 230 air-cooled splits are 
equipped with GC units. The GC units 
consist of a galvanized frame and a body 
coated with light gray EPOXY paint 
(RAL7035) intended for outdoor installa-
tion.

They are equipped with a tank, a liquid line 
with dehydrator and sight glass. Flare 
valves are provided for the refrigeration 
connection.

SPC 82 and 122 SPC 170 and 230

Cooling capacity
Voltage
Intensity absorbed

Air flow
Sound pressure level at 5m without BNS
Sound pressure level at 5m with BNS
Suction gas connection (Flare)
Liquid gas connection (Flare)

W
SPC 122

1550
SPC - WEVA

2200
50Hz

A 
230 V/1+T 

4.6

230 V/1+T 

6
m3/h 1130

Net weight
Body color
Refrigerant

db 44 44
db 41 41
Φ 3/8″ 1/2″ 
Φ 1/4″ 1/4″ 
Kg 54 57

RAL7035 RAL7035 
R452A R452A

SPC 12282GC 82-230 units  

980

230
2900 3500

230 V/1+T 

8

230 V/1+T 

10
1700

51 51
48 48

5/8″ 5/8″ 
3/8″ 3/8″ 
63 63

RAL7035 RAL7035 
R452A R452A

170

1700

T

The safety of the unit is ensured by high and 
low pressure cartridge pressure switches. A 
KPC condensing pressure control system 
allows the refrigeration system to operate 
properly in summer and winter.

The compressor is equipped with a RC
regulated crankcase heater to ensure its 
protection when the split is working in hea-
ting mode. The electrical connection is 
made on a sealed electrical box. The 
condensing units are pre-loaded with refri-
gerant.

The units are supplied with anti-vibration 
mounts and a wall bracket. The acoustic 
insulation of the group can be reinforced 
with a BNS kit (see splits prices).

BNS=

605

565 510

38
0

BNS=25

565660

710

48
0

Air-cooled condensing units GC 82 to 230

Pre-loaded for 6 6m 6 6

Technical characteristics

equipped with GC units. The GC units 
consist of a galvanized frame and a body 
coated with light gray EPOXY paint 
(RAL7035) intended for outdoor installa-
tion.

They are equipped with a tank, a liquid line 
with dehydrator and sight glass. Flare 
valves are provided for the refrigeration
connection.

SPC 82 and 122 SPC 170 and 230

Cooling capacity
Voltage
ntensity absorbed

Air flow
Sound pressure level at 5m without BNS
Sound pressure level at 5m with BNS
Suction gas connection (Flare)
Liquid gas connection (Flare)

W 1550 2200
50Hz

A 
230 V/1+T 

4.6

230 V/1+T 

6
m3/h 1130

Net weight
Body color
Refrigerant

db 44 44
db 41 41
Φ 3/8″ 1/2″ 
Φ 1/4″ 1/4″ 
Kg 54 57

RAL7035 RAL7035 
R452A R452A

SPC 12282C 82-230 units  

980

230
2900 3500

230 V/1+T 

8

230 V/1+T 

10
1700

51 51
48 48

5/8″ 5/8″ 
3/8″ 3/8″ 
63 63

RAL7035 RAL7035 
R452A R452A

170

1700

The size 82 to 230 air-cooled splits are 
equipped with GC units The GC units

The safety of the unit is ensured by high and
low pressure cartridge pressure switches. A
KPC condensing pressure control system 
allows the refrigeration system to operate 
properly in summer and winter.

The compressor is equipped with a RC
regulated crankcase heater to ensure its 
protection when the split is working in hea-
ting mode. The electrical connection is
made on a sealed electrical box. The 
condensing units are pre-loaded with refri-
gerant.

The units are supplied with anti-vibration 
mounts and a wall bracket. The acoustic
insulation of the group can be reinforced
with a BNS kit (see splits prices).

BNBB S=

605

565 510

38
0

BNBB S=25

565660

710

48
0

o 230Air-cooled condensing units GC 82 to

Pre-loaded for 6 6m 6 6

Technical characteristics
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The size 30 to 230 water-cooled splits are 
equipped with W units.

The W units consist of a galvanized sheet 
metal frame and a body coated with light 
gray EPOXY paint (RAL7035). They have to 
be installed inside a nonfreezing environ-
ment. They are not insulated and should not 
be placed in the cellar.

They are equipped with a liquid line with 
dehydrator and sight glass. Flare valves are 
provided for the refrigeration connection. 
The safety of the unit is ensured by high and 
low pressure switches with HBP cartridge. 
The condensation pressure is regulated by 
a VEP pressostatic water valve to be 
adjusted when the device is commissioned. 
It ensures the proper functioning of the 
refrigeration system in summer and winter.

SPC 30 to 230

Cooling capacity
Voltage
Intensity absorbed

Power absorbed 

Sound pressure level at 5m unit W
Suction gas connection (Flare)
Liquid gas connection (Flare)

SPC - WEVA

Water connection on W
Net weight

Body color
Refrigerant

W 30 - 230 units 
W

SPC

50Hz
A 

W
db
Φ 
Φ 
Φ 

230
2900 3500

230 V/1+T 

6.4

230 V/1+T 

8.20

1277
47 47
5/8″ 5/8″ 
3/8″ 3/8″ 

2 x 1/2″ M 2 x 1/2″ M

63 63 
RAL7035 RAL7035

170

1797

122
2200

230 V/1+T 

4.6

40
1/2″ 
1/4″ 

2 x 1/2″ M

57
RAL7035

961

1550
230 V/1+T 

3.7

785
40

3/8″ 
1/4″ 

2 x 1/2″ M

54
RAL7035

82
1100

230 V/1+T 

3.3

40
3/8″ 
1/4″ 

2 x 1/2″ M

38
RAL7035 

48

527

780
230 V/1+T 

2.4

384
37
3/8″ 
1/4″ 

2 x 1/2″ M

36 
RAL7035 

30

R452A R452AR452AR452AR134A R134A 

Kg 

The electrical connection is made on a 
sealed electrical box. The condensing units 
are pre-loaded with refrigerant. 

The units are supplied with anti-vibration 
mounts and a wall bracket. The sound insu-
lation of the group can be reinforced with a 
BNS kit (see splits prices).

Water supply 15/21

compressor fan

510

BNS = 25

38
0

44
0

Water units must be installed in a room above 0 °C.

Pre-loaded for 6 6m 6 6 6 6

Technical characteristics

The water-cooled condensing units W 30 to 230

The size 30 to 230 water-cooled splits are
equipped with W units.

The W units consist of a galvanized sheet
metal frame and a body coated with light
gray EPOXY paint (RAL7035). They have to
be installed inside a nonfreezing environ-
ment. They are not insulated and should not
be placed in the cellar.

They are equipped with a liquid line with
dehydrator and sight glass. Flare valves are
provided for the refrigeration connection.
The safety of the unit is ensured by high and
low pressure switches with HBP cartridge.
The condensation pressure is regulated by 
a VEP pressostatic water valve to be
adjusted when the device is commissioned.
It ensures the proper functioning of the
refrigeration system in summer and winter.

SPC 30 to 230

Cooling capacity
Voltage
Intensity absorbed

Power absorbed

Sound pressure level at 5m unit W
Suction gas connection (Flare)
Liquid gas connection (Flare)
Water connection on W
Net weight

Body color
Refrigerant

W 30 - 230 units 
W

SPC

50Hz
A

W
db
Φ
Φ
Φ

230
2900 3500

230 V/1+T 

6.4

230 V/1+T 

8.20

1277
47 47
5/8″ 5/8″ 
3/8″ 3/8″ 

2 x 1/2″ M 2 x 1/2″ M

63 63
RAL7035 RAL7035

170

1797

122
2200

230 V/1+T 

4.6

40
1/2″
1/4″

2 x 1/2″ M

57
RAL7035

961

1550
230 V/1+T 

3.7

785
40

3/8″
1/4″ 

2 x 1/2″ M

54
RAL7035

82
1100

230 V/1+T 

3.3

40
3/8″ 
1/4″

2 x 1/2″ M

38
RAL7035 

48

527

780
230 V/1+T 

2.4

384
37
3/8″
1/4″

2 x 1/2″ M

36 
RAL7035 

30

R452A R452AR452AR452AR134A R134A 

Kg 

The electrical connection is made on a 
sealed electrical box. The condensing units 
are pre-loaded with refrigerant. 

The units are supplied with anti-vibration 
mounts and a wall bracket. The sound insu-
lation of the group can be reinforced with a 
BNS kit (see splits prices).

Water supply 15/21

compressor fan

510

BNS = 25

38
0

44
0

Water units must be installed in a room above 0 °C.

Pre-loaded for 6 6m 6 6 6 6

Technical characteristics
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The evaporators of the EVX 
splits are positioned against 
the wall of the cellar. The 
regulation controller is inte-
grated inside the evaporator 
to allows a direct connection 
of the unit without going 
through a connection box. 

The design and the bronze 
color of the evaporator 
allows to perfectly fit into 
wooden storage units.

WALL MOUNTED EVX

This is the ideal solution for cellars that are too hot. Air conditioning brings the 
atmosphere back to the optimum storage temperature. For rooms that are neither 
too humid nor too dry, the humidity is stabilized in the correct range using the Cold 
Water Recycling (CWR) process.

This is the all-inclusive solution. On the EVX range it insures the air conditioning, 
heating and humidification of the cellar. Optimized for cellars that are too dry, 
these models are equipped with the HGR% system. It allows humidity to be raised 
without adding heat and does not require demineralized water or softeners.
The use of a KLPWSECU kit will facilitate and secure the connection to water 

This is the simplest solution to take control of your cellar conditioner. 
With the wireless radio frequency remote control, no more distance 
problem, the signal passes through walls. You can control your cellar 
right up to your kitchen. On Vintage models, it displays temperature 
and humidity.

Genesis Finish

Vintage Finish

Remote control

This is the connected solution. Whatever your environment, Friax 
offers the solution to remain constantly connected to your cellar. 
Using the KWSP-I kit, you connect to the supervision of your home 
through a Modbus protocol. The KWSP-III solution brings all the 
cellar information directly to your tablet or smartphone.

WineSupervisor

The evaporators of the EVX 
splits are positioned against 
the wall of the cellar. The
regulation controller is inte-
grated inside the evaporator 
to allows a direct connection
of the unit without going
through a connection box.

The design and the bronze
color of the evaporator
allows to perfectly fit into 
wooden storage units.

WALL MOUNTED EVX

This is the ideal solution for cellars that are too hot. Air conditioning brings the 
atmosphere back to the optimum storage temperature. For rooms that are neither 
too humid nor too dry, the humidity is stabilized in the correct range using the Cold 
Water Recycling (CWR) process.

This is the all-inclusive solution. On the EVX range it insures the air conditioning, 
heating and humidification of the cellar. Optimized for cellars that are too dry,
these models are equipped with the HGR% system. It allows humidity to be raised
without adding heat and does not require demineralized water or softeners.
The use of a KLPWSECU kit will facilitate and secure the connection to water 

This is the simplest solution to take control of your cellar conditioner. 
With the wireless radio frequency remote control, no more distance 
problem, the signal passes through walls. You can control your cellar 
right up to your kitchen. On Vintage models, it displays temperature 
and humidity.

Genesis Finish

Vintage Finish

Remote control

This is the connected solution. Whatever your environment, Friax 
offers the solution to remain constantly connected to your cellar. 
Using the KWSP-I kit, you connect to the supervision of your home 
through a Modbus protocol. The KWSP-III solution brings all the 
cellar information directly to your tablet or smartphone.

Wine pSupervisor

34



SP
LI

TS
 S

YS
TE

M WALL MOUNTED EVX

The wall mounted split solution

EVX evaporators blend discreetly into the cellar decor and in middle of the bottles by simply 
attaching to the wall.

WALL MOUNTED EVX

The wall mounted split solution

EVX evaporators blend discreetly into the cellar decor and in middle of the bottles by simply 
attaching to the wall.

35



SP
LI

TS
 S

YS
TE

M WALL MOUNTED EVX - Description

Wall mounting in the cellar
Black epoxy paint body
Aluminum fronts bronze color
Flare refrigeration connection outside
Stainless steel thermostatic expansion valve
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power switch
Integrated electrical box
Variable speed EC ventilation
RSF wireless remote control
Display of the temperature and the various func-
tions of the device
Nitrogen pressurized

Genesis Evaporator 
Cooling only

Wall mounting in the cellar
Black epoxy paint body
Aluminum fronts bronze color
Flare refrigeration connection outside
Stainless steel thermostatic expansion valve
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power switch
Integrated electrical box
Variable speed EC ventilation
RSF wireless remote control
Display of the temperature and the various func-
tions of the device
KCH integrated heating
KHGR% integrated humidifier
Nitrogen pressurized

Vintage  Evaporator 
Cooling – Heating - Humidification

EVX evaporator dimensions

26570

21
44

0
45

25

410
454

65 20
310

20

46

322

20

28

WALL MOUNTED EVX - Description

Wall mounting in the cellar
Black epoxy paint body
Aluminum fronts bronze color
Flare refrigeration connection outside
Stainless steel thermostatic expansion valve
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power switch
Integrated electrical box
Variable speed EC ventilation
RSF wireless remote control
Display of the temperature and the various func-
tions of the device
Nitrogen pressurized

Genesis Evaporator 
Cooling only

Wall mounting in the cellar
Black epoxy paint body
Aluminum fronts bronze color
Flare refrigeration connection outside
Stainless steel thermostatic expansion valve
CWR (Cold water recycling)
Front panel operation and alarm indicators
Power switch
Integrated electrical box
Variable speed EC ventilation
RSF wireless remote control
Display of the temperature and the various func-
tions of the device
KCH integrated heating
KHGR% integrated humidifier
Nitrogen pressurized

Vintage  Evaporator 
Cooling – Heating - Humidification

EVX evaporator dimensions

26570

22211
44

0
45

25

4101410
454

65 20
31031310

20

6646446

322

20

28
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Description InfosCode

KLPWSECU Secure connection kit for humidifier

20m extension kit for humidifier

Lift pumpKPR

KLPR20

Compatibility

p53

p53

p53

X

XX

X

Low Sound Level Kit for SPC 30 to 48BNS 30-48 p53 XX

WineSupervisor I Kit - Modbus versionKWSP-I p55 XX

Genesis Vintage

Accessories

WineSupervisor III Kit - Connected versionKWSP-III p55 XX

Ductable front kit for GCG groupKFG-GCG p54 XX

Technical characteristics

Cooling capacity 12°C / 32°C ext. 

Suction gas connection (Flare)
Liquid gas connection (Flare)
Net weight
Body color
Refrigerant
Water condensing unit

W
Heating capacity on Vintage

SPC
780

Wall Mounted EVX

SPC 30

1100

Fan
Air flow

Quantity
mh/3

1

225

1 

335
Φ 3/8’′
Φ 1/4’′ 1/4′’
kg 17 18

Black/Bronze Black/Bronze
R134A R134A

Type GCG30 GCG48 
Type W30 W48 Air condensing unit

4830

W 800 800
EVX evaporator characteristics 48

3/8′’

PRICES - Air condensing wall mounted EVX
GENESIS 

VINTAGE

Product code SPC30 EVX GN SPC48 EVX GN

Product code SPC30 EVX VT SPC48 EVX VT

GENESIS

VINTAGE  

Product code SPC30 WEVX GN SPC48 WEVX GN

Product code SPC30 WEVX VT SPC48 WEVX VT

PRICES - Water condensing wall mounted EVX

Cooling Intensity absorbed
Heaing Intensity absorbed

A max
A max

0.8
4.3

0.8
4.3

Voltage 50Hz 230 V / 1+T 230 V / 1+T

Quick selection

WARNING 
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar.

WALL MOUNTED EVX

Accessories

Technical characteristics

Cooling capacity 12°C / 32°C ext. 

Suction gas connection (Flare)
Liquid gas connection (Flare)
Net weight
Body color
Refrigerant
Water condensing unit

W
Heating capacity on Vintage

SPC
780

Wall Mounted EVX

SPC 30

1100

Fan
Air flow

Quantity
mh/3

1

225

1

335
Φ 3/8’′
Φ 1/4’′ 1/4′’
kg 17 18

Black/Bronze Black/Bronze
R134A R134A

Type GCG30 GCG48 
Type W30 W48 Air condensing unit

4830

W 800 800
EVX evaporator characteristics 48

3/8′’

Cooling Intensity absorbed
Heaing Intensity absorbed

A max
A max

0.8
4.3

0.8
4.3

Voltage 50Hz

Description InfosCode

KLPWSECU Secure connection kit for humidifier

20m extension kit for humidifier

Lift pumpKPR

KLPR20

Compatibility

p53

p53

p53

X

XX

X

Low Sound Level Kit for SPC 30 to 48BNS 30-48 p53 XX

WineSupervisor I Kit - Modbus versionKWSP-I p55 XX

Genesis Vintage

WineSupervisor III Kit - Connected versionKWSP-III p55 XX

Ductable front kit for GCG groupKFG-GCG p54 XX

PRICES - Air condensing wall mounted EVX
GENESIS 

VINTAGE

Product code SPC30 EVX GN SPC48 EVX GN

Product code SPC30 EVX VT SPC48 EVX VT

GENESIS

VINTAGE 

Product code SPC30 WEVX GN SPC48 WEVX GN

Product code SPC30 WEVX VT SPC48 WEVX VT

PRICES - Water condensing wall mounted EVX

230 V / 1+T 230 V / 1+T

Quick selection

WARNING
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar.
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This is the ideal solution for cellars that are too hot. Air conditioning brings the 
atmosphere back to the optimum storage temperature. For rooms that are neither 
too humid nor too dry, the humidity is stabilized in the correct range using the Cold 
Water Recycling (CWR) process.

This is the all-inclusive solution. On the EVPL range it insures the air conditioning, 
heating and humidification of the cellar. Optimized for cellars that are too dry, 
these models are equipped with the HGR% system. It allows humidity to be raised 
without adding heat and does not require demineralized water or softeners.
The use of a KLPWSECU kit will facilitate and secure the connection to water.

This is the simplest solution to take control of your cellar conditioner. 
With the wireless radio frequency remote control, no more distance 
problem, the signal passes through walls. You can control your cellar 
right up to your kitchen. On Vintage models, it displays temperature 
and humidity.

Genesis Finish

Vintage Finish

Remote control

This is the connected solution. Whatever your environment, Friax 
offers the solution to remain constantly connected to your cellar. 
Using the KWSP-I kit, you connect to the supervision of your home 
through a Modbus protocol. The KWSP-III solution brings all the 
cellar information directly to your tablet or smartphone.

WineSupervisor

The evaporators of the EVPL 
splits are positioned horizon-
tally on the ceiling to blow on 
the whole length of the cellar. 
This position has the advan-
tage of maximizing the space 
for bottles on the walls.

The design and dark color 
facilitate the integration into 
any cellar configuration.

When necessary the KPM kits 
allow the EVPL 30 to 122 to 
be installed vertically on a 
wall.

EVPL 48 
+ kit KPM

CEILING MOUNTED EVPL

This is the ideal solution for cellars that are too hot. Air conditioning brings the 
atmosphere back to the optimum storage temperature. For rooms that are neither 
too humid nor too dry, the humidity is stabilized in the correct range using the Cold 
Water Recycling (CWR) process.

This is the all-inclusive solution. On the EVPL range it insures the air conditioning, 
heating and humidification of the cellar. Optimized for cellars that are too dry,
these models are equipped with the HGR% system. It allows humidity to be raised
without adding heat and does not require demineralized water or softeners.
The use of a KLPWSECU kit will facilitate and secure the connection to water.

This is the simplest solution to take control of your cellar conditioner. 
With the wireless radio frequency remote control, no more distance 
problem, the signal passes through walls. You can control your cellar 
right up to your kitchen. On Vintage models, it displays temperature 
and humidity.

Genesis Finish

Vintage Finish

Remote control

This is the connected solution. Whatever your environment, Friax 
offers the solution to remain constantly connected to your cellar. 
Using the KWSP-I kit, you connect to the supervision of your home 
through a Modbus protocol. The KWSP-III solution brings all the
cellar information directly to your tablet or smartphone.

Wine pSupervisor

The evaporators of the EVPL 
splits are positioned horizon-
tally on the ceiling to blow on
the whole length of the cellar.
This position has the advan-
tage of maximizing the space 
for bottles on the walls.

The design and dark color
facilitate the integration into 
any cellar configuration.

When necessary the KPM kits 
allow the EVPL 30 to 122 to 
be installed vertically on a 
wall.

EVPL 48 EVPL 48
+ kit KPM
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The ceiling mounted split solution

EVPL evaporators are easily integrated into the ceiling of any cellar. The wide power range 
of the devices makes it possible to air-condition large volumes without ever compromising 
user comfort.

CEILING MOUNTED EVPL 

The ceiling mounted split solution

EVPL evaporators are easily integrated into the ceiling of any cellar. The wide power range 
of the devices makes it possible to air-condition large volumes without ever compromising
user comfort.
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Ceiling installation in the cellar
Glossy aluminum body for models 30 and 48 and 
recyclable ABS for models 82 to 230
RAL color7024
Flare refrigeration connection
Stainless steel thermostatic expansion valve
CWR (Cold water recycling)
ABS connection box
RSF wireless remote control
Display of the temperature and the various func-
tions of the device
PDO Pump Down solenoid valve on models 170 
and 230
Nitrogen pressurized

Genesis Evaporator 
Cooling only

Ceiling installation in the cellar
Glossy aluminum body for models 30 and 48 and 
recyclable ABS for models 82 to 230
Flare refrigeration connection
Stainless steel thermostatic expansion valve
CWR (Cold water recycling)
ABS connection box
RSF wireless remote control
Display of temperature, humidity and various 
functions of the device
PDO Pump Down solenoid valve on models 170 
and 230
KCH integrated heating
KHGR% integrated humidifier
Nitrogen pressurized

Vintage Evaporator 
Cooling – Heating - Humidification

EVPL evaporator dimensions

SPC 30

Ø 20

600

151

441

29

29

SPC 48

44129

151
29

600

SPC 82* - 122* - 170** - 230***

200

21
0

Ø 1" G

440 790* - 1174** - 1540***

24
2

Connection box

CEILING MOUNTED EVPL - Description

Ceiling installation in the cellar
Glossy aluminum body for models 30 and 48 and 
recyclable ABS for models 82 to 230
RAL color7024
Flare refrigeration connection
Stainless steel thermostatic expansion valve
CWR (Cold water recycling)
ABS connection box
RSF wireless remote control
Display of the temperature and the various func-
tions of the device
PDO Pump Down solenoid valve on models 170
and 230
Nitrogen pressurized

Genesis Evaporator 
Cooling only

Ceiling installation in the cellar
Glossy aluminum body for models 30 and 48 and 
recyclable ABS for models 82 to 230
Flare refrigeration connection
Stainless steel thermostatic expansion valve
CWR (Cold water recycling)
ABS connection box
RSF wireless remote control
Display of temperature, humidity and various 
functions of the device
PDO Pump Down solenoid valve on models 170
and 230
KCH integrated heating
KHGR% integrated humidifier
Nitrogen pressurized

Vintage Evaporator 
Cooling – Heating - Humidification

pEVPL evaporator dimensions

SPC 30

Ø 20

600

151

441

29

29

SPC 48

44129

151
29

600

SPC 82* - 122* - 170** - 230***

200

21
0

Ø 1" G

440 790* - 1174** - 1540***

24
2

Connection box
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M Ceiling Mounted EVPL

Accessories

GENESIS SPC30 EVPL GN SPC48 EVPL GN

VINTAGE

Product code SPC82 EVPL GN SPC122 EVPL GN SPC170 EVPL GN SPC230 EVPL GN

Product code SPC30 EVPL VT SPC48 EVPL VT SPC82 EVPL VT SPC122 EVPL VT SPC170 EVPL VT SPC230 EVPL VT

GENESIS SPC30 WEVPL GN SPC48 WEVPL GN

VINTAGE

Product code SPC82 WEVPL GN SPC122 WEVPL GN SPC170 WEVPL GN SPC230 WEVPL GN

Code article SPC30 WEVPL VT SPC48 EVPL VT SPC82 WEVPL VT SPC122 WEVPL VT SPC170 WEVPL VT SPC230 WEVPL VT

Cooling capacity12°C / 32°C ext. 

Voltage
Cooling Intensity absorbed

W
WHeating capacity on Vintage

3500
2000

50Hz
A max

230 V/1+T
1.2

Ventilateur 
Air flow
Suction gas connection (Flare)

Liquid gas connection (Flare)

Net weight

Nombre 4 x 200
m3/h 1160
Φ 5/8″ 

Anthracite

Φ 

23

Description InfosCode

KLPWSECU Secure connection kit for humidifier

20m extension kit for humidifier
Lift pumpKPR

KLPR20

Compatibility

p53

p53
p53

X

XX

X

Low Sound Level Kit for SPC 30 to 48BNS 30-48 p53 XX

WineSupervisor I Kit - Modbus versionKWSP-I

p54 XX

Genesis Vintage

WineSupervisor III Kit - Connected versionKWSP-III

p55 XX

Ductable front kit for GCG groupKFG-GCG

p55 XX

Low Sound Level Kit for SPC 82 to 122BNS 82-122 p53 XX

Low Sound Level Kit for SPC 170 to 230BNS 170-230 p53 XX

Quick selection

Technical characteristics

Heaing Intensity absorbed A max 10

Wall mounting kit for 30 to 48 evaporatorsKPM2V p54 XX

Wall mounting kit for 82 to 122 evaporatorsKPM82-122 p54 XX

W230

Refrigerant R452A
Air condensing unit GC230

Water condensing unit W82W48W30 

Type

Type

3/8″  

230

170
2900
1600

230 V/1+T
1

3 x 200 
870
5/8″ 

Anthracite

3/8″  

18 

8

R452A
GC170
W170

170

122

122

2200
1000

230 V/1+T 
0.6

2 x 200  
580
1/2″ 

Anthracite 

1/4″
13.5 

5

R452A
GC122 

W122 

30 48 82
780 1100

850 850
30 48 82

1550
850

230 V/1+T 230 V/1+T 
0.3 0.6

230 V/1+T 
0.6

1 x 200  2 x 200  2 x 200 
280 590 650

3/8″ 3/8″ 3/8″ 

Body color Anthracite Anthracite  Anthracite 

1/4″ 1/4″ 1/4″  
Kg  11.5 13 

3.9 4.1 4.3

R452AR134A R134A 
GC82GCG48GCG30 

PRICES - Air condensing ceiling mounted EVPL

PRICES - Water condensing ceiling mounted EVPL

230

EVPL evaporator characteristics

Ceiling Mounted EVPL SPC

SPC

12.5

WARNING 
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar.

Ceiling Mounted EVPL

Accessories

Cooling capacity12°C / 32°C ext. 

Voltage
Cooling Intensity absorbed

W
WHeating capacity on Vintage

3
2

50Hz
A max

230
1

Ventilateur 
Air flow
Suction gas connection (Flare)

Liquid gas connection (Flare)

Net weight

Nombre 4 x
m3/h 1
Φ 5

Anth

Φ 

Quick selection

Technical characteristics

Heaing Intensity absorbed A max

W

Refrigerant R4
Air condensing unit GC

Water condensing unit W82W48W30 

Type

Type

3

2

170
2900
1600

230 V/1+T
1

3 x 200 
870
5/8″

Anthracite

3/8″  

18

8

R452A
GC170
W170

170

122

122

2200
1000

230 V/1+T 
0.6

2 x 200 
580
1/2″ 

Anthracite 

1/4″
13.5 

5

R452A
GC122

W122 

30 48 82
780 1100

850 850
30 48 82

1550
850

230 V/1+T 230 V/1+T 
0.3 0.6

230 V/1+T 
0.6

1 x 200 2 x 200 2 x 200 
280 590 650

3/8″ 3/8″ 3/8″

Body color Anthracite Anthracite Anthracite 

1/4″ 1/4″ 1/4″  
Kg  11.5 13 

3.9 4.1

GENESIS SPC30 EVPL GN SPC48 EVPL GN

VINTAGE

Product code SPC82 EVPL GN SPC122 EVPL GN SPC170 EVPL GN SPC23

Product code SPC30 EVPL VT SPC48 EVPL VT SPC82 EVPL VT SPC122 EVPL VT SPC170 EVPL VT SPC23

GENESIS SPC30 WEVPL GN SPC48 WEVPL GN

VINTAGE

Product code SPC82 WEVPL GN SPC122 WEVPL GN SPC170 WEVPL GN SPC230

Code article SPC30 WEVPL VT SPC48 EVPL VT SPC82 WEVPL VT SPC122 WEVPL VT SPC170 WEVPL VT SPC230

4.3

R452AR134A R134A 
GC82GCG48GCG30

PRICES - Air condensing ceiling mounted EVPL

PRICES - Water condensing ceiling mounted EVPL

2

EVPL evaporator characteristics

Ceiling Mounted EVPL SPC

SPC

WineSupervisor I Kit - Modbus versionKWSP-I

p54 XX

WineSupervisor III Kit - Connected versionKWSP-III

p55 XX

Ductable front kit for GCG groupKFG-GCG

p55 XX

Description InfosCode

KLPWSECU Secure connection kit for humidifier

20m extension kit for humidifier
Lift pumpKPR

KLPR20

Compatibility

p53

p53
p53

X

XX

X

Low Sound Level Kit for SPC 30 to 48BNS 30-48 p53 XX

Genesis Vintage

Low Sound Level Kit for SPC 82 to 122BNS 82-122 p53 XX

Low Sound Level Kit for SPC 170 to 230BNS 170-230 p53 XX

Wall mounting kit for 30 to 48 evaporatorsKPM2V p54 XX

Wall mounting kit for 82 to 122 evaporatorsKPM82-122 p54 XX

12.5

WARNING 
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar.
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M DUCTABLE EVG/EVI

This is the ideal solution for cellars that are too hot. Air conditioning brings the 
atmosphere back to the optimum storage temperature. For rooms that are neither 
too humid nor too dry, the humidity is stabilized in the correct range using the Cold 
Water Recycling (CWR) process.

This is the all-inclusive solution. On the EVG and EVI it insures the air conditioning, 
heating and humidification of the cellar. Optimized for cellars that are too dry, 
these models are equipped with the HGR% system. It allows humidity to be raised 
without adding heat and does not require demineralized water or softeners.
The use of a KLPWSECU kit will facilitate and secure the connection to water. 

This is the simplest solution to take control of your cellar conditioner. 
With the wireless radio frequency remote control, no more distance 
problem, the signal passes through walls. You can control your cellar 
right up to your kitchen. On Vintage models, it displays temperature 
and humidity.

Genesis Finish

Vintage Finish

Remote control

This is the connected solution. Whatever your environment, Friax 
offers the solution to remain constantly connected to your cellar. 
Using the KWSP-I kit, you connect to the supervision of your home 
through a Modbus protocol. The KWSP-III solution brings all the 
cellar information directly to your tablet or smartphone.

WineSupervisor

A discreet solution that wanni-
sh from your sight ... 

The evaporators of the EVG 
ducted ceiling splits and EVI 
consoles are easily integrated 
inside or outside of spaces 
where aesthetics is privileged.

This type of invisible and silent 
air conditioner will provide addi-
tional comfort in the cellar 
thanks to its indoor unit 
designed to be installed with a 
duct network. The variety of 
dimensions and the many 
layout possibilities facilitate 
their integration into spaces of 
different styles.

DUCTABLE EVG/EVI

This is the ideal solution for cellars that are too hot. Air conditioning brings the 
atmosphere back to the optimum storage temperature. For rooms that are neither 
too humid nor too dry, the humidity is stabilized in the correct range using the Cold 
Water Recycling (CWR) process.

This is the all-inclusive solution. On the EVG and EVI it insures the air conditioning,
heating and humidification of the cellar. Optimized for cellars that are too dry,
these models are equipped with the HGR% system. It allows humidity to be raised 
without adding heat and does not require demineralized water or softeners.
The use of a KLPWSECU kit will facilitate and secure the connection to water. 

This is the simplest solution to take control of your cellar conditioner.
With the wireless radio frequency remote control, no more distance 
problem, the signal passes through walls. You can control your cellar 
right up to your kitchen. On Vintage models, it displays temperature 
and humidity.

Genesis Finish

Vintage Finish

Remote control

This is the connected solution. Whatever your environment, Friax 
offers the solution to remain constantly connected to your cellar. 
Using the KWSP-I kit, you connect to the supervision of your home 
through a Modbus protocol. The KWSP-III solution brings all the 
cellar information directly to your tablet or smartphone.

Wine pSupervisor

A discreet solution that wanni-
sh from your sight ... 

The evaporators of the EVG 
ducted ceiling splits and EVI 
consoles are easily integrated 
inside or outside of spaces 
where aesthetics is privileged.

This type of invisible and silent 
air conditioner will provide addi-
tional comfort in the cellar 
thanks to its indoor unit 
designed to be installed with a 
duct network. The variety of 
dimensions and the many 
layout possibilities facilitate 
their integration into spaces of 
different styles.
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M DUCTABLE EVG/EVI - Installation possibilities

EVG and EVI evaporators are invisible and quiet! The diversity of the range allows for air-condi-
tioning large volumes without ever compromising the user comfort.

EVG 

EVI-IN  (specify position when ordering)

EVI-OUT (specify position when ordering)

DUCTABLE EVG/EVI - Installation possibilities

EVG and EVI evaporators are invisible and quiet! The diversity of the range allows for air-condi-
tioning large volumes without ever compromising the user comfort.

EVG

EVI-IN  (specify position when ordering)

EVI-OUT (specify position when ordering)
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DUCTABLE EVG/EVI -  Description

Aluminum frame with thermal break
Aluminized polyurethane panels
Stainless steel thermostatic expansion valve
CWR (Cold water recycling)
Variable speed ventilation
RSF wireless remote control
Display of temperature and different device 
functions
Nitrogen pressurized

Genesis Evaporator 
Cooling only

Aluminum frame with thermal break
Aluminized polyurethane panels
Stainless steel thermostatic expansion valve
CWR (Cold water recycling)
Variable speed ventilation
RSF wireless remote control
Display of temperature, humidity and various 
functions of the device
KCH integrated heating
KHGR% integrated humidifier
Nitrogen pressurized

Vintage Evaporator 
Cooling – Heating – Humidification 
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M

EVG evaporator dimensions

Dimensions of EVI evaporators

SPC 170* - 230** EVISPC 30 - 48 EVI SPC 82 - 122 EVI 

36
0

36
0

002Ø 002Ø 002Ø

650

002Ø 002Ø002Ø 002Ø

SPC 30 - 48 EVG

0
0

2
Ø

743

650 675
36

0

SPC 82 - 122 EVG 

0
0

2
Ø

913

820

36
0

SPC 170*- 230** EVG

820 820

24
2

Connection box

0
0

2
Ø

913

820

  1258*-1588**

36
0

595* - 760**

1258* **

36
0

595* - 760**

DUCTABLE EVG/EVI -  Description

Aluminum frame with thermal break
Aluminized polyurethane panels
Stainless steel thermostatic expansion valve
CWR (Cold water recycling)
Variable speed ventilation
RSF wireless remote control
Display of temperature and different device
functions
Nitrogen pressurized

Genesis Evaporator 
Cooling only

Aluminum frame with thermal break
Aluminized polyurethane panels
Stainless steel thermostatic expansion valve
CWR (Cold water recycling)
Variable speed ventilation
RSF wireless remote control
Display of temperature, humidity and various 
functions of the device
KCH integrated heating
KHGR% integrated humidifier
Nitrogen pressurized

Vintage Evaporator 
Cooling – Heating – Humidification 

EVG evaporator dimensions

Dimensions of EVI evaporators

SPC 170* - 230** EVISPC 30 - 48 EVI SPC 82 - 122 EVI 

36
0

36
0

002Ø 002Ø 002Ø

650

002Ø 002Ø002Ø 002Ø

SPC 30 - 48 EVG

0
0

2
Ø

743

650 675
36

0

SPC 82 - 122 EVG 

0
0

2
Ø

913

820

36
0

SPC 170*- 230** EVG

820 820

24
2

Connection box

0
0

2
Ø

913

820

  1258*-1588**

36
0

595* - 760**

1258* **

36
0

595* - 760*
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Accessories

Quick selection

Cooling capacity 12°C / 32°C ext. 

Suction gas connection (Flare)
Liquid gas connection (Flare)

W
Heating capacity on Vintage

SPCSPC - WEVA

SPC

Net weight

Body color

Φ 
Φ 

SPC

W

Ductable EVG/EVI

EVG/EVI evaporator characteristics SPC

230

2900

170 230

3500

5/8″ 5/8″ 
3/8″ 3/8″ 

48 56 

Aluminum Aluminum

170

1600 2000

122

122

2200

1/2″ 
1/4″ 
36

Aluminum

1000
1550

82

3/8″ 
1/4″ 
32

Aluminum

82

850
1100

3/8″ 
1/4″ 
26

Aluminum 

48

800
48

780

30

3/8″ 
1/4″ 
26 

Aluminum

30

800

Refrigerant R452A R452AR452AR452AR134A R134A 

Kg 

Cooling Intensity absorbed
Intensité absorbée chaud 

 A max 
A max 

2.9
10

2.9 
11.7

1.4
5.8

1.4
5.1

1.4
4.9

1.4
4.9

Air condensing unit GC170 GC230GC122 GC82GCG48GCG30 
Water condensing unit W170W122 W82W48W30 

Type
Type

PRICES - Horizontal Evaporator EVG - Air Condensing
GENESIS SPC30 EVG GN SPC48 EVG GN

VINTAGE

Product code SPC82 EVG GN SPC122 EVG GN SPC170 EVG GN SPC230 EVG GN

Product code SPC30 EVG VT SPC48 EVG VT SPC82 EVG VT SPC122 EVG VT SPC170 EVG VT SPC230 EVG VT

PRICES - Horizontal Evaporator EVG - Water Condensing
GENESIS SPC30 WEVG GN SPC48 WEVG GN

VINTAGE

Product code SPC82 WEVG GN SPC122 WEVG GN SPC170 WEVG GN SPC230 WEVG GN

Product code SPC30 WEVG VT SPC48 WEVG VT SPC82 WEVG VT SPC122 WEVG VT SPC170 WEVG VT SPC230 WEVG VT

PRICES - Vertical  Evaporateur EVI - Air Condesing
GENESIS SPC30 EVI GN SPC48 EVI GN

VINTAGE

Product code SPC82 EVI GN SPC122 EVI GN SPC170 EVI GN SPC230 EVI GN

Product code SPC30 EVI VT SPC48 EVI VT SPC82 EVI VT SPC122 EVI VT SPC170 EVI VT SPC230 EVI VT

PRICES - Vertical  Evaporateur EVI - Water Condesing
GENESIS SPC30 WEVI GN SPC48 WEVI GN

VINTAGE

Product code SPC82 WEVI GN SPC122 WEVI GN SPC170 WEVI GN SPC230 WEVI GN

Product code SPC30 WEVI VT SPC48 WEVI VT SPC82 WEVI VT SPC122 WEVI VT SPC170 WEVI VT SPC1230 WEVI VT

Technical characteristics

Fan

Débit d’air 
Nombre

m3/h
2

870

2 
1100

1

580

1

650

1

350

1

260

Tension 50Hz 230 V/1+T 230 V/1+T 230 V/1+T 230 V/1+T 230 V/1+T 230 V/1+T

Description InfosCode

KLPWSECU Secure connection kit for humidifier

20m extension kit for humidifier

Lift pumpKPR

KLPR20

Compatibility

p53

p53

p53

X

XX

X

Low Sound Level Kit for SPC 30 to 48BNS 30-48 p53 XX

WineSupervisor I Kit - Modbus versionKWSP-I p55 XX

Genesis Vintage

WineSupervisor III Kit - Connected versionKWSP-III p55 XX

Ductable front kit for GCG groupKFG-GCG p54 XX

Kit Bas Niveau Sonore pour SPC 82 à 122 BNS 82-122 p53 XX

Low Sound Level Kit for SPC 170 to 230BNS 170-230 p53 XX

WARNING 
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar.

W230

DUCTABLE EVG/EVI 

Accessories

Quick selection

Cooling capacity 12°C / 32°C ext. 

Suction gas connection (Flare)
Liquid gas connection (Flare)

W
Heating capacity on Vintage

Net weight

Body color

Φ 
Φ 

SPC

W

Ductable EVG/EVI

EVG/EVI evaporator characteristics SPC

230

2900

170 230

3500

5/8″ 5/8″
3/8″ 3/8″

48 56

Aluminum Aluminum

170

1600 2000

122

122

2200

1/2″
1/4″
36

Aluminum

1000
1550

82

3/8″ 
1/4″ 
32

Aluminum

82

850
1100

3/8″
1/4″
26

Aluminum 

48

800
48

780

30

3/8″
1/4″
26

Aluminum

30

800

Refrigerant R452A R452AR452AR452AR134A R134A 

Kg

Cooling Intensity absorbed
Intensité absorbée chaud 

A max 
A max 

2.9
10

2.9 
11.7

1.4
5.8

1.4
5.1

1.4
4.9

1.4
4.9

Air condensing unit GC170 GC230GC122 GC82GCG48GCG30
Water condensing unit W170W122 W82W48W30 

Type
Type

PRICES - Horizontal Evaporator EVG - Air Condensing
GENESIS SPC30 EVG GN SPC48 EVG GN

VINTAGE

Product code SPC82 EVG GN SPC122 EVG GN SPC170 EVG GN SPC230 EVG GN

Product code SPC30 EVG VT SPC48 EVG VT SPC82 EVG VT SPC122 EVG VT SPC170 EVG VT SPC230 EVG VT

PRICES - Horizontal Evaporator EVG - Water Condensing
GENESIS SPC30 WEVG GN SPC48 WEVG GN

VINTAGE

Product code SPC82 WEVG GN SPC122 WEVG GN SPC170 WEVG GN SPC230 WEVG GN

Product code SPC30 WEVG VT SPC48 WEVG VT SPC82 WEVG VT SPC122 WEVG VT SPC170 WEVG VT SPC230 WEVG VT

PRICES - Vertical  Evaporateur EVI - Air Condesing
GENESIS SPC30 EVI GN SPC48 EVI GN

VINTAGE

Product code SPC82 EVI GN SPC122 EVI GN SPC170 EVI GN SPC230 EVI GN

Product code SPC30 EVI VT SPC48 EVI VT SPC82 EVI VT SPC122 EVI VT SPC170 EVI VT SPC230 EVI VT

PRICES - Vertical  Evaporateur EVI - Water Condesing
GENESIS SPC30 WEVI GN SPC48 WEVI GN

VINTAGE

Product code SPC82 WEVI GN SPC122 WEVI GN SPC170 WEVI GN SPC230 WEVI GN

Product code SPC30 WEVI VT SPC48 WEVI VT SPC82 WEVI VT SPC122 WEVI VT SPC170 WEVI VT SPC1230 WEVI VT

Technical characteristics

Fan

Débit d’air 
Nombre

m3/h
2

870

2 
1100

1

580

1

650

1

350

1

260

Tension 50Hz 230 V/1+T 230 V/1+T 230 V/1+T 230 V/1+T 230 V/1+T 230 V/1+T

Description InfosCode

KLPWSECU Secure connection kit for humidifier

Lift pump

20m extension kit for humidifier

KPR

KLPR20

Compatibility

p53

p53

p53

X

XX

X

Low Sound Level Kit for SPC 30 to 48BNS 30-48 p53 XX

WineSupervisor I Kit - Modbus versionKWSP-I p55 XX

Genesis Vintage

WineSupervisor III Kit - Connected versionKWSP-III p55 XX

Ductable front kit for GCG groupKFG-GCG p54 XX

Kit Bas Niveau Sonore pour SPC 82 à 122 BNS 82-122 p53 XX

Low Sound Level Kit for SPC 170 to 230BNS 170-230 p53 XX

WARNING 
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar. 45
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CABINET EVA 

This is the ideal solution for cellars that are too hot. Air conditioning brings the atmos-
phere back to the optimum storage temperature. For rooms that are neither too humid 
nor too dry, the humidity is stabilized in the correct range using the Cold Water Recy-
cling (CWR) process.

This is the all-inclusive solution. On the EVA range it insures the air conditioning and 
humidification of the cellar or wine cabinet. Optimized for cellars that are too dry, 
these models are equipped with the HGR% system. It allows humidity to be raised 
without adding heat and does not require demineralized water or softeners.
The use of a KLPWSECU kit will facilitate and secure the connection to water.

This is the simplest solution to take control of your cellar conditioner. 
With the wireless radio frequency remote control, no more distance 
problem, the signal passes through walls. You can control your cellar 
right up to your kitchen. On Vintage models, it displays temperature and 
humidity.

Genesis Finish

Vintage Finish

Remote control

This is the connected solution. Whatever your environment, Friax offers 
the solution to remain constantly connected to your cellar. Using the 
KWSP-I kit, you connect to the supervision of your home through a 
Modbus protocol. The KWSP-III solution brings all the cellar information 
directly to your tablet or smartphone.

WineSupervisor

The evaporators of the EVA splits 
have been specially developed to 
equip your custom cabinets. These 
devices respond to the current trend, 
in catering and in the home, of 
presenting wine bottles on large wall 
surfaces without significantly 
encroaching on the exhibition room. 
This way, wine lovers can make the 
most of their collection. 

EVA evaporators blend into the 
atmosphere of your living rooms! 
Friax splits system are based on the 
most modern technologies to allow 
for silence and energy efficiency. 
Once installed in the cellar, you will 
forget it ...

CABINET EVA 

This is the ideal solution for cellars that are too hot. Air conditioning brings the atmos-
phere back to the optimum storage temperature. For rooms that are neither too humid 
nor too dry, the humidity is stabilized in the correct range using the Cold Water Recy-
cling (CWR) process.

This is the all-inclusive solution. On the EVA range it insures the air conditioning and
humidification of the cellar or wine cabinet. Optimized for cellars that are too dry, 
these models are equipped with the HGR% system. It allows humidity to be raised 
without adding heat and does not require demineralized water or softeners.
The use of a KLPWSECU kit will facilitate and secure the connection to water.

This is the simplest solution to take control of your cellar conditioner. 
With the wireless radio frequency remote control, no more distance 
problem, the signal passes through walls. You can control your cellar 
right up to your kitchen. On Vintage models, it displays temperature and 
humidity.

Genesis Finish

Vintage Finish

Remote control

This is the connected solution. Whatever your environment, Friax offers
the solution to remain constantly connected to your cellar. Using the
KWSP-I kit, you connect to the supervision of your home through a 
Modbus protocol. The KWSP-III solution brings all the cellar information 
directly to your tablet or smartphone.

Wine pSupervisor

The evaporators of the EVA splits 
have been specially developed to 
equip your custom cabinets. These 
devices respond to the current trend, 
in catering and in the home, of 
presenting wine bottles on large wall 
surfaces without significantly 
encroaching on the exhibition room. 
This way, wine lovers can make the 
most of their collection.

EVA evaporators blend into the 
atmosphere of your living rooms! 
Friax splits system are based on the 
most modern technologies to allow 
for silence and energy efficiency. 
Once installed in the cellar, you will 
forget it ...
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M ARMOIRE EVA
These devices have been developed to fit best into smaller spaces: be creative, the EVA will fit 
into all your cabinet and display projects.

The very compact, aluminum-cased EVA evaporator is designed to fit into furniture with a mini-
mum depth of 350 mm. It is equipped with an EC fan, which makes it possible to adjust the flow 
rate to the pressure drop of the cabinet in which it is installed directly with the remote control. 
The retractable diffuser turns 180 ° depending on whether the device is positioned as a plinth or 
cornice in the wine cabinet. Very narrow, it allows double bottom blowing in a cabinet. The 
condensate tray is mounted on slides to facilitate cleaning during maintenance operations.

Installation possibilities

Air blowing up

Air blowing down

ARMOIRE EVA
These devices have been developed to fit best into smaller spaces: be creative, the EVA will fit 
nto all your cabinet and display projects.

The very compact, aluminum-cased EVA evaporator is designed to fit into furniture with a mini-
mum depth of 350 mm. It is equipped with an EC fan, which makes it possible to adjust the flow 
ate to the pressure drop of the cabinet in which it is installed directly with the remote control. 

The retractable diffuser turns 180 ° depending on whether the device is positioned as a plinth or 
cornice in the wine cabinet. Very narrow, it allows double bottom blowing in a cabinet. The 
condensate tray is mounted on slides to facilitate cleaning during maintenance operations.

Installation possibilities

Air blowing up

Air blowing down
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CABINET EVA - Description

Aluminum body
Flare refrigeration connection outside
Removable condensate tray
Stainless steel thermostatic expansion valve
CWR (Cold water recycling) stabilization of 
humidity
Variable speed EC ventilation
RSF wireless remote control
Display of the temperature and the various func-
tions of the device
High or low adjustable diffuser
Nitrogen pressurized

Genesis Evaporator 
Cooling only

Aluminum body
Flare refrigeration connection outside
Removable condensate tray
Stainless steel thermostatic expansion valve
CWR (Cold water recycling) stabilization of 
humidity
Variable speed EC ventilation
RSF wireless remote control
Display of temperature, humidity and various 
functions of the device
High or low adjustable diffuser
KHGR% integrated humidifier
Nitrogen pressurized

Vintage Evaporator 
Cooling – Heating – Humidification
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SPC 30 -  48 - 82*- 122

Upward blowing evaporators

Downward blowing evaporators
SPC 30 - 48 - 82* - 122

Dimensions of EVA evaporators
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Connection box

CABINET EVA - Description

Aluminum body
Flare refrigeration connection outside
Removable condensate tray
Stainless steel thermostatic expansion valve
CWR (Cold water recycling) stabilization of 
humidity
Variable speed EC ventilation
RSF wireless remote control
Display of the temperature and the various func-
tions of the device
High or low adjustable diffuser
Nitrogen pressurized

Genesis Evaporator 
Cooling only

Aluminum body
Flare refrigeration connection outside
Removable condensate tray
Stainless steel thermostatic expansion valve
CWR (Cold water recycling) stabilization of
humidity
Variable speed EC ventilation
RSF wireless remote control
Display of temperature, humidity and various 
functions of the device
High or low adjustable diffuser
KHGR% integrated humidifier
Nitrogen pressurized

Vintage Evaporator 
Cooling – Heating – Humidification

SPC 30 -  48 - 82*- 122

Upward blowing evaporators

Downward blowing evaporators
SPC 30 - 48 - 82* - 122
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Accessories

CABINET EVA

PRICES - Air Condensing Cabinet EVA
GENESIS SPC30 EVA GN SPC48 EVA GN

VINTAGE

Product code SPC82EVA GN SPC122 EVA GN SPC170 EVA GN

Product code SPC30 EVA VT SPC48 EVA VT SPC82 EVA VT SPC122 EVA VT SPC170 EVA VT

PRICES - Water Condensing Cabinet EVA
GENESIS SPC30 WEVA GN SPC48 WEVA GN

VINTAGE

Product code SPC82 WEVA GN SPC122 WEVA GN SPC170 WEVA GN

Product code SPC30 WEVA VT SPC48 WEVA VT SPC82 WEVA VT SPC122 WEVA VT SPC170 WEVA VT

Cooling capacity 12°C / 32°C ext. W
Heating capacity 

SPC 30 48 82 122 170
780 1100

Cabinet EVA

EVA evaporator characteristics SPC 30 48 82 122 170

1480 2100 2900

Evaporator
Air flow / Evaporator

Suction gas connection (Flare)

Liquid connection (Flare)

Poids net 

Couleur carrosserie 

Quantity 1  1  2 2  3 
m3/h 300 450 2 x 300 2 x 450 3 x 370

Φ 3/8″ 3/8″ 2 x 3/8″ 2 x 3/8″ 3 x 3/8″

  Aluminum Aluminum
  

Aluminum Aluminum Aluminum

Φ 1/4″ 1/4″ 2 x 1/4″  2 x 1/4″ 3 x 1/4″  
Kg  6 6 2 x 5 2 x 6 3 x 6

Description InfosCode

KLPWSECU Secure connection kit for humidifier

20m extension kit for humidifier

Lift pumpKPR

KLPR20

Compatibility

p53

p53

p53

X

XX

X

Low Sound Level Kit for SPC 30 to 48BNS 30-48 p53 XX

WineSupervisor I Kit - Modbus versionKWSP-I p55 XX

Genesis Vintage

WineSupervisor III Kit - Connected versionKWSP-III p55 XX

Ductable front kit for GCG groupKFG-GCG p54 XX

Low Sound Level Kit for SPC 82 to 122BNS 82-122 p53 XX

Low Sound Level Kit for SPC 170 to 230BNS 170-230 p53 XX

Refrigerant   R134A R134A  R452A R452A R452A

Air condensing unit GCG30 CGC48  CG82 CGC122 CGC170

Water condensing unit   W30  W48 W82 W122 W170

Type 
Type 

Intensity absorbed A max 0.8 0.8 1.6 1.6 1.6
Voltage 50Hz 230 V/1+T 230 V/1+T 230 V/1+T 230 V/1+T 230 V/1+T

W - - - - -

Technical characteristics

Quick selection

WARNING 
The selections are only indicative and cannot replace a thermal balance that will consider all the parameters related to the cellar.

Accessories

CABINET EVA

Cooling capacity 12°C / 32°C ext. W
Heating capacity

SPC 30 48 82 122 170
780 1100

Cabinet EVA

EVA evaporator characteristics SPC 30 48 82 122 170

1480 2100 2900

Evaporator
Air flow / Evaporator

Suction gas connection (Flare)

Liquid connection (Flare)

Poids net 

Couleur carrosserie

Quantity 1 1 2 2  3 
m3/h 300 450 2 x 300 2 x 450 3 x 370

Φ 3/8″ 3/8″ 2 x 3/8″ 2 x 3/8″ 3 x 3/8″

Aluminum Aluminum Aluminum Aluminum Aluminum

Φ 1/4″ 1/4″ 2 x 1/4″  2 x 1/4″ 3 x 1/4″ 
Kg  6 6 2 x 5 2 x 6 3 x 6

Refrigerant  R134A R134A  R452A R452A R452A

Air condensing unit GCG30 CGC48 CG82 CGC122 CGC170

Water condensing unit W30  W48 W82 W122 W170

Type 
Type 

Intensity absorbed A max 0.8 0.8 1.6 1.6 1.6
Voltage 50Hz 230 V/1+T 230 V/1+T 230 V/1+T 230 V/1+T 230 V/1+T

W - -

PRICES - Air Condensing Cabinet EVA
GENESIS SPC30 EVA GN SPC48 EVA GN

VINTAGE

Product code SPC82EVA GN SPC122 EVA GN SPC170 EVA GN

Product code SPC30 EVA VT SPC48 EVA VT SPC82 EVA VT SPC122 EVA VT SPC170 EVA VT

PRICES - Water Condensing Cabinet EVA
GENESIS SPC30 WEVA GN SPC48 WEVA GN

VINTAGE

Product code SPC82 WEVA GN SPC122 WEVA GN SPC170 WEVA GN

Product code SPC30 WEVA VT SPC48 WEVA VT SPC82 WEVA VT SPC122 WEVA VT SPC170 WEVA VT

- - -

Technical characteristics

Quick selection

Description InfosCode

KLPWSECU Secure connection kit for humidifier

20m extension kit for humidifier

Lift pumpKPR

KLPR20

Compatibility

p53

p53

p53

X

XX

X

Low Sound Level Kit for SPC 30 to 48BNS 30-48 p53 XX

WineSupervisor I Kit - Modbus versionKWSP-I p55 XX

Genesis Vintage

WineSupervisor III Kit - Connected versionKWSP-III p55 XX

Ductable front kit for GCG groupKFG-GCG p54 XX

Low Sound Level Kit for SPC 82 to 122BNS 82-122 p53 XX

Low Sound Level Kit for SPC 170 to 230BNS 170-230 p53 XX
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Humidified and filtered air

The HygroVino humidifier is a real 
complement for cellars that are 
naturally too dry or equipped with 
an air conditioner without a built-in 
humidifier.

This small device with its modern 
design works independently of any 
other system to ensure maximum 
protection of the wine cellar thanks 
to the expertise of Friax Industrie.

The humidifier connects to the house water network 
and is ready to operate. Attached to the wall or placed 
on a shelf, it always maintains the required humidity. 
No drain connection is necessary.

HygroVino is based on an eco-responsible design 
with fully recyclable materials that do not fear corro-
sion. The humidification principle used is energy 
efficient, it does not add heat to the cellar like electric 
resistance systems.

Simple and sustainable design

Thanks to its anti-microbial filter, the HygroVino 
humidifier delicately humidifies wine cellars with 
clean air. 

Unlike ultrasound technology, its operation is safe 
for the cellar. Water does not need to be treated 
before use.
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The black color of its modern design can be 
personalized on request.

The HygroVino humidifier works in all wine 
cellars. It is the ideal complement for upgrading 
a cellar equipped with a Friax Genesis air condi-
tioner model (= without integrated humidifica-
tion).

For cigar it can be used as a humidor.
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The KLPWSECU connection kit, available as an 
accessory, simplifies installation and limits the 
water pressure on the device to its optimum 
value.

PRICES - Humidifier for Wine Cellar 
HygroVino 2.4 Product code KHGV24

Description InfosCode
KLPWSECU Secure connection kit for humidifier p53

p53

p53KHGVRF4

KHGVRF1 Replacement filter

Accessories

KLPWSECU

Replacement filter – 4 Pack
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ACCESSORIES

Friax essentials for a 
state of the art installation
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Acoustic

BNS-30-48
Low Sound Level Kit 

for SPC 30 to 48
EVX, EVPL, EVG, EVI, EVA

Product code Description Compatibility Genesis Vintage

BNS-82-122

Low Sound Level Kit 

for SPC 82 to 122

et W 30 à 230 units

BNS-170-230
Low Sound Level Kit 

for SPC 170 to 230
EVPL, EVG, EVI, EVA

EVPL, EVG, EVI, EVA

Customization

KLED-XJ LED backlight kit
H2OX

MPCJ

Product code Description Compatibility Genesis Vintage

KFXJ-OR
Gold Mirror color 

custom front

KFXJ-CEDRE
Cedar Wood color 

custom front
H2OX

MPCJ

H2OX

MPCJ

Humidification and Pumps

KLPWSECU
Pressure relief connection kit 

with 1/4 '' safety valve 

for HGR% humidifier

MPC, MPCA

EVX, EVPL, EVG, EVI, EVA

Product code Description Compatibility Genesis Vintage

KLPR20

H2OX

MCPJ, MPC, MPCA

EVX, EVPL, EVG, EVI, EVA

20m extension kit 

for humidifier

KPR Lift pump kit
MPC, MPCA

EVX, EVPL, EVG, EVI, EVA

KPR-XJ Lift pump kit
H2OX

MPCJ

HygroVino 2.4 - -

KHGVRF4
Replacement filter

4 Pack
HygroVino 2.4 - -

KHGVRF1 Replacement filter

KLPWSECU-XJ

Pressure relief connection kit 

with 1/4 '' safety valve 

for HGR% humidifier

H2OX

MPCJ

KNET075
Bactericidal fungicide 

cleaning sprayer 0.75l 

for cellar conditioner

H2OX

MCPJ, MPC, MPCA

EVX, EVPL, EVG, EVI, EVA
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Ducting and ventilation

KB2T
Bi-Temperature 

ventilation kit
MPCA

Product code Description Compatibility Genesis Vintage

KBPL300
MPC

EVX, EVPL, EVG, EVI, EVA
Plenum box 300x150 f

or ducts Ø 160 to Ø 200

KFG30-48
Ductable front kit for MPC 

with probe extension
MPC

KFG-GCG
Ductable front kit 

for GCG 30 and 48 units
EVX, EVPL, EVG, EVI, EVA

MPC

EVX, EVPL, EVG, EVI, EVA

KGR160-KR
Ø160 semi-rigid duct kit 

2x 1m lengths - 2x 90 ° bend 

3 fittings

MPC

EVX, EVPL, EVG, EVI, EVA

KGDD300
Double deflection grille 

for KBPL300 box

KGR160-C45
MPC

EVX, EVPL, EVG, EVI, EVA
45 ° bend 

for rigid insulated Ø160 duct 

KGR160-C90
90 ° bend 

for rigid insulated Ø160 duct 

MPC

EVX, EVPL, EVG, EVI, EVA

KGR160 Ø160 rigid Insulated duct - 1m
MPC

EVX, EVPL, EVG, EVI, EVA

MPC

EVX, EVPL, EVG, EVI, EVA

KGR160-FX
Collar clip 

for Ø160 rigid insulated duct 
MPC

EVX, EVPL, EVG, EVI, EVA

KGR160-RC
Fitting 

for Ø160 rigid insulated duct  

Installation and mounts

KS2M Wall bracket kit
H2OX

MPC

Product code Description Compatibility Genesis Vintage

KPM2V
Wall mounting kit 

for 30 to 48 evaporators

KPM 82-122
Wall mounting kit 

for 82 to 122 evaporators
EVPL

EVPL

KRH-MPCA20-U
MPCA 20 UP extension kit 

for rear air intake

KRH-MPCA30-U
MPCA 30 UP extension kit 

for rear air intake
MPCA

MPCA
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Connected

KWSP-I
WineSupervisor I Kit 

Modbus version

H2OX

MPCJ, MPC, MPCA

EVX, EVPL, EVG, EVI, EVA

Product code Description Compatibility Genesis Vintage

KWSP-III
WineSupervisor III Kit 

Connected version

H2OX

MPCJ, MPC, MPCA

EVX, EVPL, EVG, EVI, EVA

Ducting and ventilation
Product code Description Compatibility Genesis Vintage

MPC

EVX, EVPL, EVG, EVI, EVA

KGR180-KR2
EVG Ø180 semi-rigid duct kit

2x 1m lengths - 2x 90 ° bend

4 fittings – 2x Ø180-200 adaptors

EVG

KGR180-KR

Ø180 semi-rigid duct kit

2x 1m lengths - 2x 90 ° bend

3 fittings – 1x Ø180-200 adaptor

KGR180-C45
45 ° bend 

for rigid insulated Ø180 duct 
MPC

EVX, EVPL, EVG, EVI, EVA

KGR180-C90
MPC

EVX, EVPL, EVG, EVI, EVA
90 ° bend

for rigid insulated Ø180 duct 

KGR180 Ø180 rigid Insulated duct - 1m
MPC

EVX, EVPL, EVG, EVI, EVA

KGR180-RC
Fitting 

for Ø180 rigid insulated duct 
MPC

EVX, EVPL, EVG, EVI, EVA

MPC

EVX, EVPL, EVG, EVI, EVA

KGR180-R200
Ø180-200 adaptor 

for rigid insulated duct
MPC

EVX, EVPL, EVG, EVI, EVA

KGR180-FX
Collar clip 

for Ø180 rigid insulated duct 

KGS160
MPC

EVX, EVPL, EVG, EVI, EVA
Flexible insulated duct Ø200 - 10m

KGS200 Flexible insulated duct Ø160 - 10m
MPC

EVX, EVPL, EVG, EVI, EVA

PR60010256

ABS Duct 

90° Horizontal Bend 

(60x200)

MPCA

MPCA

PR60010261
ABS Duct 

Flange 

(60x200)

MPCA

PR60010257
ABS Duct 

1m length 

(60x200)

MPCAPR60010263

ABS Duct 

90° Vertical Bend 

(60x200)
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HGR% connection

Wine cellar storage

The kit includes a safety valve which prevents accidental flooding in the event of a 
leak on the circuit, a pressure limiter preset to the optimum value for the HGR%
humidification system, a shut-off valve to be positioned on the water circuit, the 
connections to supply a second evaporator. It is supplied with 10 m of flexible tube 
diameter 6.35 mm.

The KLPR20 kit can be used to extend a circuit that is too short.

VisioRack offers an original way to present and store wine bottles. The bottles placed on baskets 
are easily accessible. The labels are always visible. The alignment is perfect. VisioRack adapts to 
the geometry of the cellar. The bottles can be presented in multiple ways, aligned, crossed, etc ...

Learn more on friax.fr or visiorack.fr

The KLPWSECU kit facilitates and secures the water connection of Vintage products 
and the HygroVino humidifier.

Max cold water pressure
10 bars at 21 °C

HGR% max inlet pressure: 2,8 bars

20/27 F
3/4” F 

A

B

C

D

E E

E

F

G

H

A

KLPWSECU
A : 10 m  1/4" polyethylene flexible tubing
B : Overflow safety valve
C : Isolation valve 1/4"-1/4 "
D : Pressure relief valve 1/4"
E : 3x connection 1/4"-20/27
F : Y  1/4"-1/4"-1/4"

KLPR20
G : 20 m 1/4" polyethylene flexible tubing
H : connection 1/4"-1/4 "

rageine cellar storrageWiine cellar
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Pro Access

To facilitate the selection and installation of devices, 
Friax provides you with all the necessary 
information: www.friax.fr

As a professional installer and partner, you can benefit for free to the Professional 
Access for even more tools.

FAQ - Technical Documentation 
 Assistance - Selection – Quotes

The Pro Access contains the answers to all your questions for successful installations.

Request Verif ication
24h

Validation

Make a request now on www.friax.fr to get your access.

58





231 / 233 Rue de la Prairie
73420 Voglans – FRANCE

+33 (0)4 79 34 91 84
info@friax.frwww.friax.fr

YOUR RETAILER

EN
-D

C-
FR

IA
X-

05
21

-V
2 

- N
on

 C
on

tr
ac

tu
al


