
Attention 

•  Do not apply at temperatures below 5°C (41°F).

•  Do not apply in direct sunlight.

•  The surface must be cool to touch prior to application.

•  Ensure adequate ventilation and fresh air during application.

•  If the surface was previously treated with a coating system, proper removal, preferably with a 
polishing agent is important to ensure that the products bonds well with the surface (or there is a 
risk of reduced durability).

Application
•  Ambient temperature during application should be 5-40°C (41-104°F).

•  To ensure effective chemical bonding of Nano Quartz to the surface, the surface must be cleaned of 
all contaminants prior to application. Durability of the coating depends on how well Nano Quartz 
has bonded with the surface.

1. It is recommended to polish the surface to remove all contaminants and imperfections (Picture 1).

2. Using Prime and an edgeless microfibre cloth removes any invisible polish films or oils and ensures 
a clean and primed paint surface (Picture 2).

3. Coat the surface immediately after cleaning to prevent contamination. 

4. Place a few drops of Base Coat on the provided application cloth wrapped foam block (Picture 3).

5. Apply the product lightly on the surface in a 60cm X 60cm area, in a vertical (up and down) then 
horizontal (left to right) motion. Always ensure the areas coated overlap (Picture 4).

6. Wait 5-10 minutes (or when there is a small resistance in buffing) then buff off with a quality Pearl 
Weave microfibre  towel.

7. Allow coating to cure for 2 hours (5-50°C or 41-122°F) and then apply a second layer and buff off 
after 5-10 minutes with a new clean and dry Pearl Weave microfibre towel (Picture 5).

•  The applied coating will be ready to be buffed off in 5-10 minutes.

•  The coating will be ready to be layered as follows. Either:

• 2 hours (5-50°C or 41-122°F)                 • 1 hour (60°C or 140°F)

• 15 minutes (infrared short wave)          • 15-20 minutes (infrared medium wave)

•  The applied coating will fully cure in 3-5 days. During this period the surface should not be washed 
with any shampoo, all-purpose cleaners or anything containing caustic soda. This will diminish 
hydrophobic properties. 

•  If necessary, the coated surface may be washed with just normal water during this period and dried 
with a clean microfibre towel. 

8. Top Seal should be applied on Base Coat coated surfaces at least 6 hours (recommended 2 days) after 
the final layer to prevent formation of waterspots (Picture 6).

Cleaning & Maintenance
Surfaces coated with Nano Quartz should be cleaned with pH neutral shampoos.

Storage
Opened bottles should be stored in a cool, dry place, away from sunlight, and used within 6 months.

NANO QUARTZ COATING INSTRUCTIONS

Important: Do not let the layer dry sporadically or leave highspots. If it dries within 2 hours, the layer can 
be removed with a small amount of Base Coat. If it has been allowed to harden for more than 12 hours, it 
will need to be polished off and reapplied. Avoid contact with water for a subsequent period of 24 hours.
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