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Features

© Universal tabletop stand for
flat panel displays

9 Adjustable mounting arms
achieve perfect viewing height

€© Wide base to support weight
distribution

O Uses 40" chrome poles
and Premier Mounts UFA
mounting solution.

6 VESA mounting pattern with
a maximum of 775 x 600 mm

Model: PSD-TTS-L

Universal Tabletop Stand

The PSD-TTS-L is a universal abletop stand used to mount large screen
displays. It's sturdy base offers a secure platform for displays tao be installed
onto. The k!t Includes two 40" chrome poles along with Premler Mounts UFA
low profile mounts made for our carts and stands. With a max vesa mounting
pattern of 875 x 875 mm, there can be many ways to array your display.
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Universal Tabletop Stand

PSD-TTS-L
Specifications
Weight Color Weight Capacity / Mount Mounting Pattern
x Ib. | x kg Black 150 Ib. | 68.04 kg 200 x 200 (Min) , 775 x 600 (Max) mm
Width x Height x Depth Warranty
32in.x41.4in. x15in. | 812.80 mm x 1051.56 mm x 381.00 mm Lifetime
Packaging
Width x Height x Depth Contents
Xxin|Xxmm Mount (x1), Universal Hardware Pack (x1), Instruction Manual (x1)

Architectural Drawing
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THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF
PREMIER MOUNTS DIVISION OF < PMPI> ANY REPRODUCTION IN PART OR WHOLE WITHOUT
THE WRITTEN PERMISSION OF PREMIER MOUNTS DIVISION OF <PMPI > IS PROHIBITED.
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