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YJ REAR INNER FENDERS - HIGHLINE

ASSEMBLY INSTRUCTIONS



MB5528-01
Qty: 1

MB5528-02
Qty: 1

MB5528-03
Qty: 1

MB5528-01_MIR
Qty: 1

MB5528-02_MIR
Qty: 1 MB5528-03_MIR

Qty: 1
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KIT COMPONENTS 

PASSENGER

DRIVER
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BODY MODIFICATION 

REMOVE FLUSH TO BODY

REMOVE FLUSH TO BODY

REMOVE FLUSH TO BODY

REMOVE FLUSH TO BODY

DO NOT REMOVE THE SEAM WELD

CUT THROUGH



DETAIL  A
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A

FENDER INSTALLATION

MB5528-01

MB5528-02

MB5528-03

ALIGN THE SMALLER HOLES
WITH HOLES ON MB5528-01

PLUG WELD BIGGER HOLES

PLUG WELD TO FACTORY 
SEAM ON BODY

PLUG WELD TO THE 
INSIDE OF FACTORY BODY

PLUG WELD TO THE 
INSIDE OF FACTORY BODY

ALIGN THE SMALLER HOLES
WITH HOLES ON MB5528-01

PLUG WELD PLATES TOGETHER
FROM INSIDE FENDER WELL

CLECO CLAMP

USE A 1/8" CLECO CLAMP TO
TEMPORARILY FASTEN THE

PANELS TOGETHER

CLECO CLAMP
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FENDER INSTALLATION

PLUG WELD TO SEAM WELD ON BODY

MB5528-03

PLUG WELD MB5528-01 TO 
MB5528-03 FROM INSIDE FENDER WELL


