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Serious Sound. Whether you're listening to your favorite tunes, watching a blockbuster hit, or following the big game, the 
quality of your experience is defined by sound. Cerwin-Vega! understands this. We've been the worldwide leader in 
loudspeaker design for over five decades! And now, with the new SL Series, we bring you our legendary power and 
excellent sound quality in an all new design. If you're putting together your dream sound system for home or other 
environment, there's no need to compromise. Instead, do it right - do it with the Cerwin-Vega! SL Series.

Choose your configuration from eight SL Series models. No single speaker configuration is right for all situations. 
Depending on the size of your room, as well as your tastes in music and movies, you need a loudspeaker setup designed
to meet your specific audio needs, while working together as a seamless system. The SL Series makes it easy for you to 
customize your own perfect sound system, ideal for your personal listening choices. Regardless of your configuration 
choice, you'll be excited, that it was built by you, and Cerwin-Vega!

PRODUCT OVERVIEW



SL-8

SL-28

SL-45C

SL-5M

• 2-way system design
• Dual large motor 8" 
woofers for punchy bass

• 1" soft dome tweeter for 
crisp highs

• Bass Reflex cabinet for 
extended lows

• Classic styling with 
removable grille

• Cerwin-Vega! performance 
with a small foot print

• 2-way system design
• Large motor 8" woofer 
for punchy bass

• 1" soft dome tweeter for 
crisp highs

• Bass Reflex cabinet for 
extended lows

• Classic styling with 
removable grille

• Cerwin-Vega! performance 
with a small foot print

• Quad 5 1/4" drivers for vocal clarity
• 1" soft dome tweeter for crisp highs
• Engineered for vocal clarity and intelligibility
• Classic styling with removable grille
• The voice of your home theater system

• 2-way system design
• Efficient 5 1/4" driver for clarity 
and punch

• 1" soft dome tweeter for crisp highs
• Bass Reflex cabinet for extended lows
• Cerwin-Vega! performance in a 
compact design

• Classic styling with removable grille
• Bookshelf or home theater applications

All SL models include a grille



SL-12
SL-15

TECHNICAL DETAILS
• Internal bracing for increased cabinet strength, 

which reduces unwanted resonance noises
• Bass reflex design features tuned porting to achieve 

tight and punchy bass response
• 5-way binding posts for simple and reliable setup
• 8-ohm impedance makes the system compatible with 

most amplifiers and receivers            

SL-10S

• 3-way system design
• Large motor 15" woofer for punchy bass 
• 5 1/4" midrange for vocal clarity
• 1" soft dome tweeter for crisp highs
• Bass Reflex cabinet for extended lows
• Classic styling with removable grille
• Bigger cabinet delivers bigger bass

• 3-way system design
• Large motor 12" woofer for punchy bass
• 5 1/4" midrange for vocal clarity
• 1" soft dome tweeter for crisp highs
• Bass Reflex cabinet for extended lows
• Classic styling with removable grille
• Big cabinet delivers big bass

• Dual 5 1/4" drivers for vocal clarity
• 1" soft dome tweeter for crisp highs
• Engineered for vocal clarity and intelligibility
• Classic styling with removable grille
• The voice of your home theater system

• Large motor, 10" 
woofer for punchy bass

• Internal 150W amplifier 
delivers high output

• Bass Reflex cabinet for 
extended lows

• Classic styling with 
removable grille

• The heart of your 
home theater system

SL-25C
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TECHNICAL SPECIFICATIONS

SUBWOOFER SPEAKER SL-10S

Drivers (1) 10”

Frequency Response 28 Hz – 150 Hz

Amplifier Power 212 W Peak

Controls Variable LPF Crossover 60 Hz – 150Hz, Level, Phase 0°-180°

Connections RCA L/R INPUT, RCA LFE INPUT

Product Dimensions (H x W x D) 16" x 14" x 10" (406mm x 355mm x 254mm)

Product Net Weight 44 Lbs. (20 kg.)

PASSIVE SPEAKER SL-45C SL-5M SL-8

Drivers (4) 5¼”, (1) 1” (1) 5¼”, (1) 1” (1) 8”, (1) 1”

Frequency Response 55 Hz – 26 kHz 58 Hz –  26 kHz 32 Hz – 26 kHz

Magnetic Shielding Yes Yes Yes

Power Handling (Watts) 300 Peak 125 Peak 150 Peak

Nominal Impedance* 8 Ohms 8 Ohms 8 Ohms

Peak Sensitivity (1w/1m) 89 dB 85 dB 89 dB

Product Dimensions 
(H x W x D)

6.52" x 27.58" x 7" 
(166mm x 701mm x 178mm)

6.73" x 6.14" x 11" 
(184mm x 156mm x 276mm)

30" x 9.79" x 10.07" 
(762mm x 249mm x 256mm)

Product Net Weight 18 Lbs. (8.2 kg.) 6.6 Lbs. (3 kg.) 27.3 Lbs. (12.4 kg.)

PASSIVE SPEAKER SL-28 SL-12 SL-15

Drivers (2) 8”, (1) 1” (1) 12”, (1) 5¼”,  (1) 1” (1) 15”, (1) 5¼”,  (1) 1”

Frequency Response 32 Hz – 26 kHz 29 Hz – 26 kHz 28 Hz – 26 kHz

Magnetic Shielding Yes Yes Yes

Power Handling (Watts) 300 Peak 300 Peak 400 Peak

Nominal Impedance* 8 Ohms 8 Ohms 8 Ohms

Peak Sensitivity (1w/1m) 89 dB 91 dB 94 dB

Product Dimensions 
(H x W x D)

22.05" x 9.76" x 19.72" 
(501mm x 248mm x 330mm)

33" x 14" x 14.8" 
(838mm x 356mm x 376mm)

35.98" x 16.61" x 19.78" 
(911mm x 422mm x 502mm)

Product Net Weight 39.2 Lbs. (17.8 kg.) 50.5 Lbs. (22.9 kg.) 67 Lbs. (30.4 kg.)

NOTE: All speakers sold individually except SL-5M (sold in pairs) 08/13 Version 1.0
Specifications for the SL-25C will be available soon.
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