
VEE HEAD
4" (10 CM) WIDE 120° ANGLE
IDEAL FOR PIPE UP TO 24" 
(61 CM) IN DIAMETER

GALVANZIED INSIDE TUBE 
RESISTS CORROSION

QUICK ACTION
LOCK WASHER
FOR FAST HEIGHT
POSITIONING

STRUT TENSION PLATE
NO SHARP EDGES

FORMED
STEEL LEGS

LARGE 
ADJUSTMENT 
SCREW
WORKS EASILY WITH 
GLOVED HANDS AND 
TURNS EASILY WITH 
LOADS UP TO 2,500 
LBS (1,135 KG)

SET SCREW
FOR DOUBLE MARGIN
OF SAFETY
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 A professional jack stand for all budgets.

APPLICATIONS
• 2,500 lbs (1,135 kg) load capacity
• Jack independently load tested for 
   quality assurance
• Backed by forty years of jack stand 
   manufacturing experience

ITEM # DESCRIPTION MODEL # WEIGHT LOAD CAPACITY

780471 Hi "Pro-Jack"* w/Vee Head ST-871 23 lbs (10.4 kg) 2500 lbs.

780472 Hi "Pro-Jack"* w/Roller Head ST-872 26 lbs (11.8 kg) 2500 lbs.

780473 Hi "Pro-Jack"* w/Bar Stock Head ST-873 23 lbs (10.4 kg) 2000 lbs.

780474 Hi "Pro-Jack"* w/Stainless Steel Rollers ST-874 26 lbs (11.8 kg) 2000 lbs.

780475 Hi "Pro-Jack"* w/Stainless Steel Vee Head ST-875 24 lbs (10.9 kg) 2500 lbs.

780476 Hi "Pro-Jack"* w/Ball Transfer Head ST-876 28 lbs (12.7 kg) 1000 lbs.

780477 Hi "Pro-Jack"* w/Rubber Wheels ST-877 25 lbs (11.4 kg) 1200 lbs.

781050 ST-448 Hold-Down Device - 6 lbs (2.7 kg) -

781056 Chain Extension Kit (12" pipe increments) - 4 lbs (1.8 kg) -


