## 1/2" DR 150 FT/LBS TORQUE WRENCH

Product \# 718911 | Model \# JTW-12150

Torque tools made to exacting standards using only superior materials and workmanship in order to ensure the highest productivity and performance standards.

- Easy to read dual scales allow for a wide range of torque applications
- Perceptible jolt and audible click indicate desired torque setting has been reached
- Locking collar allows easy setting of desired pre-torque and prevents accidental change of value while in use
- Comfortable non-slip grip handle is ideal for repeated use
- Rubber seal between the ratchet head and tube keeps lubrication in and contaminants out to ensure accuracy and repeatability
- Comes complete with protective blow mold case for easy storage
- Lock and key included for drive sizes $3 / 4$ and $1^{\prime \prime}$


## TECHNICAL SPECIFICATIONS

| Accuracy | +/-4\% |
| :---: | :---: |
| Certification | ANSI\| ISO| <br> BSEN <br> 26789-1994\| <br> U.S. <br> Government <br> Federal <br> Specification <br> GGG-W-00686C |
| Duty Level | Heavy Duty |
| Grip Style | Ergonomic |
| Material | Chrome Vanadium |
| Measurement Standard | SAE/Metric |
| Number of Geared Teeth | 24 |
| Output Drive | 1/2" |
| Overall Length | 21" |
| Selling Configuration | Open Stock |
| Style | Micrometer\| Reversible |
| Swing Arc | 150 |
| Torque | $\begin{aligned} & 30-150 \mathrm{ft} / \mathrm{lbs} \\ & (40-210 \mathrm{Nm}) \end{aligned}$ |

