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KLARO

  For full          compliant technical specifications, refer to page 140 
  To make an approximate conversion from T=50K to T=60K multiply outputs by 1.2

ZSL-080-045   748 450 white  354/1208 200 5.4
ZSL-080-050   748 500 white  388/1324 200 5.6
ZSL-080-060   748 600 white  455/1552 300 6.7
ZSL-120-045  1148 450 white  521/1778 300 8.1
ZSL-120-050  1148 500 white  571/1948 400 8.7
ZSL-120-060  1148 600 white  670/2286 500 9.8
ZSL-150-050 1466 500 white  716/2443 500 10.9
ZSL-150-060 1466 600 white  839/2863 500 12.3 
ZSL-170-050  1708 500 white  824/2811 500 12.2 
ZSL-170-060 1708 600 white  966/3296 600 14.2
ZSL-080-045-0336 748 450 volcanic  354/1208 200 5.4
ZSL-120-050-0336 1148 500 volcanic  571/1948 400 8.7
ZSL-120-060-0336 1148 600 volcanic  670/2286 500 9.8
ZSL-150-050-0336 1466 500 volcanic  716/2443 500 10.9
ZSL-150-060-0336 1466 600 volcanic  839/2863 500 12.3
ZSL-170-050-0336 1708 500 volcanic  824/2811 500 12.2
ZSL-170-060-0336 1708 600 volcanic  966/3296 600 14.2
ZSL-080-045-0523 748 450 beige quartz  354/1208 200 5.4
ZSL-120-050-0523 1148 500 beige quartz  571/1948 400 8.7
ZSL-120-060-0523 1148 600 beige quartz  670/2286 500 9.8
ZSL-150-050-0523 1466 500 beige quartz  716/2443 500 10.9
ZSL-150-060-0523 1466 600 beige quartz  839/2863 500 12.3
ZSL-170-050-0523 1708 500 beige quartz  824/2811 500 12.2
ZSL-170-060-0523 1708 600 beige quartz  966/3296 600 14.2
ZSL-080-045-0529 748 450 brown quartz  354/1208 200 5.4
ZSL-120-050-0529 1148 500 brown quartz  571/1948 400 8.7
ZSL-120-060-0529 1148 600 brown quartz  670/2286 500 9.8
ZSL-150-050-0529 1466 500 brown quartz  716/2443 500 10.9
ZSL-150-060-0529 1466 600 brown quartz  839/2863 500 12.3
ZSL-170-050-0529 1708 500 brown quartz  824/2811 500 12.2
ZSL-170-060-0529 1708 600 brown quartz  966/3296 600 14.2 
ZSLC-080-050   748 500 chrome  283/966 200 5.8 
ZSLC-080-060   748 600 chrome  332/1133 200 6.7 
ZSLC-120-050  1148 500 chrome  417/1423 300 8.7 
ZSLC-120-060  1148 600 chrome  489/1668 300 9.8 
ZSLC-150-050 1466 500 chrome  475/1621 300 10.5
ZSLC-150-060 1466 600 chrome  560/1911 400 12.1
ZSLC-170-050 1708 500 chrome  601/2050 400 12.2 
ZSLC-170-060 1708 600 chrome  705/2405 500 14.2 

Zehnder Klaro 

Dual Energy: Self Fit - Additional cost to Central Heating model prices see page 140 for details

Colour finish: Standard colours from the Zehnder colour chart including matt white finish: white RAL 9016 + 25%. Colour finish and non-stock products delivery: 20 working days.
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*1/2” air vent
† width excludes air vent
F = flow
R = return
Tube: Horizontal \ 23mm    
Vertical \ 38mm

     Output Electric   RRPCentral Heating  Height Width Finish  ∆T=50K Immersion Weight  RRP  (inc 20% Model STOCK mm mm   Watts/btu Rating kg (ex VAT) VAT)listed in black                      All outputs certified to EN 442 Watts


