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KLEO VERTICAL

  For full          compliant technical specifications, refer to page 140
  To make an approximate conversion from T=50K to T=60K multiply outputs by 1.2

Zehnder Kleo vertical single panel

KLV-180-030 1800 299  9 white  632/2156 248  10.3 
KLV-180-040  1800 398  12 white  842/2874 347  13.7 
KLV-180-050  1800 497  15 white  1053/3593 446  17.0 
KLV-180-060 1800 596  18 white  1260/4320 545  21.6 
KLVC-180-030 1800 299  9 chrome  448/1529 248  10.3 
KLVC-180-040  1800 398  12 chrome  597/2040 347  13.7 
KLVC-180-050  1800 497  15 chrome  747/2549 446  17.0 
KLVC-180-060  1800 596  18 chrome  896/3057 545  21.6 

The KLV can also be installed horizontally with TBSE connections on either side.

£210
£257
£304
£351
£391
£477
£565
£652

£252.00
£308.40
£364.80
£421.20
£469.20
£572.40
£678.00
£782.40

KLV
KLVC

KLV
KLVC

*1/8” air vent
Width excludes air vent
F = flow
R = return
H = height
W = width
Tube: Horizontal \ 38mm    
Tube: Vertical \ 20mm
All dimensions in mm

Colour finish: Standard colours from the Zehnder colour chart including matt white finish: white RAL 9016 + 25%. Colour finish and non-stock products delivery: 20 working days.

       Output      RRPCentral Heating  Height Width Number Finish   ∆T=50K Pipe  Weight RRP  (inc 20% Model STOCK mm mm of    Watts/btu centres kg  (ex VAT) VAT)  listed in black   tubes   All outputs certified to EN 442 


