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  For full          compliant technical specifications, refer to page 140
  To make an approximate conversion from T=50K to T=60K multiply outputs by 1.2

ROV-180-029 1800 296 70 4  568/1940 12.0
ROV-180-037 1800 370 70 5  710/2425 15.0
ROV-180-044 1800 444 70 6  852/2910 18.0
ROV-180-051 1800 518 70 7  994/3395 21.0
ROV-180-059 1800 592 70 8  1136/3880 24.0
ROV-180-066 1800 666 70 9  1278/4365 27.0

ROVD-180-029 1800 296 93 4  824/2812 22.4
ROVD-180-037 1800 370 93 5  1030/3515 28.0
ROVD-180-044 1800 444 93 6  1236/4218 33.6
ROVD-180-051 1800 518 93 7  1442/4921 39.2
ROVD-180-059 1800 592 93 8  1648/5624 44.8
ROVD-180-066 1800 666 93 9  1854/6327 50.4

Zehnder Roda Vertical Single panel

Zehnder Roda Vertical Double panel

Colour finish: Standard colours from the Zehnder colour chart including matt white finish: white RAL 9016 + 25%. Colour finish and non-stock products delivery: 17 working days.

ROV & ROVD can be installed horizontally with TBSE connections either side.

*1/8” air vent
Width excludes air vent
F = flow
R = return
H = height
W = width
Tube dimensions 70mm x 11mm
Vertical tubes: \ 38mm
All dimensions in mm
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Zehnder Roda Horizontal Single panel

ROH-052-100 518 1000 70 white 7  586/1999 13.4
ROH-052-120 518 1200 70 white 7  703/2399 16.1
ROH-059-100 592 1000 70 white 8  665/2269 14.1
ROH-059-120 592 1200 70 white 8  798/2723 18.1
ROH-059-140 592 1400 70 white 8  931/3177 19.7

ROHL-059-060 592 600 92 white 8  636/2170 13.2
ROHL-059-080 592 800 92 white 8  848/2894 17.6
ROHL-059-100 592 1000 92 white 8  1060/3617 22.0
ROHL-059-120 592 1200 92 white 8  1272/4340 26.4

ROHD-059-060 592 600 93 white 8  641/2187 16.5
ROHD-059-080 592 800 93 white 8  855/2916 22.0
ROHD-059-100 592 1000 93 white 8  1069/3645 27.4
ROHD-059-120 592 1200 93 white 8  1283/4374 32.9

Zehnder Roda Horizontal Double panel

Zehnder Roda Horizontal Single panel with single convector fin

           Output   RRPCentral Heating  Height Width Overall   Number  ∆T=50K Weight  RRP  (inc 20% Model STOCK mm mm projection Finish  of tubes  Watts/btu kg (ex VAT) VAT)listed in black                        All outputs certified to EN 442

£268
£335
£402
£469
£536
£603

£492
£615
£738
£861
£984

£1,107

£321.60
£402.00
£482.40
£562.80
£643.20
£723.60

£590.40
£738.00
£885.60

£1,033.20
£1,180.80
£1,328.40

£330
£396
£358
£430
£501

£311
£415
£519
£623

£386
£515
£644
£773

£396.00
£475.20
£429.60
£515.52
£601.44

£373.68
£498.24
£622.80
£747.36

£463.20
£618.00
£772.80
£927.60

         Output   RRPCentral Heating  Height Width Overall   Number  ∆T=50K Weight  RRP  (inc 20% Model STOCK mm mm projection Finish  of tubes  Watts/btu kg (ex VAT) VAT)listed in black                      All outputs certified to EN 442


