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  For full          compliant technical specifications, refer to page 140
  To make an approximate conversion from T=50K to T=60K multiply outputs by 1.2

Colour finish: Standard colours from the Zehnder colour chart including matt white finish: white RAL 9016 + 25%. Colour finish and non-stock products delivery: 20 working days.

*1/2” air vent
Frame: 70mm x 39mm triangular tubes 
Flat tubes: 70mm x 8mm 
F = flow 
R = return
H = height
W = width 
All dimensions in mm

Zehnder Metropolitan vertical tubes

MEV-180-030 1800 280 3 white  490/1672 11.3   
MEV-180-040 1800 385 4 white  643/2194 14.6   
MEV-180-050 1800 490 5 white  791/2699 17.9   
MEV-180-060 1800 595 6 white    934/3187 21.3   
MEV-200-040 2000 385 4 white  714/2436 16.1   
MEV-200-050 2000 490 5 white  878/2996 19.8   
MEV-200-060 2000 595 6 white  1037/3538 23.5   
MEV-180-030-0336 1800 280 3 volcanic  490/1672 11.3   
MEV-180-040-0336 1800 385 4 volcanic  643/2194 14.6   
MEV-180-050-0336 1800 490 5 volcanic    791/2699 17.9   

£379
£437
£501
£570
£479
£555
£632
£474
£546
£626

£454.80
£524.40
£601.20
£684.00
£574.80
£666.00
£758.40
£568.80
£655.20
£751.20

       Output     RRPCentral Heating  Height Width No. of Finish   ∆T=50K  Weight RRP  (inc 20%)Model STOCK mm mm sections    Watts/btu  kg  (ex VAT) VATlisted in black                        All outputs certified to EN 442 


